Service 


Workshop Manual 


Fox 2010 > 

Fox 2014 > 
SpaceFox 2011 > 
Edition 01.2017 


Service Department. Technical Information 


Service 


List of Workshop Manual Repair Groups 


Repair Group 

50 - Body - front 

55 - Bonnet, rear lid 

57 - Front doors, door components, central locking 
58 - Rear doors, door components 

60 - Sunroof 

63 - Bumpers 

64 - Glazing 

66 - Exterior equipment 


Technical information should always be available to the foremen and mechanics, because their 
careful and constant adherence to the instructions is essential to ensure vehicle road-worthiness and 
safety. In addition, the normal basic safety“precautions for working on motor vehicles must, as a 
matter of course, be observed. 


All rights reserved. 
No reproduction without prior agreement from publisher. 


Copyright © 2017 Volkswagen AG, Wolfsburg D3E804ACFE4 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


Contents 

50 = Body - front sn? Quam Weg, st ccc ences eens net e nese eetenenes 
1 Pere! no a 
1.1 Front end with complementary parts - assembly overview aS eee 
12 Front end with complementary parts - remove and install 
143) Front end - service position ...............-@........00.. 
1.4 Front wing - assembly overview ..............4....000008 
2 Bulkhead 7 
21 Vookwee,..... Sam 7 
2.2 Auxiliary materials for Brazilian market 7 
2.3 Auxiliary materials for export market . 8 
24 Matching table 8 
2.5 Engine compartment partition panel - 9 
2.6 Minimumiadhesive.diyindini@mmy .... feed... . MR eee eee eee 9 
3 Engine compartment upper partition panel 10 
3.1 Engine compartment upper partition panel - assembly overview 10 

55 - Bonnet, rear lid 11 
1 Bonnet 1 
sed Bonnet - assembly overview . a 11 
ae: Operating cable - assembly overview 12 
es) Operating cable - remove and install 13 
1,4 Front bonnet latch and stop - assembly overview: 13 
1.8%, Bonnet - adjust 14 
1.6 ~ “Bonnet latch - remove and install 15 
1:7 Bofinet hinge - remove and install 16 
1.8  Bonnet'striker.- remove and.install 17 
2 Rear lid (Fox) 19 
241 Rear lid - assembly overview 19 
2.2 Rear door shock absorber - remove and install 21 
2.3 Rear door shock absorber - replace 21 
2.4 Rear lid trim - remove and install 21 
2.5 Rear lid - remove and install ........... 23 
2.6 Rear lid hinge - remove and install . : . E 23 
27 Rearlidisddjust. ss2cc 2.00. .e8 syuces ede 24 
2.8 Rear lid lock - remove and install 25 
2.9 Rear lid unlocking motor V139 - remove and install 26 
2.10 Latch cylinder - assembly overview .. 28 
2.11 Latch cylinder - remove and install 29 
2.12 Latch cylinder - disassemble 29 
3 Rear lid (Spacefox / Suran) 30 
3.1 Rear lid - assembly overview 30 
3.2 Rear door shock absorber - remove and install 34 
3.3 Rear door shock absorber - replace 32 
3.4 Rear lid trim - remove and install 32 
3.5 Rear lid - remove and install 32 
3.6 Rear lid hinge - remove and install 33 
3.7 Rear lid - adjust 34 
3.8 Rear lid lock - remove and install 34 
3.9 Rear lid unlocking motor V139 (version 1)- - remove and install 34 
3.10 Rear lid unlocking motor V139 (version 2) - remove and install 35 
3.11 Lock cylinder - assembly overview 35 
3.12 Latch cylinder - remove and install 36 


Contents | 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


57 


58 


3:13; . Latch icylinder=disassemble: '..26.5. aicG528h0% Pose ein See eae cae Piste 
3.14. Bonnet latch handle - remove and install 
3.15 Fastening of the rear license plate - install 
4 Fuel reservoir nozzle compartment and lid set 
44 Fuel tank nozzle compartment and lid set - remove and install 

- Front doors, door components, central locking 
1 TOME COOK: 2% 46 tacos h ws Qte ce S eG, © PST ORE EEE a oe HUNT EE DURE Lets 
141 Front door - assembly overview 
1.2 Front door - remove and install 
1.3 Front door - adjust .............. 
1.4 Front door - disassemble and assemble 
1.5 Front door - replace ...... 
1.6 Door arrester - adjust 
1.7 Door limiter - remove and install 
1.8 Front door external handle and lock - Assembly overview . 
1.9 Lock cylinder housing - remove and install 
1.10 Cylinder housing - disassemble and assemble 
1.11. Cylinders and keys (Specific information for Brazil) - request 
1.12 External door handle - remove and install 
1.13 External door handle - replace 
1.14 Door lock - remove and install 
1.15 Lock button (locking rod) - remove and install 
1.16 Lock Bowden cable - replace 
1.17 Door sealing membrane - remove,and install 
1.18 Door sealing packings - Assembly overview 
1.19 External door packing -femove and install 
1.20 Internal door trim -.rémove and install 
1.21 
2 Central locking 
21 Central locking installation location overview - 2-door Fox 
2.2 Central locking installation location overview - 4-door Fox 
2.3 Central locking - Spacefox / Suran - assembly locations overview .........¢....-.-- 
24 Central control unit for convenience system J393 / Central control unit for glass command 

J1015 sémove ....... mm. ....%.... AM... TS 
2.5 Batteryof key with radio remote command (articulated) - assembly overview ...4...... 
2.6 Battery‘of key with radio remote command (articulated) - remove and install ...2...... 
2f Adapting the-remote command keys by radio to the convenience system central control unit 
J393 »:2013 

2.8 Key - synchronize 

- Rear doors, door componentS ........ 6c. cece eee cette ee eens 
1 Rear passenger doors 
44 Rear passenger doors - assembly overview 
1.2 Rear passenger door - remove and install 
1.3 Rear passenger door - adjust 
1.4 Rear passengef-door - disassemble and assemble 
1.5 Rear door - replace: 
1.6 Door arrester - adjust %,. ig 
1.7 Door limiter - remove and install Sone saee 
1.8 Rear door external handle and lo¢k)-,assembly overview". . . 
1.9 Cylinder housing without lock cylinder - remove and install 
1.10 External door handle - remove and install 
1.11 External door handle - replace 
1.12 Rear door lock - remove and install ia 
‘1:13'~ Eock:Bowden ‘cable =;replace: «fi ciP test cakes sdawedibees satan wks DMs oe. 


Contents 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


60 


63 


64 


Lock button (locking rod) - remove and install 84 
Door sealing membrane - remove and install 85 
Door sealing packings - assembly overview .. 87 
External door packing - remove and install ses Sgt pees 2 88 
Internal door trim - remove and install ................ 00000000 e ee 90 

SUNMOOP she Scat SOM va atnut lay anh mie Bae Seta. fobkas WO Pela Roan RRP 92 

1 Sliding / tilting sunroof (Fox) 92 

1.1 Operation 92 

1.2 Sliding/tilting sunroof with glass lid - assembly overview 92 

1.3 Sliding/tilting sunroof glass lid - remove 94 

1.4 Glass lid for sliding/tilting sunroof - install 94 

1.5 Glass lid for sliding/tilting sunroof (height adjustment) - adjust 95 

1.6 Lid trim - replace 96 

1.7 Air deflector - remove and install 97 

1.8 Sunroof lining - remove and install : : 97 

1.9 Sliding sunroof movement control unit J245 - remove and install .................00. 98 

1.10 — Sliding/tilting sunroof selector key - remove and install 

1.11. Sliding sunroof activation motor V1 - remove and install 

1.12 Sliding sunroof motor V1 (zero position) - adjust 

1.13 Sliding sunroof activation motor V1 - program 

1.14 Parallelism - check 

1.15 Parallelism - adjust 

1.16 Sliding guide - remove and install 

1.17 Sunroof - remove and,install ..... 

1.18 Guide with steel cable - remove and install 

1.19 Drain hoses -clean 

Bumpers... 5... QR Do cece eee 

1 Front bumper 

14 Front;protector - assembly overview . 

1.2 Front bumper protector - remove andinstall .......... 

1.3 Front protector support - assembly overview . 

1.4 Fastening of the front license number holder - install 

2 Rear bumper (Fox / Crossfox) 

21 Rear protector - assembly overview 

2.2 Rear protector (Crossfox) - assembly overview . 

2.3 Rear protector (Fox) - remove and install 

24 Rear protector (Crossfox) - remove and install 

2.5 Rear protector support (Fox) - remove and install 

2.6 Rear protector support (Crossfox) - remove and install 

27 Fastening of the rear license plate - install 

3 Rear ‘bumper (Spacefox / Suran) 

3.1 Rear bumper - assembly overview 

3.2 Rear protector - remove and install 

3.3 Rear bumpér (Space Cross / Suran Cross) - assembly overview 

3.4 Rear protector(Space Cross / Suran Cross) - remove and install 5 , ‘ 

3.5 Rear protector support - assembly overview ........ See eee 

GAZING Noes dois ce ear eseh ase cer dene ld ec cTaanices bod DUE ra cicaveleha ve succiuecagzecatieter eter djerabndeea 123 

1 Glasses glued with adhesive’: isysni64 seis sees hd Gye NA Dea che NS. Se ee eas hea: 123 

1.1 Tools 

1.2 Auxiliary materials for Brazilian market . 

1.3 Auxiliary materials for export market .... 

1.4 Matching table 2 

15 Stickers for engraving the VIS number on the windows (only for Brazil) - supply ........ 126 


Contents III 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


1.6 Windscreen - Assembly overview ............. 00 cece cee eect eee e eee ee 
1.7 Windscreen - remove and install 
1.8 Side glasses (Fox - 2-door) - assembly overview . 
1.9 Undamaged side glass (Fox - 2-door) - remove 
1.10 Damaged side glass (Fox - 2-door) - remove 
1.11 Side glass internal trim (Fox - 2-door) - install ....... 
1.12 Side glass (Fox - 2-door) - install 
1.13 Side glass (Spacefox / Suran) - assembly overview . 
1.14 Undamaged side glass (Spacefox / Suran) - remoye 
1.15 Damaged side glass (Spacefox / Suran)..remove 
1.16 Side glass (Spacefox / Suran) - install 
1.17 Rear window (Fox) - assemblyoverview . 
1.18 Undamaged rear window (Fox) - remove 
1.19 Damaged rear window.(Fox) - remove 
1.20 Rear window (Fox) - if stall 
1.21. Rear glass (Spacefox / Suran) - assembly overview .. 
1.22 Undamaged rear glass (Spacefox / Suran) - remove 
1.23 Damaged rear glass (Spacefox / Suran) - remove 
1.24 Undamaged glass - prepare for install 
1.25 Newglass - prepare for install , 
1.26 Body flange - prepare to install the window é 
1.27 Assembly instfuctions ................ 
1.28 Minimum adhesive drying time 
1.29 Paint damages repair A : 
1.30 Cleaning in case of resulting adhesive residues ee Ae... Ae 
1.31 Data stickers 
2 Door window glass 
21 Front door window glass. (2 door) - assembly overview 
2.2 Front door windowglass (4-door) - Assembly overview 
2.3 Front door window glass - remove and install 
24 Convenience system Window drive mechanism (automatic window closing and opening 
mechanism) with force limiter (anti-crushing function) 
2.5 Electrical window drive mechanism - remove and install 
2.6 Window drive motor - remove’afd install 
2.7. Front door window winder - remove“and. install 
2.8 Front door window channel - remove and install 
2.9 Front door window internal trim - remove and install 
2.10 Front door window external trim - replace 
2.11. Rear door window glass - assembly overview .. 
2.12 Rear door window glass - remove and install ee eae 
2.13 Rear door window power activation mechanism - remove and install ................ 155 
2.14 Rear door window drive motor - remove andinstall ................... 22000 
2.15 Rear door window drive mechanism - remove and install ‘ 
2.16 Door window activation crank - remove and install .......... 
2.17 Rear door glass rear guide rail - remove and install 
2.18 Rear door window channel - remove and install .... . 
2.19 Rear door window internal trim - remove and install 
2.20 Rear door window external trim- replace ....... J é 
2.21 Rear door fixed glass - replace ......... 0.0... cee eee eee 
66. = Exterior Squipment cc 55.0 535 isis Geasaseea ia? sn adec deat eed id: anes alan bead ua! aceh akendrate: ae anet aera 160 
1 Materials used and operational care required .......... 0.0.0.0 cece eee eee 160 
1.1 Auxiliary materials for Brazilian market 
1.2 Auxiliary materials for export market . 5 é ‘ 7 . 
1.3 Matching table: vio) cin act saes tee ite is Sete tear 2hs o oee mae ML 7 
1.4 Paint-damages:repalt a a\, <sice Stead enesh cantare osm ota ate S129 Ahesehers Bigsh chk Ged ane ete Baa 


IV Contents 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


Cleaning in case of dirt residues resulting from handling of polyurethane adhesive (PU) .. 162 
Minimum adhesive drying time 
SPONSE: sary. 0280,.245. Se Pavey ae tee 
Roof spoiler (Fox) - Assembly overview 
Spoiler (Spacefox / Suran) - remove and install 
Assembly overview 
Observations for the execution of the removal and installation of the spoiler 
ROMOVE: 2. olec he east sie fake crete hia nlt ations’! re. dno oitchelessleiahs t.4 oe giennc tf ald ieteese erotn Latee ey 
Install 
Roof Rack 
Roof rack (Crossfox) - Assembly overview 
Roof rack (Crossfox) - remove and install . 5 : 
Roof rack fastening support (Crossfox) - Assembly overview. 0.0 eee 178 
Roof rack fastening support (Crossfox) - replace 
Roof rack (Spacefox / Suran) - remove and install 

( 

( 


Roof rack fastening support (Spacefox / Sufan) - Assembly overview 
Roof rack fastening support (Spacefox Suran) - replace ......... 


Inscriptions .... 
Volkswagen Badge - replace 4 , ‘ 
Model lettering (Fox) - replace ..............000- 
Version lettering (Fox) - replace ............... 
Version lettering (Fox - iMotion) - replace 
“Total Flex” badge - replace 
Version lettering (Bluemotion) - replace ............... 0.2.0. 
“Spacefox / Suran” lettering:on rear lid - replace 
“4.6” lettering on rear lid (Spacefox / Suran) - replace 
Version lettering (Spacefox# Suran - Imotion) - replace 
Badge “Rock in Rio” (Gol Rack in Rio MY 12 >) - replace 
Badge “Rock in Rio” (Gol Rock in Rio MY 14 >) - replace 
“Brazilian Soccer Team” Badge (Fox Selegao MY 14 >) - remove and install : 
“Brazilian Flag” Badge (Fox Selegao MY 14 >) - remove and install .................. 
Model lettering (Fox) - replace 
Model lettering (Crossfox) - replace 
“Fox-shape” badge on door (Crossfox) - replace 7 
“Silverfox” (Fox BlackFox) lettering on rear lid - replace. 
“BlackFox” (Fox BlackFox) Badge on rear door - replace 
“VW Tag” (Rear window - Fox Selegaéo MY Ne >) - remove and install 
Side badge (Trend) - replace ........... Mm... eee eee 
Side lettering - “Silverfox”, side (Fox Silverfox) - replace. 
Side badge - BlackFox version (Fox BlackFox) - replace ~.........0 0.0.00... 000005 207 
Side version lettering “ITREND” - replace 
pacoe of the “Rock in Rio” version on the front bumper (Gol Rock in Rio MY 14 ») - 
replace 
“CBF” Badge on the front bumper (Fox Selecao MY 14 >) - remove and install r 
Decorative strip on the front and rear door (Fox Rock in Rio MY 12>)-replace ........ 210 
Decorative strip on the front and rear door (Fox Rock in Rio MY 14)-replace ........ 212 
Decorative strip on the rear door (Fox Rock in Rio MY 12 ») - replace 
Decorative strip on the rear door (Fox Rock in Rio MY 14 ») - replace 
Decorative stripe on bumper rear protector (Fox) - replace ....................200. 
Side badge (Crossfox) - replace ...................000. 
Badge of the “Rock in Rio” version on the ashtray (Gol Rock in Rio MY 14)-replace .. 220 
Side footboard (Crossfox) 
Rear side panel trim (Crossfox and Space Cross / Suran Cross) - replace 
Front wing trim (Crossfox and Space Cross / Suran Cross) - replace ..... 
Side footboard (CrossFox and Space Cross / Suran Cross)- Assembly overview ........ 225 


Contents V 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


5.4 Side footboard (CrossFox and Space Cross / Suran Cross) - Assembly overview - 
continued .. ao oe -. 225 
5.5 Side footboard (Crossfox) - replace w+ 226. 
5.6 Side footboard rear lining (CrossFox and Space Cross / Suran Cross) - assembly 
OVOIVIOW) ok cktas sf auchs Secrets oie die dN TEM, syaye e astkgfO) ty 3 ele’ g wth cat ade eh Nae Dahadensh eye Ea 231 
5.7 Rear footboard lining (Crossfox and Space Cross / Suran Cross) - replace ............ 231 
5.8 Upper footboard lining (Crossfox and Space Cross / Suran Cross)- replace .......... 232 
6 External rear-view mirror 
6.1 External rear-view mirror - assembly overview 
6.2 Exterior rear-view mirror - remove and install 
6.3 Mirror Covering = remove? ss iaiaa wa Pavn ds Pita Mama vaare Wales wae 
6.4 Mirror glass - remove and install ........ 0.0.0... 000 cee eee eee . 
7 Side trims . 236 
TA Side trims (Fox - 2-door) - replace 
72 Side trims-replace 2.0.6... eee cette eee eens 
7.3 Side trims (Fox Prime) - replace 
7.4 Side trims- replace ............. 
75 Door trims (Space Cross / Suran Cross) - Assembly overview .. 
7.6 Front door trim (Space Cross / Suran Cross) - replace 
77 Rear door trim (Space Cross / Suran Cross and Crossfox 2013) - replace 
8 FYONE.GFIG. £2 cso ds Noose Be Sewn aaron 
8.1. Front bonnet - remove and install 
8.2 Front grid (Bluemotion) - remove and install 
8.3 Radiator grille (Crossfox and Space Cross / Suran Cross) - remove and install 
9 Wheel arch protector 
9.1 Front wheel arch protector - remove and install 
9.2 Rear wheel aroh' protector (F6x)+.remove and install 
9.3 Rear,whéel arch protector (Spacefox /“Suran) - remove and install 
10 External linings 
10.1." Lower windscreen covering - Assembly overviewe,. 
10:2 Windscreen lower trim - remove and install 
40.3 Floor lower lining - assembly overview 
10.4 Lower longitudinal member external lining - replace 
10.5 Pillar and door external lining- replace ...... 
44 Spoiler grids and bumper protector trims 
11.1 Front protector grilles - assembly overview ....... a5 
11.2 Grilles, front protector trim, spoiler (Crossfox and Space Cross / Suran Cross) - assembly 
overview A 
11.3. Rear protector trim, spoiler (Crossfox) - assembly overview &.. a 
11.4 Rear protector trim, spoiler (Space Cross / Suran Cross) - assembly overview ........ 276 
12 Spare wheel support (CrossFox) ......... 02... c eee Reece cece ete teenies 
12.1 Spare wheel support - remove and install 
12.2 Spare wheel support internal lining - remove and install 
12.3. Spare wheel support external lining - remove and install 
12.4 Knob internal lining - remove and install 
12.5 Puller external lining - remove and install 
12.6 Spare wheel support shock absorber - remove and install 
12,7 Spare wheel support shock absorber - replace ...s.... i : +a 
12.8, Spare wheel lock motor V340 - remove and instal? .. 2.2... 2.2... 
12.9 “Spare wheel latch buffer - remove and install o>... 2... .. 
12.10 Spare wheel latch buffer - adjust che ahs : 
12.11 Spare Wheel,support latch - remoyeatd install ..........02.0200. 
12.12 Spare wheel support latch - adjust 
12.13 Spare wheel support bearing - remove and install ......... ‘ 
13 IGTOSSIOXCOMPONGMES 1.25202 5 ys 22a Spa tsi, ya £5) ban STO is opty Sths. bos ele ha nS neni ole Maem 
VI Contents 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


134° “Assembly OVEIMWIOW: oi 5:.o.24 cut teS0 obec ok BS Gales he aeabeds sOae ghee sane 


14 Space Cross / Suran Cross components 
14.1. Assembly overview 


Contents VII 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


VIIT contents 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


1 Body - front end 


(VRL009972; Edition 01.2017) 


1.1 Front end with complementary parts - 
assembly overview 


Front end with complementary parts - remove and install 


(a) Note 


@ = The air conditioning condenser hoses must not be bent. 


@ The condenser cannot be suspended by the hoses. 


1 - Bolt 

Q 2units 

Q Torque: 12 Nm 
2 - Front bonnet latch 

Q Remove and install 

= page 15 

3 - Front end with complemen- 
tary parts 
4- Bolt 

Q 2units 

Q Torque: 8.5 Nm 
5 - Protection adhesive tape 


Q The adhesive tape ad- 
hesion area must be 
completely free of dirt. 


Q Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 


6 - Front headlight support 
7 - Bolt 
Q 6units 
Q > Torque: 30 Nm 
8 - Bolt 
Q 4units 
Q Torque: 8.5 Nm 
9 - Front bumper 


Q Remove and install 
=> page 2 


10 - Pop rivet nut 


RSO-10071 


QO To install, use the riveted nut applicator POP NUT - VAG 1765B- or riveted nut applicator POP NUT - 


EQ 7422- 
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11 - Radiator mounting support fastening screw 
12 - Radiator mounting support 


13 - Radiator and condenser 


Q Remove from front end = Heating, ventilation, air conditioning; Rep. gr. 87 ; Air conditioning 


1.2 Front end with complementary parts - 
remove and install 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50Nm (1/2” drive) - VAG 1331- 


(a) Note 


@ The front panel is a crucial safety part and cannot be repaired/ 
recovered. 


@ Incase of damage, the front pane/ must be replaced. 


Removal: 
- Remove door latch. 
- Remove the front protector. 


- Remove headlights = Electrical equipment; Rep. gr. 94; 
Switches, lights, and external lamps . 


- Remove the securing bolts -7- of the front bumper -9- and re- 
move it 


- Remove the bolts -4-. 


- Disengage radiator and condenser set of:the ventilation sys- 
tem from radiator mounting supports -11-, 


- Remove the front panel. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


(@] Note 


Upon installation, centre the lock carrier to the longitudinatimem- 
bers and between the upper section of the wheel housings: 


V.A.G 1331 


ao-0071 
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1.3 Front end - service position 


Special tools and workshop equipment required 
@ Guide pins - 3411- 
3411 


LP 


Woo-0111 


Torque wrench - 5 to 50Nm(1/2” drive) - VAG 13346 
V.A.G 1331 
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R50-10073 


Remove the front protector. : 


Disengage operating cable from latch -1- by pressing the lock 
towards -arrow A-, and disengaging it from latch. 


Remove screws -3- and in their places screw guide pins - 
3411- in right and left longitudinal member. 


Remove screws -4- and -2-. 


Move right panel forward by sliding it under guide pins - 3411-. 


1.4 Front wing - assembly overview 


Special tools and workshop equipment required 
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@ Hot aircblower - VAG 1416- 


@ Torque wrench 2 to 10 Nm - VAG 1783- 


V.A.G 1783 
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1 - Bolt 


Q Torque: 1.5 Nm 
Q 1 unit 


2 - Pop rivet nut 


Q To install, use the Pop 
rivet nut applier - VAG 
1765B- or Pop rivet nut 
applier - EQ 7422- 

Q Sunits 


3 - Mudguard 
Q_ Information for removal: 


- Remove the front pro- 
tector > page 106. 


- Remove the wheel arch 
protector = page 263 . 


-  Ifnecessary, heat and 
remove the wing at the 
A-pillar area with the hot 
air blower - VAG 1416- . 


(a) Note 


When installing, before 
the wing, you must app 
zinc-based conductive 
Painting Manual - Anticq 
tection measures - Mat, 
ticorrosion protection bi 
ing - Zinc-based conduq 
-AKL 381 035 50- to th 
area of each bumper fa 
point. 


R50-10070 


4 - Bolt 
Q Torque: 1.5 Nm 
Q 12 units 

5 - Mounting bracket 
Q Fastened with screws to the wheel arch 
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2 Bulkhead 


2:1 Tools 


Special tools and workshop 
i it ired 
ae see V.A.G 1331 V.A.G 1761/1 


V.A.G 1939 


@ Torque wrench - 5 to 50Nm (1/2” drive) - VAG 1331- 
@ Cartridge ‘heater - VAG 1939A- 


# Pneumatic Adhesive applicator for glued glasses - VAG 
1761/1- or Adhesive applicator for glued glasses - VAG 1628- 


2.2 Auxiliary materials for Brazilian market 


A WARNING 


@ When handling chemicals follow the safety. instructions = 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


2. Bulkhead i 
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@ Glass adhesion kit = Chemicals Manual; 
Rep. gr. 00 ; Chemicals 
Manual - List of author- 
ized products ', 2,3 


# Cleaning solution D 009 401 04 2 


1) Exclusive option for the Brazilian market. The Kit includes (U-400 HV) 310 ml 
cartridge, primer (primer 5404 A), activator / glass cleaner (primer 5500). 


2) Observe the procedural indications in accordance with the manufacturer's pre- 
scriptions for packaging disposal 


3) Follow the minimum curing time > page 9 


2.3 Auxiliary materials for export market 


A WARNING 


¢ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢# Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


# 1K Glass adhesive DH 009 100 (300 mi) ', 2, 3 
@ Glass and painting primer D009 20002! 

# Cleaning solution D 009 401 04! 

@ Primer applicator D 009 500 25 


4) Observe the procedural indications in accordance with the pnenunee rer 's pre- 
scriptions for packaging disposal p 


8) Heat up them according to, méNufacturer instructions Cartridge héater - VAG 
1939A- 


6) Respect minimunycuring time > page 9 


2.4 Matching table 


A WARNING 


¢ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢# Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


(@] Note 


To help understanding, please find below a comparison table for 
materials used in the Brazilian and export markets 


Product. Brazilian Market | Export Market 

PU Adhesive U-400 HV DH 009 100 (300 
ml) 

Body primer ; Primer 5404 A D 009 200 02 
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2.5 Engine compartment partition panel - assembly overview 


(a) Note 


The engine compartment partition panel -1- is also fastened with polyurethane adhesive (PUR) -3-. 


1 - Bulkhead 

Q Remove: 

- After the screws are re- 
moved -2-, cut the ad- 
hesive cord. 

2- Bolt 
Q 8units 
Q Torque: 25 Nm 


3 - PUR adhesive 

Q Auxiliary materials Bra- 
zilian market > page 7 

Q Auxiliary materials for 
the export market 
= page 8 g 

Q cord section: -a- = 14 
mm, -b- = 8.5 mm, -¢- = 
7mm z 

Q > Minimum curing time 
= page 9 


2.6 Minimum adhesive drying time — 


Minimum curing time is the time from panel gluing to vehicle us- 
age. During this time, the vehicle must remain on a flat surface 
and at room temperature (at least 59 °F). 


(a) Note 


The vehicle may be delivered to client 3 hours after repair, mini- 
mum. 
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3 Engine compartment upper partition 
panel 
3.1 Engine compartment'tipper partition panel - assembly overview 


(@) Note 


The engine compartment upper partition panel -1- is fastened also with polyurethane adhesive (PUR) -3-. 


1 - Engine compartment upper 
partition panel 

Q Remove: 

- After the screws are re- 


moved;+2-, cut the ad- 
hesive:cord. 


2 - Bolt 


Q 8units 3 
Q > Torque:'25 Nm 


3 - PUR adhesive 

Q Auxiliary materials Bra- 
zilian markeb> page 7 

Q Auxiliary matetials for 
the export market, 
= page 8 Mey 

Q > Minimum curing time” 
= page 9 


RS50-10065 
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5— Bonnet, rear 


1 Bonnet 


1.1 Bonnet - assembly overview 


1 - Front bonnet side packing 
2 - Bonnet supporting rod 
3 - Bushing 
4 - Expansion pin 
5 - Fastening clip 
Q For bonnet supporting 
rod 
6 - Protection adhesive tape 


Q Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 


Q Clean the tape applica- 
tion area with adhesive 
remover - D 002 000 A2- 
and then apply cleaning 
solution - D 009 401 04- 


7 - Adjustment buffer 
Q The bonnet can be ad- 
justed in the heightin re- 
lation to the wing by 
threading or unthread- 
ing it 
8 - Bolt 
Q 2 pieces per hinge 
Q Torque: 24 Nm 
9 - Hinge 
10 - Bolt 
Q 2 pieces per hinge 
Q Torque: 24 Nm 
11 - Bonnet trim 
QO Fitted onto the flange 
12 - Bonnet 
Q Remove: 


R50-10072 


- Remove pipes for windscreen washer and nozzles. 


- Loose screws -9- of front bonnet, and remove the bonnet. 
Q Adjust = page 14 
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1.2 Operating cable - assembly overview 


1 - Front bonnet latch 
Q Assembly overview 
= page 13 
Q Remove and install 
= page 15 
2 - Operating cable 
Q Remove and install 
=> page 13 
3 - Activation lever 
Q With support 
4 - Bolt gs 
Q Torque: 1.6°Nm 
5 - Sealing eyelet 
Q  Fromswater deflector 
pang to the passenger 
compartment. 
6 - Sealing bellows 
Q > From engine compart- 


ment to water deflector 
panel. 


7 - Operating cable fastening 
clamp: 


Q 2units 


R55-10119. 
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1.3 Operating cable - remove and install 
Removal: 


- Disengage the Onboard electric supply network control unit - 
J519- and its support. Disengage relay plate and put it aside; 
afterwards, remove the three screws fastening the support to 
the relay plate. 


- Remove lower windscreen lining. 

- Press cable lock -2- towards -arrow A- and disengage cable 
-2- from the ball housing in the lower latch of front bonnet 
=1-, 


- Disengage operating cable -2- from operating cable-3- lever 
housing. 


- Remove fastening screws -4- from actuating lever and disen- 
gage actuating lever from A-pillar. 


- Pull the cable by the engine compartment side. Disengage 
eyelet cable -5-and -6-. Disengage clip cable -7-. 


- Pull operating cable -2- in direction of engine compartment. 


Installation: 


Install is performed in the reverse sequence, observing the fol- 
lowing: 


(a) Note 


Check correct position of cable pass-through eyelet, and -6- to 
prevent leaks. 


- Check whether the latch activation and the opening mecha- 
nism operation is OK before closing the bonnet. 


1.4 Front bonnet latch and stop - assembly 
overview 


A WARNING 


@ Wher handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


if a 4 PAS 
> a he 
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1 - Front bonnet latch safety 
hook 


Q Align with buffer handle. 
2 - Front bonnet buffer handle 


3 - Front bonnet buffer 
Q Remove and instal? 
= page 17 : 
4 - Front bonnet latch 
Q Remove and install 
=> page 15 
5 - Bolt 
Q Torque: 12 Nm 


6 - Bolt 
Q Torque: 12 Nm 


7 - Protection adhesive tape 


Q Under no circumstan- 
ces should the self-ad- 
hesive surface of thé 
tape be touched. 

Q Clean the tape applica- 
tion area with adhesive 
remover - D 002 000 A2- 
and then apply cleaning 
solution - D 009 401 04- 


RSS-10120 


1.5 Bonnet - adjust 
Special tools and workshop equipment required 
@ Adjustment gauge - 3371- 
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- The bonnet can be aligned between'the wings by moving the 
bonnet hinges -9- in the elongated holés. 


- Loosen the nuts -10-. 


- Through the adjustment stops -7-, the bonnet can be,adjusted 
for height in respect to the wing panels. 


- Clearance dimensions > Body Repairs; Rep. gr. 00 ; Techni- 
cal data - Body clearance dimensions . 


- After the assembly or adjustment works, the following meas- 


ures for protection against corrosion in hinges and nuts must 
be taken. 


1.6 Bonnet latch - remove and install 


Special tools and workshop equipment required 
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@ Torque wrench - 5 to 50 Nm (1/2” drive).* VAG 1331- 


Removal: 


- Press cable lock -2- and disengage the operating cable from 
latch. 


- Remove screws -1- andhremove the latch. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


- Install operating cable in the latch 


- Position the latch and install screws -5- . Do not tighten the 
screws. 


- Adjust the latch by the elongated holes. 


(a) Note 


Align buffer handle centre -1-with latch safety hook centre -2-. 


- Check clearance dimensions = Body Repairs; Rep. gr. 00; 
Technical data - Body clearance dimensions . 
- Definitely tighten the screws. 


@ Torque of screws -5-. 12 Nm. 


1.7 Bonnet hinge - remove and install 


Special tools and workshop equipment required 


V.A.G 133P-, 
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@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 
V.A.G 1331 


Removal: 


- Remove bonnet = page 11. 


- Remove the screws -2- for fastening the hinge -1-. 


Installation: 

- Install the hinge -1-. 

- Torque of screws -2-. Torque: 24Nm. 
- Install bonnet. 


1.8 Bonnet striker - remove and install 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 
V.A.G 1337 
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Removal: 


- Remove the bolts -1-. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


Position buffer and install screws -6-. Do not tighten the 
screws. 


- Adjust buffer through elongated holes. 


- Check clearance dimensions = Body Repairs; Rep. gr. 00; 
Technical data - Body clearance dimensions . 


- Definitely tighten the screws. 


# Torque of screws -6-. Torque: 12 Nm. 


(a) Note 


Align buffer handle centre -1- with latch safety hook centre -2-. 
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2 Rear lid (Fox) 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 
V.A.G'1331 


2.1 Rear lid - assembly overview 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 
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1 - Draining membrane 411 12 13 14 
2 - Adjustment buffer 
Q Adjust = page 24 
3 - Rear lid shock absorber 
Q Remove and install 
=> page 21 
Q Replace = page 21 
Q Lubricate eyelets with 
lubricating grease - G 
052 745 A3-. 
4 - Threaded pin 
Q from chassis 94065214 
Q Torque: 21 Nm 
5 - Bolt 
Q 2 units 
Q Torque: 8 Nm 
6 - Rear lid buffer 


Q Remove rear panel lin- 
ing for access => Gen- 
eral body repairs, interi- 
or; Rep. gr. 70; Lining / 
insulation 


Q paluat: through elonga- 
holes 


Q Clearance dimensions 
= Body Repairs; Rep. 
gr. 00 ; Technical data - 
Body clearance dimen- 
sions . 

7 - Rear lid trim = 

Q Remove and install = RSS-10124 
= page 21 

8 - Hexagonal nut 

Q Torque: 24 Nm 
9 - Bolt 

Q Torque: 10 Nm 
10 - Hinge 

Q Remove and install = page 23 
11 - Additional brake light 

Q > Removing and installing > oa system; Rep. gr. 94 ; Switches, lights, and external lamps 
12 - Rear lid 

Q Remove and install = page 23: 

Q Adjust = page 24 

Q Clearance dimensions = Body Repairs Rep. gr. 00 ; Technical data - Body clearance dimensions. 


13 - Lining 

Q remove and install = General body repairs, interior; Rep. gr. 70 ; Linings / insulations 
14 - Rear door latch 

Q Remove and install = page 25 
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2.2 Rear door shock absorber - remove and 
install 

- Support the rear lid. 

- Place a small screwdriver underneath the spring clip -2-. 


— Raise the clip -2-enough to allow the clip to move over the ball 
joint housing in the -direction of arrow-. 


—- Pull the gas shock absorber -3- from the joint pins -1-. 


- After removing the shock absorber -1-, move the clip -2- back 
immediately. 


(a) Note 


Be careful when installing the shock absorber. The clip -2- cannot 
be completely disengaged from the ball joint housing; otherwise, 
it will be damaged. If the shock absorber fastening is damaged, 
there is the risk of accident or personal injury. 


2.3 Rear,door shock absorber; replace 
- Fasten the gas shock absorber to the vise, in area ®= 50 mm. 


A DANGER! 


The fastening can only be performed in this area, otherwise 
there is risk of accident! 


- Saw the gas shock absorber cylinder on the first third of its full 
length, from the reference corner on the plunger rod side. 


(a) Note 


@ Wear safety goggles when cutting with the saw. 
@ The cutting area must be covered with a cleaning cloth. 
@ Ojl and the cleaning cloth must be duly discarded. 


2.4 Rear lid trim - remove and install 


(a] Note 


@ For partially.removed packing, it is necessary to press packing 
sides before assembly. 


@ New part installation shall be carried out by slightly tapping 
with a rubber hammer. 


V55.0080 
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1 - Sealing trim 
Q Start with the flange 
next to the left rear light} 
to install packing cS 
-arrow-. Rs 


S 
& 
& 
§ 


x 
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2.5 Rear lid - remove and install 
Removal: 
— Open rear door -1-. 


- Remove the rear lid lining + General body repairs, interior; 
Rep. gr. 70; Lining / insulation . 


- Disengage electric connections and the rear window washer 
hose. 


- Remove electric harnesses from door. 
- Release the bolts -4- from the hinge -5-. 
For the items below, you will need the help of an assistant. 


- Remove the rear door shock absorber rod -2- from the rear 
door -1-. 


- Remove the screws -4- and remove the lid 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


Installation is performed in the reverse sequence of the removal. 

- Torque of the bolts: 10 Nm 

- Adjust the cover = page 24. 

+ Before closing the rear lid, check rear door locking device mo- 
tor operation. 

2.6 Rear lid hinge - remove and install 

Removal: 

- Remove rear door -1-. 
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- Remove the pillar C lining = Body - Internal assembly works; 
Rep. gr. 70; Lining / insulation . 


- Lower the roof lining = General body repairs, interior; Rep. 
gr. 70 ; Lining / insulation 


- Remove the nut -3- that fastens the hinge to the rear roof cross 
member. 
Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


re 


Apply tightening torque on the nut -3- after installing the rear door 
-1-. 


- Install the hinge -5+and tighten the nut -3- with a torque of: 24 
Nm. 


- Install the rear lid. 
- Tighten the nut -3- again to tightening torque of 24 Nm. 


- Install the C-pillar lining = General body repairs, interior; Rep. 
gr. 70 ; Lining / insulation 


- Install the roof lining = General body repairs, interior; Rep. gr. 
70 ; Lining / insulation 


2.7 Rear lid - adjust 


Special tools and Workshop equipment required 


@ Adjustment gauge - 3371- 


(@] Note 


@ The rear lid is properly adjusted when its clearance is the same 
at all points when it is closed, not being too much inward or 
outward, and when contours match. 


@ Check clearance dimensions = Body Repairs; Rep. gr. 00; 
Technical data - Body clearance dimensions . 


@ The vehicle wheels must be on the floor so that the adjustment 
can be made. 
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Stop adjustment 


Turn the adjustment buffer 90° with a ring spanner (SW 24) 
and remove it. 


Remove rubber buffer -1- from adjustment buffer and loosen 
fastening serew (3-mm internal hexagonal) until hitch sliding 
mechanisn} can be removed. 


Pull hitch-sliding mechanism out of body and adjust with di- 
mension‘a = 12.5 mm. 


nis 


A new adjustment stop is already adjusted on a 12.5-mm dis- 
tance. 


Place adjustment buffer and assemble in the sectional hole 
with a 90° turn. 


Close rear door until preliminary lock by slightly pressing its 
central section. 


Open the rear lid again. 


Screw fastening screw -1- to a = 20.5 mm. 
Check adjustment. 


2.8 Rear lid lock - remove and install 


Special tools and workshop equipment required 


755-0022 


ij 55-0212, 
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@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 


V.A.G 1331 


1 AG. Volkswage; na 
vn wAgEN AG do | 


1 - Operating clip 

2 - Bushing 

Q Replace, a: 

3 - Latch cylinder = 
Q Disassemble 

Q Remove andinstall 

= page 29 

4 - Rear door latch 

Q Remove 3 

- Remove the rear lid lin- 

ing = General body re- 


pairs, interior; Rep. 
70 ; Lining / insulati 


% 


-  Disengage rod -6- from 
bushing -2-. 


- Unlock operating clip 
-1- and disengage the 
latch selector rod -5-. 


- Disconnect luggage 
compartment lighting 
switch - F5- harness. 


- Remove screws -7- and 
remove the latch. 
Q Install 


- Installation is performed 
in the reverse sequence 
of the removal. 

5 - Latch selector rod 


6 - Operating rod for Rear lid 
release motor - V139- 


7 - Bolt 
Q Torque: 8 Nm 


RS5S-10121 


2.9 Rear lid unlocking motor -V139- - re- 
move and install 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10 Nm - VAG 1783- 


V.A.G 1783 


agen AG. Volkswagen agg, 
0. 


yor 


= ing = Géneral body re- 
pairs, interior; Rep. gr. 
70; Lining / insulation . 


- Disconnét the connec- 
tor -7-. 4 


- Disengage rod -2- from 
bushing aa 


, 
- Loosen the Sorews -6-. 


- Move support with mo- 
tor -5- over door plate 
elongated holes, and,re- 
move it. > 


Q Install: 


- Installation is performed 
in the reverse sequence 
of the removal. 

2 - Operating rod 
3 - Latch cylinder 
4- Bushing 
Q Replace, as required 
5 - Engine support 
6 - Bolts 
Q 2units 
Q Torque: 8.2 Nm 
7 - Connector 
8 - Bolts 
Q 2units 
Q Torque: 1.5 Nm 


| RSSA017E 
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2.10 Latch cylinder - assembly overview” VolKSWAGEN AG go, a 
oN Nor 
7 


5 “any 
A WARNING "a, 


@ When handling chemicals follow: ‘the safety instructions > % 
Chemical Products Manual; i Bp. gr. 00 


® Assignment of Chemical Materials = Electronic Parts %, 
Catalogue “ETKA” = 


1 -Key passage slot in cylinder 
© 


2 - Sealing ring g 
a Cia 


3 - Cylinder sealing ring 
4 - Cylinder 


Q Lubricate with specia 
grease - G 000 450 0; 


5 - Sealing ring support 
6 - Cylinder housing 

7 - Elastic pin 

8 - Return spring 

9 - Actuator 


Q Locking system. 


Q fastened by the elastic 
pin -7-. 


10 - Clip 
11 - Bushing 


12 - Operating rod for Rear lid 
release motor - V139- 


13 - Latch selector rod 


14 - Bolt 
Q 2units 
Q Torque: 8 Nm 


15 - Assembled cylinder set 


FSS-10179 
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genAG. Volk AC 
sysyoS ~ . 
2.11 Latch,cylinder - remove and install, 
Torque wrenchs2 to 10 Nm - VAG 1783- 
Removal: «© ‘ ® V.A.G 1783 


- Remve the rear lid lining > General body repairs, interior; 
Rep. gr. 70 ; Lining / Insulation - Luggage compartment lining . 


- Disengage the operating clip -10-. 
- Disengage the operating rod -12-. 


-< Disengage motor for unlocking rear door - V139- operating rod 
from bushing -11-. 


~: Remove the fastening screws of the cylinder -14- . 


3 Disengage the cylinder. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


— Place cylinder in order to centralize it in rear door external hole 
-arrows- and place cylinder -1- slot vertically. The elongated 
holes ‘on the cylinder housing allow this adjustment. 


2.12 Latch cylinder - disassemble 


Remove the latch cylinder = page 28 . 
- Insert the key in the cylinder. 


- With a @2mm-1- pin, in the hole under the spring -2-, and 
press the cylinder lock. 


Remove the key along with the cylinder. 


(ee 
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3 Rear lid (Spacefox / Suran) 


3.1 Rear lid - assembly overview 


A WARNING 


® When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


1 - Draining membrane 
2 - Adjustment buffer 
Q Adjust > page 34 
3 - Lid damper lock 
4 - Rear lid shock absorber 
Q_ Remove and install 
= page 31 
Q Replace = page 32 
Q Lubricate eyelets with 
lubricating grease - G 
052 745 A3- 
5 - Bolt 
Q 2units 
Q Torque 8 Nm 
6 - Rear lid buffer 


Q Remove rear panel lif- 
ing for access = Geh- 
eral body repairs, interi- 
or; Rep. gr. 70; Liga 
insulation . 


Q Adjust: through eldhpee 
ted holes. a 


11 12 13 


Q Clearance dimensions 
= Body Repairs; Rep. 

ir. 00 ; Technical data - 

3ody clearance dimen- 


sions . cs 
% 
7 - Rear lid trim 2 
Q Remove andinstall 
2 


8 - Fastening nut 

Q 1 unit 

Q Torque 24 Nm 
9 - Bolt 

Q 2units 

Q Torque 10 Nm 
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Q Remove and install = page 32 


12 - Hatch lining 


Q Remove and install = General body repairs, interior; Rep. gr. 70 ; Lining / Insulation - Rear lid lining - 
remove and install . 
13 - Rear door latch 


Q Remove and install = page 34 


3.2 


Rear door shock absorber - remove and 
install 
- Support the rear lid. 


& 
g 
a 
@ 
ri] 


— Place a small screwdriver underneath the spring clip -2-. 


Raise the clip -2-enough to allow the clip to move over the ball 
joint housing in the -direction of arrow-. 


Pull the gas shock absorber -3- from the joint pins -1-. 
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- After removing the shock absorber -1-, move the clip -2- back 
immediately. 


(a) Note 


Be careful when installing the shock absorber. The clip -2- cannot 
be completely disengaged from the ball joint housing; otherwise, 
it will be damaged. If the shock absorber fastening is damaged, 
there is the risk of accident or personal injury. 


3.3 Rear door shock absorber - replace 
See Rear lid damper - replace > page 21 


3.4 Rear lid trim - remove and install 


1 - Sealing trim 
Q Start with the flange 
next to the left rear light 
to install the trim 
-arrow A-. 


Q_ New part installation 
shall be carried out by 
slightly tapping with a 
rubber hammer 


2 - Trim metal frame 


Q For partially removed 
trim, it is necessary to 
press the trim's sides 
iarrowe: before assem- 

ly. 


& 
2 
2 
é 
‘J 
£ 
= 
& 
g 
8 
& 8 
a g 
a 2 
% a RSS-10132 
é S 
°, > 
3.5 ‘Rear lid - remove and install s 
A é 
Removal: Ye Ss 
a . 
2) 
a 2 J 
Open rear door Gs, “op oo 


— Remove the rear lid Thing = General body repairs, interigns 


Rep. gr. 70; Lining / insulat HOB e:0,, py vnen® 
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- Disengage electric connections and the rear window washer 
hose. 


- Remove electric harnesses from door. 
- Release the bolts -3- from the hinge -4-. 
For the items below, you will need the help of an assistant. 


- Remove the rear door shock absorber rod -2- from the rear 
door -1-. 


- Remove the bolts -3- and remove the lid. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


- Torque of the bolts: 10 Nm 
- Adjust the cover = page 34. 


+ Before closing the rear door, check rear door locking device 
motor operation. 


gen AG. Volkswagen, AG 


3.6 Rear lid hinge, ~téifove and insta 
Removal: oe 


- Remove the reerphi = page 32. 


- Remove the Cébillar covering = General body repairs, interior; 
Rep. gr. 70 ¢ Lining / insulation; C-pillar lining - remove and 
install . : 


— Remove the D-pillar covering = General body repairs, interior; 
ep. pe £70 ; Lining / insulation; D-pillar lining - remove and 
instal 


- Lower the headliner. 

— Remove the nut -1- that fastens the hinge to the rear roof cross 
member. 

Installation: 


Installationis Peuermed in reverse to the removal sequence, ob- 
serving the'gpll lowing: 


% 
Ke) 
@) Note“, 


Apply torque to the,union nut in the hinge after installing the rear 
lid. 


- Install the lid and tighten the nut temporarily. 
9 4 
- Install the rear lid. PotD eH0,5 ov 


— Tighten the hinge union nut to a torque of 24 Nm 


- Install the C-pillar covering = General body repairs, interior; 
Rep. gr. 70 ; Lining / insulation; C-pillar lining - remove and 
install . 


- Install the D-pillar covering = General body repairs, interior; 
Rep. gr. 70; Lining / insulation; D-pillar lining - remove and 
install . 


eensho™ 
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3.7 Rear lid - adjust 

Refer to: Rear lid - adjust > page 24 

3.8 Rear lid lock - remove anchinstall! "2°40... no 

Refer to “Rear lid lock - remove anainstar = page 25 Miran, 

3.9 Rear lid unlogking motor -V139- (version 1) - remove and install 


S 
4 - Rear lid unlocking yy 
V139- 


& 
g 
- Remove the réar lid lin- 
ing = General body re- 
pairs, interiof; Rep. gr. 
70 ; Lining /ansulation . 


Q Remove: 


- Disconnect. the connec- 
tor -8-. 


- Disengage red -2- from 
bushing -4-. = 


oO 

rivets -6- (3 
% 

- Remove support 85- 


with the cover platégno- 
tor. 


- Remove the 
units). 


Install: 


- Installation is performed 
in the reverse sequence 
of the removal. 


2 - Operating rod 
3 - Latch cylinder 
4- Bushing 

Q Replace, as required 
5 - Engine support / 
6 - Rivets 7, 


Buns Yb 


7 - Bolts 

Q 2units 

Q Torque: 2.5 Nm 
8 - Connector 
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3.10 Rear lid unlocking motor -V139- (version 2) - remove and install 


1 - Rear lid unlocking motor - 
v13! 


Q Remove: 


- Remove the rear lid lin- 
ing = General body re- 
pairs, interior; Rep. gr. 
70 ; Lining / insulation . 


- Disconnect the connec- 
tor -7-. 

-  Disengage rod -2- from 
bushing -4-. 

- Remove the bolts -5-. 


- Remove support -6- 
with the cover plate mo- 
tor. 


Q Install: 


- Installation is performed i 
in the reverse sequence || 
of the removal. 


2 - Operating rod 
3- Latch cama we oy 
4- Bushing 
a Replate, as required 
5- Bolts 
Qa Fy units 
ast ‘orque: 8.2 Nm 
5 
6 - Engine support 
7 ~Connector 


en handling chemicals follow the ey instructions > 
SRN Products Manual; Rep. gr. 01 


\ssignment of Chemical Materials = Electronic Parts 
‘ETKA” 
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1 - Key passage slot in cylinder 
2 - Sealing ring 
Q Fastened to the support 


3 - Cylinder sealing ring 
4 - Cylinder 


Q Lubricate with special 
grease - G 000 450 02-. 


5 - Sealing ring support 
6 - Cylinder housing 

7 - Elastic pin 

8 - Return spring 

9 - Actuator 


Q Locking system. 


Q fastened by the elastic 
pin -7-, 


10 - Clip 


11 - Operating rod for Rear lid 
release motor - V139- 


12 - Latch selector rod 


13 - Bolt 
Q 2units 
Q Torque: 8 Nm 


14 - Assembled cylinder set 


3.12 Latch cylinder - remove and ing 
Torque wrench 2 to 10 Nm - VAG 1783- 
Removal: 


V.A.G 1783 


- Remove the rear lid lining = General body repairs, interior; Wong 
Rep. gr. 70; Lining/ Insulation - Luggage compartment lining . 


- Disengage the operating clip -10-. 
- Disengage the operating rod -11-. 
- Remove the fastening screws of the cylinder -13- . 
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- Disengage the cylinder. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


- Place cylinder in order to centralize it in rear door external hole 
-arrows- and place cylinder -1- slot vertically. The elongated 
holes on the cylinder housing allow this adjustment. 


3.13 Latch cylinder - disassemble 

Refer to “Latch cylinder (Fox) - disassemble” > page 29 

3.14 Bonnet latch handle - remove and install 
1 - Bolt 


Q Torque: 4 Nm 
2.- Fastening support 
3 - Rear lid contact switch - 
F111- 
4 - Handle with activator 


5 - Sealing 
Q EPDM/ PP 
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6 - Connector 


Removal: 


- Remove and install the Rear lid lining + General body repairs, 
interior; Rep. gr. 70 ; Lining / insulation - Rear lid linings - 
remove and install 


- Disconnect the connector from -6- harness to rear lid contact 
switch. - F111-. 


- Release bolts -1-, holding the handle from outside. 
- Remove handle. 


Installation: 

- Installation is performed in the reverse sequence of the re- 
moval. 

3.15 Fastening of the rear license plate - in- 


stall 


- Install the screws -1- along with the rubber spacers -2- in the 
bushings -3-. 


1= screw - N 014 141 12- 

2= Spacer - ZBA 813 865- 

3= Bushing - N 906 481 02- agen AG. Volkswagen a 
Correspondence: => Electronic, Palis Catalogue"ETKA” 4 


aipurposes, in part orn 


Sno, 
if 


R55-10206 
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4 Fuel reservoir nozzle compartment 
and lid set 


41 Fuel tank nozzle compartment and lid set - remove and install 


1 - Side panel 

2 - Bushing 

3 - Fuel reservoir nozzle com- 
partment and lid set 


Q Constituted by fuel res- 
ervoir lid -4- and reser- 
voir nozzle compart- 
ment -6-. 


GQ Remove: 
- Fuel tank cap. 


- Loosen the screw - 


- Remove rubber part 
from fuel reservoir noz- 
zle and turn the lid set 
outwards the'side panel. 


Q Install: 


- First assemble the fuel 
nozzle compartment 
and lid Set (fitted rubber 
part) with the hinge side. 


- Tighten the screw-5-. 


4 - Fuel tank cap 


Q Can only be removed as 
refuel nozzle lid unit 

Q Toremove fuel reservoir 
lid, press fastening pin 
of the refuélling nozzle 
door unit. 


5 - Bolt G » N55-0025 
6 - Fuel nozzle lid compart-, ; 
ment "6 


Q Can only be removed with ‘the fuel reservoir nozzle compartment and lid set -3-. 
Q To remove fuel reservoir lid, press fastening pin of,fuél nozzle lid. 


7 - Draining hose 


4. Fuel reservoir nozzle compartment and lid set 39 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


1 Front door 


1A Front door - assembly overview 


A WARNING 


¢ Whenhandling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


1 - Door arrester 

Q ¥Adjust = page 45 
2 - Bolt 

Q Torque: 25 Nm 
3 - DooP-lock rod 


Q 1In2013 » models, ver- 
sions with electric lock- 
ing do not have this rod. 


Q_ On -locked door- posi- 
tion, button on locking 
rod shall be:‘0 to 2 mm” 
above the button frame. 
Use puller and fitter, - 
VW 035- . 
4 - Eyelet 
Q In 2013 » models, ver- 
sions with electric lock- 
ing do not have this eye. 
5 - Door lock 


Q Remove and install 
= page 53 


Q Lubricate with low-tem- 
perature grease -G 052 
745 A3- . 


6 - Bolt 
Q Torque: 20 Nm 
7 - Bushing 
Q Replace, as required 
8 - Activation lever 
9 - Lock Bowden cable 
Q Replace = page 55 
0 - Interior handle 
11 - Lock Bowden cable hook 


R57-10064 


12 - Cable support 
Q > On the door lining 
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13 - Bolt 
Q Torque: 25 Nm 
14 - Bolt 
Q Torque: 10 Nm 
15 - Door limiter 
Q Remove and install = page 45 
16 - Multi-tooth screw 
Q Ms 
Q Torque: 20 Nm + 1/4 turn (90°) 
Q Screws must always be replaced when removed 
17 - Nut 
Q Torque: 14 Nm 
18 - Door hinge 
Q_ In two sections 
19 - External door handle 
Q Remove and install = page 51 
20 - Lock cylinder housing, or housing without lock cylinder 
Q Remove and install = page 48 
21 - Cover cap 
22 - Door 
Q Remove and install = page 41 


Q Adjust > page 42 
Q Disassemble and assemble = page 44 


Q Replace = page 44 


1.2 Front door - remove_and install 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (1/2°drive) - VAG 1331- 
V.A.G 1331 
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Removal: s 


- Pull protection bello 


3- from A-pillar and disconnect electric 
connections of coupli 


station located on A-pillar. 


- Remove nuts -2- from hinge pins -1-. 
%, ear 
- Remove the screw -4- fron?the door limiter. 
Yo 
- Disengage door upward and Sutof hinge angle bars. 


%, 
Installation: Main, 


zr S 

Fi . Qe. {non 
Install is performed in the reverse sequence, observing the fol- gy uooe™ 
lowing: 


- Tighten the nuts -2- of the hinge pins to a torque of: 14 Nm. 
- Tighten the screw -4- of the door limiter to a torque of: 25 Nm. 
1.3 Front door - adjust 

Special tools and workshop equipment required 

@ Wrench - 3320- 


42 Rep. o1.57 - Front doors, door components, central locking 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


@ Multi-tooth bits - 3320/3- 


@ Multi-teeth socket - 3410- 


@ Torque wrench - 5 to. SONm (1/2” drive) - VAG 1331- 
V.A.G 1331 


(a) Note 


@ Vehicle must be-supported by its wheels in order to correctly 
adjust the front door. 


@ The front door is correctly adjust when clearances are as 
specified = Body Repairs; Rep. gr. 00 ; Technical data - Body 
clearance dimensions When door is locked. 


@ Take anticorrosion protection measures on hinges and screws 
after reinstalling or adjusting. 
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Screws -1- and -2- must be loosen on A-pillar in order to correctly 
adjust clearances. 


+ For screw -1- on lower door hinge, lower longitudinal member 
trim must be removed: = General body repairs, interior; Rep. 
gr. 68 ; Internal equipment . Loosen screw with multi-tooth 
socket - 3410-. 


+ For screw -1- on upper door hinge, the dashboard must be 
removed: = General body repairs, interior; Rep. gr. 70 ; Lin- 
ings / insulations Loosen bolt with multi-tooth socket - 3410- . 


For screw -2- , loosen it with wrench - 3320- and multi-tooth bits 
- 3320/3- . 


Adjust the door arrester = page 45 . 


1.4 Front door - disassemble and assemble 
Disassemble: 


- Remove the door lining = General body repairs, interior; Rep. 
gr. 70; Lining / insulation . 


- Remove the door sealing membrane = page 55 . 
- Remove the door window drive mechanism: 

+ Manual drive > page 152. 

* Electrical drive = page 151 

- Remove the door window glass = page 147. 

- Remove the external rear-view mirror > page 234°. 


- Remove the internal and external door window:trims 
= page 153 . 


— Remove the door window channel = page 153 . 

- Remove the glass guide rail. 

- Remove the external handle = page 51 . 

- Remove the lock > page 53 . 

- Remove the door limiter = page 45 . 

- Disconnect the protection bellows and remove the harness 
from inside the door. 

Assemble: 


- Assembly is preformed in the reverse sequence to disassem- 
bly. : 


1.5 Front door - replace 
Removal: 

- Disassemble the door = page 44. 
- Remove the door = page 41. 


[_Rs7-10062_| 
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Installation: 


—- Apply sealant/caulking to the door> Painting Manual - Body 
Sealant - Fox . 


- Install the door noise insulation = General body repairs, inte- 
rior; Rep. gr. 70 ; Lining / insulation . 


- Paint the door = Painting Manual - Repairing paintwork on 
steel plates and galvanized steel plates. 


- Install the door > page 41 . 


- Apply anti-corrosive fluid = Paint Manual - Application of anti- 
corrosive fluid - Anti-corrosive fluid . 


- Assemble the door = page 44. 


1.6 Door arrester - adjust 
Special tools and workshop equipment required 
@ Torque wrench - 5 to S5ONm (1/2" drive) - VAG 1331- 


1.6.1 Adjust 
- Loosen buffer fastening screws. 
- Position buffer and tighten screws temporarily. 


- Close the door and check the perfect alignment with the body, 
check the clearance dimensions specified > Body Repairs; 
Rep. gr. 00 ; Technical data - Body clearance dimensions . 


- Definitely tighten buffer to: 

* Torque: 25 Nm (multi-teeth) 

1.7 Door limiter - remove and install 
Special tools and workshop equipment required 

@ Torque wrench - 5 to S50 Nm (1/2” drive) - VAG 1331- 


V.A.G 1331 


Woo-0427, 


V.A.G 1331 


i — 
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Removal: 


- Remove front door threshold trim = General body repairs, in- 
terior; Rep. gr. 68 ; Linings / insulations . 


- Remove the door limiter fastening screw (T-40). 


- Remove fastening screws -arrows- from limiter on pillar A 
(T-30). 


- Remove limiter. 


Installation: 

- Installation is performed in the reverse sequence to the re- 
moval. 

1.8 Front door external handle and lock - 


Assembly overview. 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignmentof Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


57-0061 
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1 - External handle support 

G Remove the lock cylin- 

derhousing 
page 48. 

QS Remove the door han- 
dle = page 51. 
Remove the door lining 
= General body repairs, 
interior; Rep. gr. 70; 
Lining / insulation . 

Q Remove the sealing 
membrane in the door 
handle area. 

Q Loosen the screw, push 
the external handle sup- 
port a little backwards 
and remove it from the 
door. 


2- Bolt 


3 -Torx screw 


Gi Release with the pin- 
‘cers - T10072- . 


Q When releasing the 
screWy, the fastening of 
the lock’barrel housing 


is unlocked’and can be - 
pulled out of the external 
handle support. ) 
Q The screw cannot be 
tightened without the 
lock barrel housing be- 
ing placed. The locking 
ring may fall inside the 
door. 
4 - Door handle 
Q Remove and install 
= page 51 
5 - Key with remote control 
Q Battery replacement = page 67 
Q Adapting keys with remote or additional control = page 69 
6- Cap 
7 - Cylinder housing with or without lock cylinder 
Q Remove and install > page 48 
Q Fitted to the door lock and fastened with a screw. 


F57-10051 | 


8 - Sealing 
9 - Door lock 
Q Remove and install = page 53 
Q Central locking motor for driver/passenger door - V56/V57- is integrated to lock set. 
QO Lubricate with low-temperature grease -G 052 745 A3- 
10 - Operating cable 
Q Lock unlocking. 
11 - Lock Bowden cable 
Q Remove and install > page 55 
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12 - Door lock rod 
Q In 2013 > models, versions with electric locking do not have this rod. 
13 - Door lock button 


Q In 2013 > models, versions with electric locking do not have this button. 
Q Fastened to the locking rod. 
Q Remove and install > page 54 . 


1.9 Lock cylinder housing - remove and in- 
stall 


Special tools and workshop equipment required 
@ torque wrench - T10072- 


T 10072 


Removal: 
- Disengage plug -1-. 


[ s7-10062 
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— Pull and hold the door handle -1-. Release the screw -3- with 
the pincers - T10072- and simultaneously press towards the 
external handle support. This releases the locking in the lock 
cylinder housing. 


(a) Note 


/f the screw is excessively released, the locking ring may detach 
from the external handle support and fall into the door as a result. 


- Pull the lock cylinder housing -2- out of the external handle 
support, at a straight angle in relation to the door handle. 
Installation: 


Install is performed in the reverse sequence, observing the fol- 
lowing: 


- Place the lock cylinder housing on the external handle support 
at a straight angle. 


- Then, fasten the screw to the external handle support with the 
pincers - T10072- . 


The door handle is again fitted to the lock cylinder housing ‘when 
there is an audible click. 


(@) Note 


During the assembly, you must press the door handle and the lock 
cylinder housing against the door plate. 


1.10 Cylinder housing - disassemble and as- 
semble 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


Disassemble: 

- Remove the lock cylinder housing page 48 . 
- Insert the key in the cylinder. 

- Press key towards cylinder. 


57-0014 
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- Remove the lock and disengage the operating lever -arrow-. 
- Remove the rings, the spring and the cylinder guide. 

- Remove cylinder along with key from housing. 

- Clean the cylinder, removing all the dirt and grease remains. 


- Manually press the gorges into the cylindet, andthen:carefully 
remove the key. 


- Slowly loosen the cylinder, releasing the pressure from the 
gorge springs. 


- Removeithe gorges and the springs, marking their position in 
relation to the cylinder. 


(@] Note 


The gorges are identified by numbers from 1 to 4 (it is also pos- 

sible to identity them through colors), mark the sequence, in the 

example - 234.4 323, or 2 1, on the lower section, and 3432 
3 on the upper section. 


Assemble: 


- Place the springs andgorges in the correct position (se- 
quence). 


(@] Note 


During this operation, lubricate the gorges and the cylinder with 
low-temperature grease -G 052 745 A3- . 


- When assembling, it is possible to combine gorges depending 
on the vehicle key, in case of cylinder replacement. To do so, 
follow the steps below: 


- Starting from the last cylinder gorge groove position, insert the 
spring and gorge number 1. Introduce the key and observe the 
position of the groove with regards to the cylinder. 


7155-0083 


155-0084 
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— Ifthe upper gorge section is aligned with the cylinder housing 
-arrow-, then gorge number 1 is the correct one for this posi- 
tion. Otherwise, place gorge number 2 and so forth until finding 
the one that is aligned with cylinder when the key is inserted. 


(a) Note 


Repeat the operation for all other gorge positions in the cylinder. 
Mark the position (sequence) of the gorges in relation to the cyl- 
inder. 

- Install the cylinder guide on the housing. 

- Insert the cylinder into the guide. 

- Position the spring and the rings. 

- Install the operating lever. 

- Install the lock. 

- Install the lock cylinder on the handle = page 49 . 

- Install the external handle = page 51. 


1.14 Cylinders and keys (Specific information 
for Brazil) - request 


The key may be requested to the parts department with the orig- 
inal key mechanical code. For this purpose, follow the instructions 
in the Parts Circular Letter, number 156, of June 2004. 


Full cylinders may be requested via fax number (5511) 

4347-3652, by sending every information about the vehicle (chas- 

sis number, original key mechanical code,.etc, ) 

1.12 External door handle - remove ‘and in- 
stall 

Special tools and workshop equipment required 

@ Hook - T10118- 


755-0085 


710118 


Woot4e 
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Removal: 

- Remove the lock cylinder housing > page 48’. 

- Disengage the clip -1- from the door handle -2-. 

- Disengage the door handle -2- from the door panel. 


Installation: 


- Through the opening on the door panel -1,,insert the hook - 
T 10118- in the door. 


- Fora better view, illuminate the internal section of the door 
with a lamp. 


- Turn the hook - T 10118- on the spring -4- -arrow As, 


- Pull the hook - T 10118- towards -arrow B-, fasten the spring 
on lever -3- in the door lock -1-. 


- Fit the door handle -2- to the door panel. 
- Pull the clip -1- inside the plate cut and fit to the door handle. 


(a) Note 


When assembling the clip, the latch operating lever -3- cannot be 
pulled and the door handle -2- must be pressed against the door 
panel. 


- Install the lock cylinder housing = page 48 . 


1.13 External door handle - replace 
Removal: 


- Remove the external handle = page 51. 


Installation: 


- Paint the handle = Paint manual - Repairing paintwork in 
plastic parts . 


- Installation is performed in the reverse sequence to the re- 
moval. 


710118 


er G0 
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1.14 Door lock - remove and install 
Special tools and workshop equipment required 
@ Pressure roll - 3356- 


3356 


@ Torque wrench - 5 to 50 Nm (1/2” drivé) - VAG 1331- 


V.A.G 1331 


a 


Removal: 
- Remove the lock cylinder housing = page 48 . 
- Disengage the clip -1- from the door handle -2-. 


3 2 
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- With the door window closed, remove the front door lining = 
General body repairs, interior; Rep. gr. 70 ; Lining / insulation . 


- Disengage eyelet -10- from internal door panel and disengage 
rod -2- from bushing -4- in lever -3- 


- Detach adhesive tapes -8 - that fasten sealing membrane on 
the lock operating cable -9-. 


- Detach the door sealing membrane to access the lock, 


- Remove the screw -6- (Torque: 8 Nm) and move’guide rail 
-7- to remove the lock. 


- Disconnect the connector from the central locking motor for 
driver/passenger door - V56/V57- in the lock. 


- Remove the securing bolts -5- (Torgue: 20 Nm) from the door 
lock -1- and remove the lock through the installation opening. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


- Place spring -2- under the lock operating lever -1-, with thin 
nose pliers. 


- Installation is performed in the reverse sequence to the re- 
moval. 


1.15 Lock button (locking rod) - remove and 
install 


Special tools and workshop equipment required 
@ Puller and fitter - VW 035- 


[-ner10087 | 


VW 035 
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Removal: 


- With the lock button totally raised, fit Puller and Fitter - VW 
035- and loosen the pin. 


- Remove the tool with the button. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


- Insert button in the Puller and fitter - VW 035- and screw the 
button in order that, when in locked position, it is at a distance 
-a- from the door lining. 


Dimension -a- = 0 to - 1 mm. 


1.16 Lock Bowden cable - replace 
Removal: 

- Remove the door lock > page 53 . 

- Turn lock -3- on the cable cover by 90° 


- Disengage the cable from locks -5- and move the cable -2- by 
90° to align the cable fastener -1- with the grooves on the lock 
lever and remove it. 


- Disengage and remove the cable. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


1:17 Door sealing membrane - remove and 
install 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 


[[Rer-0088 
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@ Transferable adhesive tape applicator - EQ 7414- 


@ Pressure roll - 3356- 


Removal: 


- Remove the door lining = General body repairs, interior; Rep. 
gr. 70 ; Lining / insulation - Door linings - remove and install . 


EQ 7414 


wo0-0202 
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- Remove the adhesive tapes that fasten the membrane to the 
lock operating cable and wiring harnesses. 


- Remove bushings -1- with the ejector lever - 80-200- . 


- Remove and install = Communication; Rep. gr. 91 ; Radio, 
telephone, navigation system . 


- Detach the sealing membrane and remove it. 


- Remove any remaining adhesive from the internal door panel 
using the cleaning solution - D 009 401 04- . 


(a) Note 


Moisten a cloth with the cleaning solution - D 009 401 04- and 
gently apply it over the affected area. Allow the product to work 
for a moment and then rub towards the centre starting from the 
edges. Repeat the operation if necessary. Next, rub the surface. 
with a cloth until it is completely dry. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


(@] Note 


02 +4 0,02 mm thick Polypropylene film. Adhesive strength 2 
4 Nem. 


@ The membrane may be reinstalled if there is no damage such 
as stretching or wrinklés which can fatally compromise the 
seal against water and dust. 


@ The membrane has artsensitive acrylate-based adhesive 
coating that ensures it'can be removed up to 3 times without 
affecting the adhesive performance. If the adhesive coating is 
damaged, that is, removed by the fourth time, install the mem- 
brane by using transferable adhesive tape > Chemicals Man- 
ual as indicated below. 


@ Apply transferable adhesivétape > Chemicals Manual to the 
internal door panel (membrane adhesion area) with the trans- 
ferable adhesive tape applicator - EQ 7414-, in case of loss 
of membrane adherence. 


- Install the membrane by passing the cable and harnesses 
through the holes and paste it to the internal, door panel. 


- Press the door sealing membrane with the pressuré’tfoll - 
3356- . 


- Fasten the sealing membrane to the lock operating cable and 
wiring harnesses. 


- Install the door lining = General body repairs, interior; Rep. 
gr. 70 ; Lining / insulation - Door linings - remove and install . 


1.18 Door sealing packings - Assembly over- 
view 


Special tools and workshop equipment required 


AS7-10061 
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@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


wo0.0202 


@ Wedge - T 10039/1- 
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1 - Double-sided tape 

Q The adhesive tape ad- 
hesion area must be 
completely free of dirt. 

Q Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 

Q Whenassemblinga _.° 
new external packing, 
remove double- sided 
tape liner. 


2 - External door trim. 
Q self-adhesive 
Q Remove andinstall 
=> page 59 = 
3 - Internal lid trint 
G1 Covered on:lower sec- 
tion by threshold trim. 
Q Remove and install 
= page 60 2 


4 - Threshold trim © 


Q Remove and install = 
General body tepairs, 
interior; Rep. gr: 68 ; In- 
ternal equipment, 


5 - Door external packing "ang 
(rear section) 


6 - Door external packing fitting? 
(rack area) 


7-Pin 
Q Threaded 
1.19 External door packing - remove and in- 


stall 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


Removal: 


- Remove fastening pin -7-. 
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- Heat up trim with the hot air blower - VAG 1416- . 
- Detach trim using wedge - T 10039/1- . 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


- Clean door frame in the adhesion area with adhesive remover 
- D002 000 A2- , then apply cleaning solution - D 009 401 04-. 
Dry the section with a dry cloth. 


- Heatup the trim adhesive tape and door frame in the assembly 
section with the hot air blower - VAG 1416- at a temperature 
of 30 - 40 °C. 


- Press packing -6- fitting and then press packing -5- fitting onto 
door frame holes. 


- Remove the double-sided tape liner -1- and glue trim by firmly 
pressing it (above 10 N) with a pressure roll - 3356- . Only 
move the pressure roll in one direction. 


(a) Note 


Do not move it back and forth. 


- Install pin -7-. 


(@] Note 


Afterassemble, the door must be kept open for a minimum period 
of 30 minutes so that the door's pressure on packing do not lead 
to,premature packing detaching. 


1.20 Internal door trim - remove and install 
Removal: 


- Remove front door threshold trim = General body repairs, in- 
terior; Rep. gr. 68 ; Internal Equipment . 


- Disengage and remove the trim. 


Installation: 


(a) Note 


@ The vulcanized splice of the packing shall be mounted at the 
same height of the lock operating lever in the bonnet 
arrow, A-. 


@ For partially,removed trim, it is necessary to press the,trim 
sides -arrowbefore assembly. 
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Of on 
- Manually engage the trim, initiallyin, the door crest, anidl'én- 
gage the remaining trim spots distributing trim tension. 


- Slightly press the trim with a rubber hammer. 
- Install front door threshold trim = General body repairs, inte- 
rior; Rep. gr. 68 ; Internal Equipment . 
1.21 Cylinders and keys (Specific information 
for Brazil) - request 


The key may be requested to the parts department with the orig- 
inal key mechanical code. For this purpose, follow the instructions 
in the Parts Circular Letter, number 156, of June 2004. 


Full cylinders may be requested via fax number (5511) 
4347-3652, by sending every information about the vehicle (chas- 
sis number, original key mechanical code, etc.) 
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2 Central locking 


2:1 Central locking installation location overview - 2-door Fox 


1 - Alarm system horn - H8- 
Q Location: on the right 
side in the engine com- 
partment. 


2 - Connection 
Q Location: A-pillar 
Q Loosen the harness 


passage hood and dis- 
connect connectors. 


3 - Front passenger side win- 
dow regulator motor - V148- 


Q Remove: 


- Remove the door linings") 
= General body repairs, | 1 

interior; Rep. gr. 7 

Lining / insulation 


é 

- Remove window activa- 

tion motor =Spage 151 . 
2 


4 - Right front door lock 


Q Central locking system 
motor for passenger 

door - V303- integrated 
to lock. © 


Removes 


Remove'the door lining 

= General body repairs, 

interior; Rep. gr. 70 ; 

Lining / insulation 
€ 


Remove the:door lock 
= page 53. ©, 


z 


5 - Rear lid unlocking motor - 
V139- %q 
Q Fastened to bonnet ‘Support yP 


Q Remove and install 6 
i = pete, 26 


6 - Connection E1640, 
Q Location: upper part of the rear lid. 

7 - Left front door lock 
Q Central locking system motor for driver door - V302- integrated to lock. 
Q Remove: 


- Remove the door lining = General body repairs, interior; Rep. gr. 70; Lining / insulation 
- Remove the door lock > page 53 . 


8 - Driver side window regulator motor - V147- 
Q Remove: 


- Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation 


- Remove window activation motor . 
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9 - Connection 
Q Location: A-pillar 
Q Loosen the harness passage hood and disconnect connectors. 
10 - On-board supply control unit - J519- 
Q Installed behind the electric central. 
Q = Electrical equipment; Rep. gr. 97 ; Electrical cables, harnesses / cables set 


11 - Central control unit for convenience system - J393- / Central control unit for glass command - J1015- 
Q Convenience system central control unit - J393- » 2013 
Q_ Windows central control unit - J1015- 2014 > 
Q Assembled in a support in the central dashboard support 
a 
a 


Location: below dashboard at driver's side, and above the accelerator pedal (in vehicles with steering 
wheel at the right, above the clutch pedal). 


Remove and install = page 67 


does, 
Ot oy 


2.2 Central locking installation,location overview - 4-door Fox 
arse 


1 - Alarm system horn 
1 Location: of the right 


side in ne engine com- 
partment. 

2- Conneétion 

a Location: A-pillar 


a Loosen the harness 
passage hood and dis- 
‘connect connectors. 


3 - Front passenger side win- 


dow fegulator motor - V148- 


a, Remove the door lining 
2 = General body repairs, 
‘interior; Rep. gr. 70; 

aLining / insulation . 
O “Remove window activa- 
tion motor = page 151. 


4- Right front door lock 

Qa Remove the door lining 
= General body repairs, 
interiorpRep. gr. 70; 
Lining / insulation . 

Remove thé-dgor lock 
= page 53. tay 

5 - Connection “9p 
Q Location: B-pillar 
Q Loosen the harness 


passage hood and dis- 
connect connectors. 


6 - Rear right window regulator 
motor - V27- 


Q Door control unit in ve- 
hicles with convenience 
system 


QO Integrated to the window drive motor 
GQ Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation 
OQ Remove Rear right window regulator motor - V27- 


RS7-10089 
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7 - Right rear door locks” : 
Q The electric central locking is integrated to the door lock module “ 
Q Remove the door lining = General body repairs, interior; Rep. gr. 70%, Lining / insulation 


8 - Rear lid unlocking motor - V139- 
Q Installed on a rear door support 
Q Remove and install = page 26 
9 - Conneétion 
Q  Loeation: upper part of the rear lid. 
10 - Left fear door lock 
Q The electric central locking is integrated to the door lock module 
Q Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining? insulation 
Q Remove the door lock > page 82 
11 - Rear left window regulator motor - V26- 
Q_ Integrated to the window drive motor 
Q Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation 
Q Remové:the window activation motor > page 156 
12 - Connection 
Q Location: B-pillar. 
Q Loosen the harness, passage hood and disconnect connectors! 
13 - Left front door lock ‘ or 
Q The electric central locking is integrated to thexddor lock module. 
Q > Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation 
Q Remove the door lock = page 53 . 
14 - Driver side window regulator motor - V147- 
Q_ Door control unit in vehicles with convenience system. 
Q Integrated to the window drive motor. 
Q > Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation 
Q Remove the window activation motor > page 156 


15 - Connection 
Q Location: A-pillar 
Q Loosen the harness passage hood and disconnect connectors. 
16 - On-board supply control unit - J519- 
Q Installed behind the electric central. 
Q = Electrical equipment; Rep. gr. 97 ; Electrical cables, harnesses / cables set 
17 - Central control unit for convenience system - J393- / Central control unit for glass command - J1015- 
Convenience system central control unit - J393- » 2013 
Windows central control unit - J1015- 2014 > 
Assembled in a support in the central dashboard support 


Location: below dashboard at driver's side, and above the accelerator pedal (in vehicles with steering 
wheel at the right, above the clutch pedal). 


Remove and install > page 67 


oO ooood 
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2.3 Central locking - Spacefox / Suran - assembly locations overview 


1 - Alarm system horn - H8- 


Q Location: on the right 
side of the engine com- 
partment 


2 - Connection 

Q Location: on the right 
side in the engine com- 
partment 

Q Location: A-pillar 

Loosen the harness 
passage hood and dis- 
connect connectors. 


3 - Front passenger side win- 
dow regulator motor - V148- 


Q Remove the door lining 
= General body repairs, 
interior; Rep. gr. 70; 
Lining / insulation - Door 
linings - remove and in- 
stall. 

Q Remove window activa- 
tion motor > page 151. 

4 - Right front door lock 


Q > Remove the door lining 
= General body repairs, 
interior; Rep. gr. 70; 
Lining / insulation - Door 
linings - remove and in- 
stall . 


Q Remove the door lock 
= page 53. 
5 - Connection 
Q Location: B-pillar 
Loosen the harness 
passage hood and dis- 
connect connectors. 
6 - Rear right window regulator motor - V27- 
Q Door control unit in vehicles with convenience system. 
Q Integrated to the window drive motor. 


Q> Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation - Door linings 
- remove and install . 


Q Remove Rear right window regulator motor - V27- 
7 - Right rear door lock 
Q The electric central locking is integrated to the door lock module. 


Q> Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation - Door linings 
- remove and install . 


Npart or jn 


RS7-10090 


8 - Rear lid unlocking motor - V139- 
Q Installed on a rear door support 
Q Remove and install > page 34 
9 - Connection 
QO Location: upper area of D-pillar 
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10 - Left rear door lock 
Q The electric central locking is integrated to the door lock module. 


OQ Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation - Door linings 
- remove and install . 


Q Remove the door lock > page 82 . 


11 - Rear left window regulator motor - V26- 
Q Integrated to the window drive motor. 


Q Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation - Door linings 
- remove and install . 


Q Remove the window activation motor > page 156 
12 - Connection 

Q Location: B-pillar 

Q Loosen the harness passage hood and disconnect connectors. 
13 - Left front door lock 

Q The electric central locking is integrated to the door lock module. 


Q Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation - Door linings 
- remove and install . 


Q Remove the door lock = page 53 . 

14 - Driver side window regulator motor - V147- 
Q_ Door control unit in vehicles with convenience system 
Q Integrated to the window drive motor 


Q Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation - Door linings 
- remove and install . 


Q Remove the window activation motor = page 151 


15 - Command unit 
Q Installed on door lining 
Q Remove the door lining = General body repairs, interior; Rep. gr. 70 ; Lining / insulation - Door linings 
- remove and install . 
16 - Connection agen At ena 
Q Location: A-pillar ae 
Q Loosen the harness passage hood and'disconnect connectors. 
17 - On-board supply control unit - J519* 
Q Installed behind the electric ceftral. 
Q = Electrical equipment; Rep: gr. 97 ; Electrical cables, harnesses / cables set 
18 - Central control unit for convenience system - J393- / Central control unit for glass command - J1015- 
Convenience system central control unit - J393- > 2013 
Windows central controfunit - J1015- 2014 > 
Assembled in a support in the central dashboard support 


Location: below dashboard at driver's side, and above the accelerator pedal (in vehicles with steeting 
wheel at the right, above the clutch pedal). 


Remove and install > page 67 


o ooood 
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24 Central control unit for convenience sys- 
tem -J393-/ Central control unit for glass 
command -J1015- - remove 


The command unit for convenience system -2- is located on a 
plastic support installed on the dashboard central support -3-. 


- Remove the baffle -1- for the foot area on the driver's side > 
Heating, air conditioner; Rep. gr. 80; Heating . 


- Pull -arrow- the command unit for convenience system - J393- 
-1- out of support -2- and disconnect connector. 


(@] Note 


@ When the command,gnit for convenience system - J393- is 
replaced, itis necessary to codify the new unit, adapt the radio- 
commanded keys > page 69, and enable/disable available 
functions. ‘ 


¢ Vehicle diagnostic, testing and information system - VAS 
5051-, Vehicle diagnostic, testing and information system - 
VAS 5052: , Vehicle diagnostic, testing and information sys- 
tem - VAS 6150- , Diagnostic cable - VAS 5051/6B- and 
Diagnostic cable - VAS 5052/3A- and Wireless diagnostic con- 
nector -VAS 5054A- 


2.5 Battery of key with radio remote command (articulated) - assembly overview 


2. Central locking 67 
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Sop 
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1 - Radio-remote command 
key 
2 - Light indicator (LED) 

Q The indicator lamp must 
blink when the remote 
command is activated. 

Q Ifthe indicator lamp 
does not blink when the 
remote command is ac- 
tivated, the battery is 
discharged and must be 
replaced. 


3 - Battery 
Q Remove and install 
= page 68. 


4 - Battery housing cover 


RS7-10084 
2.6 Battery of key with radio remote com- 
mand (articulated) - remove and install 
Removal: 
- Unfold key. 
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- Disconnect the cover -1- from the key battery housing -2- to- 
wards the -arrow-. 


- Disconnect the battery -1- with an appropriate screwdriver in 
the direction of the -arrow- to the outside of the key -2-. 
Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


(a) Note 


¢ Before installing the battery, it is indispensable to press one of 
the command keys. 


@ With this procedure, the command will recognize the new bat- 
tery. 


When installing the battery, pay attention to the polarity and the 
assembly position. 


- Put the battery -1- on the radio remote command -2- with the 
positive pole turned upwards. 


- By slightly pressing the battery, it fits to the remote command 
via radio. 


- Fit the radio remote command cover. 


AG. Volk 


a7-70046 


2.7 Adapting the-remote command keys by radio ‘{o'the, convenience system 


central control unit 3398" > 2013 


2. Central locking 69 


@ Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 
Special tools and workshop 
equipment required VAS 5051 a VAS 5052 


VAS 6150 VAS 5051/6B 


VAS 5054 A 


Q97-10001 


+ Nanicle diagnosticjstesting and information system - VAS 
1 % 


+ Nehicle diagnostic, testing and information system - VAS 


@ Vehicle diagnostic, testing,and information system - VAS 
6150- 2 


@ Diagnostic cable - VAS 5051/6B, 
@ Diagnostic cable - VAS 5052/3A- 


Wireless diagnostic connector - VAS 554A. ‘ove 
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Adapting keys with remote control is performed with the Vehicle 
diagnostic, testing and information system - VAS 5052A/ VAS 
5051B-. 


- Select, in the Vehicle diagnostic, testing and information sys- 
tem - VAS 5052A/ VAS 5051B- , the “Assisted troubleshoot- 
ing”. 

Select the "Component selection" function through the [skip] pa VAS ae A 
key, and sequentially the following menu options: NAS 
Body 


Body assembly works 


([rer-i0010 | 


01 - Self-diagnosis systems 
Convenience system 


Functions - Convenience system 


“rf; ef © Oo 


Adapting keys with remote control 


(a) Note 


For adaptation of radio-commanded keys to the immobilizer cons, > 
trol unit - J362-, refer to > Electrical system; Rep. gr. 96\ 
Switches, lights and internal lamps, alarm - Ignition key’> adapt to 
immobilizer . 


2.8 Key - synchronize 


The key synchronization is required when some key is pressed 
out of the sphere of action of the system. 


- Turn the ignition key on by using:the backup key. 


- Insert the key with remote control into the driver's side door 
cylinder. Turn it counterclockwise and keep it in this position. 


- Press the key -1- repeatedly until achieving the synchronism 
that will be recognized by the automatic locking and unlocking 
of the doors. 


The Central control unit for convenience system - J393- stores 
until two synchronizations. In ordetto perform a third synchroni- 
zation, it is required to reset the unit through Vehicle diagnostic, 
testing and information system - VAS 5052A/ VAS 5051B- . 


@ “46 - Convenience system central module.” 
@ “Function 10 - Adapting” 


@ “Channel 11”, reset. 57-0140 
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58 — Rear doors, door components 

1 Rear passenger doors 

14 Rear passenger doors - assembly over- 
view 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


1 - External handle 
Q Remove and install 
= page 78 
2 - Cylinder housing without 
lock cylinder 
Q Remove and install 
= page 79 
3 - Cover cap 


4 - Locking button 
Q In 2013* models, ver- 
sions‘with electric lock- 
ing.do not have this 
button. 
Q Installed on the locking 
rod up to the buffer 
Q Position in relation to 
door lining = page 84 
5 - Locking rod 
Q In 2013 > models, ver- 
sions with electric lock- 
ing do not have this rod. 
6 - Eyelet 
Q  1n-2013 > models, ver- 
sions with electric lock- 
ing do not have this eye. 
7 - Bushing 
Q replace ifnecessary 


Q In 2013 > médels, ver- 
sions with electric lock- 
ing do not have this; 
bushing. 


8 - Lock actuating lever 
Q In 2013 > models, ver- 
sions with electric locking do not have this lever. 
9 - Bolt 
Q Torque: 20 Nm 
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10 - Door lock 
Q Remove and install > page 82 
Q Lubricate with low-temperature grease -G 052 745 A3- 
Q The control motor for left/right rear window - V26 / V27- is integrated to the lock set. 
11 - Lock Bowden cable 
Q Remove and install = page 84 
12 - Bolt 
Q Torque: 25 Nm 
13 - Door limiter 
Q Remove and install = page 77 
14 - Bolt 
Q Torque: 6 Nm 
15 - Bolt 
Q Torque: 25 Nm 
16 - Door arrester 
Q Adjust = page 76 
17 - Bolts 
Q Ms 
QO Torque: 20 Nm + '/4 (90°) 
Q They must be replaced wheneyer loosen or removed 
18 - Nut 
Q Torque: 14.Nm 
19 - Door hingé 
Q In two sections 
20 - Lock Bowden cable hook 
21 - Gable support 
@ On the door lining 
22 Interior handle 
23,- Door 
Q Remove and install = page 73 


Q Adjust > page 74 
Q Disassemble and assemble = page 76 


Q Replace = page 76 


1.2 Rear passenger door - remove and in- 
stall 


Special tools and workshop equipment required 
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@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 


Removal: 


- Pull protection bellows -3- from B-pillar and disconnect electric 
connections of connector located on B-pillar. 


- Remove nuts -2- from hinge pins -1-. 
- Remove the screw -45 from the door limiter. 


- Disengage door upwatd and out of hinge angle bars. 


Installation: 


Install is performed in the reverse sequence, observing the fol- 
lowing: 


- Tighten the nuts -2- of the hinge pins to a torque of: 14 Nm. 
- Tighten the screw -4- of the door limiter to a torque of: 25 Nm. 


1.3 Rear passenger door - adjust 
Special tools and workshop equipment required 

@ Wrench - 3320- 

@ Multi-tooth bits - 3320/3- 


V.A.G 1331 
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@ Multi-teeth socket - 3410- <° 


@ Torque wrench - S:to 50Nm (1/2” drive) - VAG 1331- 


(@] Note 


@ Vehicle must be supported by its wheels in order to correctly 
adjust the front door. 


@ = The front door is correctly adjust when clearances are as 
specified > Body Repairs; Rep. gr. 00 ; Technical data - Body 
clearance dimensions when door is locked. 


@ = Take anticorrosion protection measures on hinges and screws 
after reinstalling or adjusting. 


Screws -1- and -2- must be loosened on the A-pillar to correctly 
adjust the clearances. 


+ For screw -1- on the lower door hinge, the lower B-pillar lining 
must be removed: = General body repairs, interior; Rep. gr. 
70 ; Lining/insulation . Loosen screw with multi-tooth socket - 
3410-. 


+ For bolt -1- on the upper door hinge, upper B-pillar lining must 
be removed: = General body repairs, interior; Rep. gr. 70 ; 
Linings / insulations Loosen bolt with multi-tooth socket - 
3410-. 


For screw -2-, loosen it with wrench - 3320- and the multi-tooth 
bits - 3320/3- . 


Adjust the door arrester > page 76 . 


V.A.G 1331 


R58-10026 
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1.4 Rear passenger door - disassemble and 
assemble 
Disassemble: 


- Remove the door lining = General body repairs, interior; Rep. 
gr. 70 ; Lining / insulation . 


- Remove the door seal > page 85 

- Remove the door window drive mechanism: 

* Manual drive mechanism = page 156 

* Power drive mechanism = page 155 

- Remove the door window glass = page 155 . 

- Remove the rear door fixed window = page 159 . 

- Remove the internal and external door window glass linings. 

- Remove the door window chute. 

- Remove the external handle = page 80 . 

- Remove the locking pin rod and the inversion lever. 

- Remove the lock > page 82 . 

- Remove the door limiter = page 77 . 

- Disconnect the protection bellows and remove the harness 
from inside the door. 

Assemble: 


- Assembly is preformed in the reverse sequence to disassem- 
bly. 


1.5 Rear door - replace 
Removal: 

- Disassemble the door = page 76. 
- Remove the door = page 73 . 


Installation: 


- Apply sealant/caulking to the door> Painting Manual - Body 
Sealant - Fox . 


- Install the door noise insulation = General body repairs, inte- 
rior; Rep. gr. 70 ; Lining / insulation . 


- Paint the door = Painting Manual - Repairing. paintwork on 
steel plates and galvanized steel plates. 


- Install the door > page 73. 


- Apply anti-corrosive fluid = Paint Manual - Application of anti- 
corrosive fluid - Anti-corrosive fluid . 


- Assemble the door = page 76 . 
1.6 Door arrester - adjust 


Special tools and workshop equipment required 
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@ Torque wrench - 5 to 50Nm (1/2” drive) - VAGe1331- 
V.A.G 1331 


—— 


Adjust: 

- Loosen buffer fastening screws. 

- Position and temporarily tighten the-door arrester. 

- Close the door and check the alignment with he body, based 
on the clearance dimensions specified 5, Body - Repairs; Rep. 
gr. 00 ; Technical data - Body clearancé-dimensions . 

- Definitely tighten buffer to: 

* Torque: 25 Nm (multi-teeth) 

1.7 Door limiter - remove and install 

Special tools and workshop equipment required 

@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 

V.A.G 1331 


SSS 


wo0-0437 


Removal: 


- Remove the door lining = General body repairs, interior; Rep. 
gr. 70; Lining / insulation . 


- Partially remove the sealing membrane. 

- Remove B-pillar limiter fastening screw (T-40). 

- Remove fastening screws -arrows- from door limiter (T-30). 
- Remove the limiter from inside the door. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


[Rao] 
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1.8 Rear door external handle and lock - as- 
sembly overview 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


1 - External handle support 


Q > Remove the lock cylin- 
der housing 
= page 79. 

Q Remove the door han- 
dle = page 80. 

Q Remove the door lining 
= General body repairs, 
interior; Rep. gr. 70; 
Lining / insulation . 

Q Remove the sealing 


membrane in the,doot’ 
handle area. 3° 


Q Release.the screw -4-, 
push thé external han- 
dle support a little back- 
wards and remove it 
from the door. 


2 - Bolt 
@ Torque: 2.5 Nm 


3 =Torx screw 


Q Release with the Pin- 
cers - 710072-. 


Q When releasing the 
F screw, the fastening of 

the lock cylinder hous- 
ing is unlocked -7-, and 
can be pulled out of the 
external handle support. 

The screw -2- cannot be 
tightened without the 
Jock cylinder housing 
being inserted. The 


sidéthe door. 


Q Torque: 
-Zamak handle support, 4.5 Nm-. 


Q Torque: -PA6’80 GF handle support, 2.5 Nm-. yon 
4 - Door handle 03H, d 
Q Remove and install = page 80 
Q Cover cap 
5 - Cover cap 
6 - Cylinder housing without lock cylinder 
Q Remove and install > page 79 
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7 - Sealing 
8 - Door lock 
Q Remove and install = page 82 
Q Lubricate with low-temperature grease -G'052 745 A3- . 
9 - Operating cable 
Q Lock unlocking. 
10 - Lock Bowden cable 
Q Remove and install = page 84 
11 - Eyelet 
Q In 2013 > models, versions withtelectric locking do not have this eye. 
12 - Door lock rod 
Q In 2013 > models, versions with:electric locking do not have this rod. 
13 - Door lock button 
Q In 2013 > models, versions with électric locking do not have this button. 
Q Installed on the locking rod up to the buffer 
Q Position in relation to door lining = Bage 84 


1.9 Cylinder housing without lock cylinder - 
remove and install 


Special tools and workshop equipment required 
@ torque wrench - T10072- 


T 10072 


Removal: 
- Disengage plug -1-. 


{[rs7-1082 | 
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- Pull and hold the door handle -1-. Loosen the screw -3* with 
the pincers - T10072- and simultaneously press towards the 
external handle support. This releases the locking in the lock 
cylinder housing. 


(@] Note 


If the screw is excessively released, the lacking ring may detach 
from the external handle support and fallinto the door as a result. 


- Pull the lock cylinder housing -2- outof the external handle 
support, at a straight angle in relation to the door handle. 
Installation: 


Install is performed in the reverse sequence, observing the fol- 
lowing: 


- Place the lock cylinder housing on the external handle support 
at a straight angle. 


- Then, tighten the screw to the external handle support with 
pincers - T10072- . 


The door handle is again fitted to the lock cylindér, housing when 
there is an audible click. 


(@] Note 


During the assembly, you must press the door handle and the lock 
cylinder housing against the door plate. 


1.10 External door handle - remove and in- 
stall 


Special tools and workshop equipment required 
@ Hook - T10118- 


710118 
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Removal: 

- Remove the lock cylinder housing = page 79 . 

- Disengage the clip -1- from the door handle -2-. 

- Disengage the door handle -2- from the door panel. 


Installation: 


- Through the opening on the door panel -1-, insert the hook - 
T 10118- in the door. 


- For better vision, light the door internal section with a lamp. 
- Turn the hook - T 10118- on the spring -4- -arrow A-. 


- Pull the hook ’T 10118- towards -arrow B-, fasten the,spring 
on lever -3*'in the door lock -1-. 


- Fit the*door handle -2- to the door panel. 
- Pull the clip -1- inside the plate cut and fit to the door handle. 


(i) Note 


When assembling the clip, the latch operating lever -3- cannot be 
pulled and the door handle -2- must be pressed against the door 
panel. 


- Install the lock cylinder housing. 


1.11 External door handle - replace 
Removal: 
—< Remove the external handle = page 80 . 


Installation: 


- Paint the handle = Paint manual - Repairing paintwork in 
plastié parts . 


- Installation,is performed in the reverse sequence to the\ré- 
moval. Vg 


[none 


+f 


710118 
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1.12 Rear door lock - remove and install 


Special tools and workshop equipment required 
@ Pressure roll - 3356- 


3356 


@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 
V.A.G 1331 


Removal: 


- Remove the lock cylinder housing = page 79 . 
- Disengage the clip -1- from the:door handle -2-. 
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- With the door window closed, remove the rear door lining = 


General body repairs, interior; Rep. gr. 70 ; Lining / insulation : 


(a) Note oe 


In 2013 » models, the versions with electric weting do not have 
this rod -1- and the , eyelet -3-. . 


- Disengage eyelet -3- from internal door panel and disengage 
rod -2- from bushing -64- in lever -5- 


- Detach adhesive tapes -2 - that fasten sealing membrane on 
the lock operating cable -8-. 


- Partially remove the door sealitig membrane to access the 
lock. 


- Disengage the connector from the left/right rear central locking 
system motor - V307/V308- inthe lock. 


- Remove the securing bolts -7- (Torque: 20 Nm) from the door 
lock -4- and remove the lock through the installation opening. 

Installation: 

- Place spring -2- under the lock operating lever -1-, with thin 
nose pliers. 


— Installation is performed in the reverse sequence to the re- 
moval. 


[Rer-10087 | 
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1.13 Lock Bowden cable - replace 
Removal: 

- Remove the door lock = page 82. 

- Turn lock -3- on the cable cover by 90°. 


- Disengage the cable from locks -5- and move the cable -2- by 
90° to align the cable fastener -1- with the grooves on the lock 
lever and remove it. 


- Disengage the cable and remove it. 


Installation: 


- Installation is performed in the reverse sequence to the,re- 
moval. 


4.14 Lock button (locking rod) - remove and 
install 


Special tools and workshop equipment required 
# Puller and fitter - VW 035- 


VW 035 


(200-10064 
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Removal: 


- With the lock button totally raised, fit Puller and Fitter - VW 
035- and loosen the pin. 


- Remove the tool with the button. 


Installation: 


- Insert button in the Puller and fitter - VW 035- and screw the 
button in order that, when in locked position, it is at a distance 
-a- from the door lining. 


Dimension -a- = 0 to - 1 mm 


1.15 Door sealing membrane - remove and 
install 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢# Assignment of Chemical Materials >" Electronic Parts 
Catalogue “ETKA” 


Spécial tools and workshop equipment required 
@ Transferable adhesive tape applicator - EQ 7414- 


EQ 7414 
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@ Pressure roll - 3356- 


Wo00-0208 


Removal: 


— Remove the door lining = Geheral body repairs, interior; Rep. 
gr. 70 ; Lining / insulation - Door linings - remove and install . 
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- Remove the adhesive tapes that fasten the membrane to the 
lock operating cable and wiring harnesses. 


— Remove bushings -1- with the removal lever - 80-200- . 


- Remove and install = Communication; Rep. gr. 91 ; Radio, 
telephone, navigation system . 


- Detach the sealing membrane and remove it. 


- Remove any remaining,adhesivefrom the internal door panel 
using the cleaning‘solution - D 009 401 042°; 


(Ent 


Mojsten a cloth with the cleaning solution - D 009 401 04- and 
gently apply it over the affected area. Allow the product to work 
for a moment and then rub towards the centre starting from the 
edges. Repeat the operation if necessary. Next, rub the surface 
with a cloth until it is completely dry. 


Installation: 


Installation is performed in reverse to the removal sequence, ob- 
serving the following: 


(a) Note 


02+ 0,02 mm thick Polypropylene film. Adhesive strength 2 
4 Nem. 


, The membrane may be reinstalled if there is no damage such 
as stretching or wrinkles which can fatally compromise the 
Seal against water and dust. 


@ The&membrane has an sensitive acrylate-based adhesive. 
coating that ensures it can be removed up to 3 times without 
affecting:the adhesive performance. If the adhesive coating is 
damaged, that js, removed by the fourth time, install the mem- 
brane by using transferable adhesive tape =:Chemicals Man- 
ual as indicated below. 


@ Apply transferable adhesive tape Chemicals Manual to the in- 
ternal door panel (membrane adhesion area) with the trans- 
ferable adhesive tape roller - EQ 7414-, should the membrane 
have lost its adhesive property. 


- Install the membrane by passing the cable and harnesses 
through the holes and paste it to the internal door panel. 


- Press the door sealing membrane with the pressure roll - 
3356- . 


- Fasten the sealing membrane to the lock operating cable and 
wiring harnesses. 


- Install the door lining = General body repairs, interior; Rep. 
gr. 70 ; Lining / insulation - Door linings - remove and install . 


1.16 Door sealing packings - assembly overview 
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1-Pin 


Q Threaded 


Q Non-existent as of chas- 
sis C4103617 


2 - External door trim 
Q Self-adherent 


Q Remove and install 
=> page 88 


3 - Internal lid trim 


Q Covered on lower sec- 
tion by threshold trim 


Q Remove and install 
= page 90 


4-Clip 
5 - Threshold trim 


Q Remove and install = 
General body repairs, 
interior; Rep. gr. 68 ; In- 
ternal equipment 


6 - Double-sided tape 


Q The adhesive tape ad- 
hesion area must be 
completely free of dirt. 


Q Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 


Q When assembling a 
new external packing, 
remove double-side 
tape liner. 


7 - Door external packing fitting 
(rack area) 


1.17 External doot packing - remove and in- 
stall 3 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” Gy, 


Special tools and workshop equipment required’ 
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@ Hot air blower - VAG 1416- 


# Pressure roll - 3356- 


3356 


wo0.0202 


@ Wedge - T 10039/1- 
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Removal: 


- Remove securing pins -1-. 


(@] Note 


For vehicles produced as of chassis C4103617, the rubber tab 
fastened by fastening pin -1-.ho longer exists. 

- Heat up trim with the hot air blower - VAG 1416- . 

- Detach trim using wedge - T 10039/1- . 


Installation: 


- Clean door frame in the adhesion area with adhesive remover 
- D002 000 A2- , then apply cleaning solution - D 009 401 04-. 
Dry the section with adry cloth. 


- Heatup the trim adhesive tape and door frame in the assembly 
section with the hot air blower - VAG 1416- at a temperature 
of 30 - 40 °C. 


- Press packing -7- fitting (above front door and above rear 
door) against holes in the dgor frame. 


- Remove double-sided tape liner -6-, and glue the trim and 
centralize it in the C-pillar area’ Firmly press packing (above 
10 N) with a pressure roll - 3356- “Only move the pressure 
roll in one direction. 


(a) Note 


Do not move it back and forth. 


- Install pins -1-. 


(a) Note 


For vehicles produced as of chassis C4103637, the rubber tab 
fastened by fastening pin -1- no longer exists. 


@ After assemble, the door must be kept open for a minimum 
period of 30 minutes so that the door's pressure on packing 
do not lead to premature packing detaching. 


1.18 Internal door trim - remove and install 
Removal: 


- Remove front door threshold trim = General body repairs, in- 
terior; Rep. gr. 68 ; Internal Equipment . 


- Disengage and remove the trim. 
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Installation: 


(a) Note 


@ The vulcanized splice of the packing shall be mounted at the 
same height of the lock operating lever in the bonnet 
-arrow A-. 


@ For partially removed trim, it is necessary to press the trim 
sides -arrow- before assembly. 


en AG. Volkswagen ag, 


oned! 


or oN 
Ap, on 
Who, “py vone™ 


- Manually engage the trim, initially in the door crest, and en- 
gage the remaining trim spots distributing trim tension. 
- Slightly press the trim with a rubber hammer. 


- Install front door threshold trim = General body repairs, inte- 
rior; Rep. gr. 68 ; Internal Equipment . 
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Sunro 
1 Sliding / tilting sunroof (Fox) 
14 Operation 


The sliding / tilting sunroof is opened and closed by the sliding 
sunroof adjustment regulator - E139- , with the ignition switched 
on. 


It is possible to open or close the sliding / tilting sunroof with ig- 
nition off if driver's or passenger's door is not open. 


There are marks on the sunroof sliding adjuster which correspond 
to the established opening positions - Glass lid opening positions: 
However, it is possible to open the roof in any desired intermedi- 
ary position on the sliding rail or tilt, by turning the controfto the 

corresponding direction. 


The Sliding/tilting sunroof opening with the control if position 
-1-, the so-called comfort position, significantly reduces the wind 
noises experienced with total opening in control position -2-. 


Sliding/tilting sunroof is equipped with closing strength limiter in 
the sliding region. If there is any obstacle during closing operation, 
roof will automatically reopen. 


Additionally, there is an emergency closing feature. Upon prob- 
lems with closing, sliding roof may be firmly closed by pressing 
the command, which shall be in the “closed sunroof" position. 


Closing strength limiting feature is off upon emergency closing 
feature. 


The Sliding sunroof motor - V1- is protected frdm excessive heat- 
ing by an operation length limitation. The protective mechanism 
kicks in after an uninterrupted activation of around two minutes. 
It may only be activated again after a cooling period. 


1.2 Sliding/tilting sunroof with glass lid - as- 
sembly overview 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 
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1 - Glass lid for sliding/tilting 
sunroof (safety toughened 
glass) 


Q Remove glass lid for 
sliding / tilting sunroof 
=> page 94. 


Q Install glass lid for slid- 
ing/tilting sunroof 
=> page 94. 
Q Adjust glass lid for slid- 
ing/tilting sunroof 
=> page 95. 
2 - Cover trim 


Q Packing joint central- 
ized in rear region. 


Q Roof packing replace- 
ment = page 96 
3 - Sunroof lining 
Q Remove and install sun 
protector = page 97 . 
4 - Sliding 
5 - Folding frame 
6 - Water chute 
GQ Remove: remove guide’ 
with steel cable < 
7 - Bolt 


8-Tip 
Q Use adhesive pul ord 
for sealing -AKL 4: 
005 05- 
9 - Guide frame 


Q Lubricate guide chan- = 
nels with special grease if necessary -G 000 450 02- , otherwise, operation is not ensured. 5 


10 - Sliding sunroof motor -'V1- 
Q Remove and install = jpage 99 
Q Adjust activation (zero position) = page 100 é 
11 - Bolt , Ss 
Q Torque: 3.5 Nm ; 
Q Must always be replaced » 
12 - Sliding sunroof adjustment control unit 
Q Remove and install = page 98 
Q Selector command is fitted in the command unit. 
OQ Remove selector key = page 99 


13 - Hexagonal wrench for manual operation 
Q Fitted to the electric mechanism lid. 


14 - Cable cap 


15 - Air deflector 
Q Remove and install > page 97 
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16 - Hinge 
17 - Deflector activation spring 


18 - 25-pin connector -T25- 

Q Torque: 4.5 Nm 
19 - Sliding guide 

Q Remove and install = page 102 
20 - Sliding pin 
21 - Guide with steel cable 

Q Remove and install = page 102 
22 - Chute positioner 


1.3 Sliding/tilting sunroof glass lid - remove 
- Push sunroof lining backwards 
- Tilt sunroof lid. 


- Disengage locks -1- from folding frame of the glass lid metal 
structure and disengage locks -2- from sunroof guide frame. 


Remove the fastening-bolts -1- (Torx -T25- ; Torque: 4.5 Nm). 
- Remove sliding/tilting sunroof lid from above. 


(@] Note 


The sliding/tilting sunroof must not be put in “open” position when 
glass lid is remeved, as the water chute would not be compressed 
by the glass lidand might stick to the roof. 


1.4 Glass lid for sliding/tilting sunroof - in- 


stall 
(@] Note 


Lid must be installed in_position “0” 
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Position “O” 
- Guide sliding pin -1- must be aligned with the marks in guide 
sliding device. 


Otherwise, adjust to ensure due alignment. 


- Place the sliding/tilting sunroof lid on top and screw fastening 
screws (sliding device/lid) on guide sliding device. 


- Moderately tighten fastening screws -1- (Torx,;T25- ). 


(a) Note 


Tighten the fastening bolts after the lid height adjustment > page 
= page 95 Torqye: 4.5 Nm). 


- Fit locks -1- to folding frame of the glass lid metal structure, 
and disengage locks -2- from the sunroof guide frame. 


- Turn the sunroof lid into closed position. 
- Push ‘sunroof lining forward. 


1.5 Glass lid, for sliding/tilting sunroof 
(height adjustment) - adjust 

Sliding/tilting sunroof zero position in’érder 

- Push sunroof lining backwards. 

- Tilt sunroof lid. 


- Disengage locks -1- from folding frame of the glass lid metal 
structure and disengage locks -2- from sunroof guide frame. 
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- Loosen the fastening screws -1-(Torx -T25- ; Torque: 4.5 Nm). 
- Move glass lid into “open” position. 
- Move glass lid into “closed” position. 


- Adjust glass lid height in the front and rear for both sides, as 
follows: 


Lid adjustment in front section: 


a=0 to 1 mm below roof level. 


60-0148 


Arrow = indicating vehicle front. 
Lid adjustment, rear section: 
b = 0 to 1 mm above roof level. 


ane Sua COE 


Arrow = indicating vehicle front. 
- Tighten the glass lid screws (Torque: 4.5 Nm). 


= 


Always symmetrically adjust right and left sides of the glass lid. b 


Sor 
CL = 


- Fit locks -1- to folding frame of the glass lid metal structure, 
and disengage locks -2- from the sunroof guide frame. 


2 Turn the sunroof lid into closed position. 


= Push sunroof lining forward. 


16 Lid trim - replace 
- Remove the sliding/tilting sunroof glass panel. 
- Diséngage packing -1-. 


96 Rep. ar-60- Sunroot 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


- Press new packing onto lid metal structure -2-. 


17 Air deflector - remove and install 
Removal: 

- Open sliding/tilting sunroof completely 

- Remove the bolt -1-. 


- Move deflector vertically towards the -arrow- and disengage it 
from rail -2-. 


Installation: 


Installation is performed in the reverse sequence to the removal. 


1.8 Sunroof lining - remove and install 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


Removal: 
- Remove sunroof 
- Remove screw -1- and‘disengage tip -2-. 


- Pull roof lining backwards and disengage from frame. 


Installation: 


60-0170 
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- Put roof lining, fitting roof lining slider -1- (sliders are fastened 
to roof lining) to frame guides. 


- Install screw -1- and fit tip -2-. 


(a) Note 


Seal tip -2- with Butyl adhesive cord - AKL 450 005 05- . 


1.9 Sliding sunroof movement control unit - 
«& J245-- remove and install 
(i) Note 


¢ Pay attention to the coding instructions in the radio user man- 
ual before disconnecting the battery. 


After disconnecting the battery, see that the vehicles’ acces- 
; sories (radio, clock, power window) are checked according to 
3 the repair manual and/or operation instructions after discon- 
anecting the battery. 

Refhoval: 

- Disconnect the battery ground strap. 

- Detach the cover -1- of the driver unit with a screwdriver -2-. 


- Disconnect Ultra-sound sensor for alarm system - G209- con- 
nectors;if any. 
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- Disconnect the Sliding sunroof adjustment control unit - J245- 
-1- (with selector key and internal light) and remove from 
shaped roof from below and front -arrow-. 


- Remove fitting connections. 
Installation: 


Installation is. pefformed in the reverse sequence to the removal. 


1.10 Sliding/tilting sunroof selector key - re- 
move and install 

Removal: 

- Remove the Sliding sunroof adjustment control unit - J245- . 


- Unlock locking tabs -arrows- on the rear of the control unit and 
remove selector key -1- from command unit -2-. 


Installation: 
Installation is performed in the reverse sequence to the removal. 


141 Sliding sunroof activation motor -V1- - 
removevand install 
(a) Note 


Only remove and install sliding/tilting sunroof activation motor 
with roof closed (zero position) 
Removal: 


- Remove the Sliding sunroof adjustment control unit - J245- > 
page = page 98. 


- Remove screws -arrows- and remove sliding/tilting roof acti- 
vation. 


- Disconnect connections and cables 


The driver motor bolts are micro-armoured and must always be 
replaced (Torque: 3.5 Nm) 


Installation: 


Installation is performed in the reverse sequence to the removal. 
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tion) - adjust 


Sliding sunroof motor - V1- (zero posi- 


Adjustment of position zero may be necessary when activation 
engine is replaced; not removed in position zero; or when sliding/ 
tilting roof is closed or opened by manual operation. 


gene 
ao 
og 
After removing the activation engine, connect the engine cgitiecs 
tors and follow the steps below 


- With selector key, select “Fully opened roof” 


- With selector key, select “Fully closed roof’ £ 


ss 
- With selector key, select “Fully opened tilting-roof’. 
- With selector key, select “Fully closed tilting roof’. 
After executing the sequence above, install the roof activation 
engine in the closed position (zero position). © 


1.13 


Sliding sunroof activation motor - V1- - 
program 3 


(a) Note 4 


Programming may be eventually lost when discennecting the ve- 
hicle battery's earth wire or when the activation motor is replaced. 


poses, i 


a\pul 
oxcielP 
excial 


% 
Program: 


%, 


- Position the sliding/tilting sunroof ajar and move the’selector 
key to “closed” position. 


"by, 


09, 
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- After connecting all connectors, press the selector key in 
“closed” position -Arrow- for 35 seconds. 


(a) Note 


During this period, the sliding/tlting sunroof may move and stop 
random positions. 


- After the 35-second period, release the selector key.anid press 
it again, within a period of 6 seconds, until the Sliding sunroof 


activation motor - V1- completes the programming cycle and 
comes to a complete stop. 


- After completing the programming process; carry out tests by 
opening and closing the sliding/tilting sunroof in all positions. 


(a) Note 


/f the unit fails to reach any position during operating tests, dis- 
connect the Sliding sunroof activation motor - V1- connectors, 
wait 10 seconds, reconnect the connectors and repeat the pro- 
gramming process. 


1.14 Parallelism - check 


- Remove folding frames from sliding/tilting roof. 


(@] Note 


The glass lid must be in zero position (lid closed)’ © 


Sliding pin -1-must be aligned with marks in sliding devite guide. 


1.15 Parallelism - adjust 


(a) Note 


Parallelism adjustment can only be carried out with electric acti- 
vation engine and glass lid removed (in zero position). 


- Remove sliding/tilting roof activation motor. 


R60-10007 
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Zero position: 
- Place sliding pin -1- aligned with marks in sliding device guide. 


- Install roof activation motof (zero position) to this position. 


1.16 Sliding guide - remove and install 
Removal: 

- Remove sliding/tilting sunroof glass lid. 

— Remove sunroof = page 102% 

- Remove the air deflector. , 

- Remove fastening -1-screw from chute’in, positioner. 

- Disengage sliding device guide from guide frame:,.,, 
Installation: 

Installation is performed in the reverse sequence to the removal. 


1.17 Sunroof - remove and install 


Removal: 


- Remove glass panel from sliding/tilting roof for better assem- 
bly access. 


- Remove roof lining = General body repairs, interior; Rep. gr. 
70 ; Linings / insulations 


- Disconnect harness from Sliding sunroof motor - V'1- -3-. 
- Disengage water drain hoses from guide frame-1- -arrows-. 
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- Remove screws -2- and guide frame from the vehicle, with the 
assistance of another mechanic. 
Installation: 


- Support assembly unit -1- on rear housings and turn upwards 
(fastening pins must be inserted in assembly holes). 


- Place bolts -2+) 


- Check,positioning of roof cables and electrical consumers, 
and€stablish connection if necessary. 


- Fasten the carrier unit -1- of the sliding/tilting sunroof driver 
-3-, from the left and right sides backwards (Torque: 8 Nm)? 


+ Install sliding sunroof activation motor connection -3-. 
- Install water drain flexible tubes -arrows-. 


- Install shaped roof = General body repairs, interior; Rep. gr. 
70 ; Linings / insulations . 


- Install sliding/tilting sunroof glass lid. 


1.18 Guide with steel cable - remove and in- 
stall 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


- Remové’sliding/tilting sunroof glass lid. 
- Remove sunroof. 

- Remove Sliding sunroof motor - V1- . 

- Remove sliding device guides. 

- Remove screw -1- and disengage tip -2-. 


- Pull guide with steel cable outwards. 


(a) Note 


Seal tip -1- with Butyl adhesive cord - AKL 450 005 05- in the 
opposite side from guide rail when installing. 


.18.1. Assembly notes: 
Always replace guides with steel cable in pairs. 


Lubricate guide channels with special grease - G 000 450 02- . 


1 

° 

° 

@ Install sunroof. 
@ Adjust parallelism. 
° 


Install glass lid for sliding/tilting sunroof. 
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1.19 Drain hoses - clean 


1.19.1 Front water drain hoses: 
Front water drain hoses = Item 2 (page 104) pass throughout 


pillars A and end on water case. Clean as from the sliding/tilting 
roof cutout. 


1 - Water drain valve 


(@] Note 


A properly-built tool is re 
ded for cleaning as fro} O} 
ble of a speedometer chble approx. = 

2300 mm long. \ on 


2 - Water drain hose 


1.19.2 Rear water drain hoses: 


Rear water drain hoses = Item 1 page, 105) pass through and 
end on the roof rear edge before rear lid. Clean as from hose rear 
edge. Remove cover to perform this. 


ae or 
abe 
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1 - Water drain hose 


(a) Note 


A properly-built tool is recomgen- 

ded for cleaning as fron} inte#al ca- 
ble of a speedometer ckble approx. 
2300 mm long. 


2-Clip 
3 - Water drain valve 
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1 Front bumper 
1.1 Front protector - assembly overview 
1 - Side guide 


2 - Plastic bushing 
Q_ Replace, as required 
3 - Bolt 
Q 2units 
Q > Torque: 1.5 Nm 
4 - Pop rivet nut 
Q To install, use the POP 
NUT rivet nut applicator 
- VAG 1765B- or POP 
NUT rivet nut applicator 
- EQ 7422. . 
5 - Bolt 
Q 6 units 
Q Torque: 3 Nm 


6 - Bolt 
Q 6 units 
Q Torque: 1.5 Nm 
7 - Pop rivet nut 
Q To install, use the POP 
NUT rivet nut applicator 
- VAG 1765B- or POP 
NUT rivet nut applicator 
- EQ 7422. . 
8 - Bolt 
Q 4 units 
Q Torque: 1.5 Nm 
9 - Bolt S 
Q 3units ‘- = | R63-10123 
Q Torque: 3 Nm 


10 - Front protector 


11 - Pop rivet nut 

Q To install, use the Pop rivet nut applier - VAG 1765B- or Pop rivet nut applier - EQ 7422- 
12 - Bolt 

Q 2units 

Q Torque: 3 Nm 


1.2 Front bumper protector - remove and in- 
stall 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10. im - VAG 1783- 
) VAG 1783 


Removal: 


- Remove the front grid. 


- Remove the bolts -1- and -3- (Torque: 1.5 Nm) from the wheel 
housing protectors. 


- Move wheel house protector downwards and remove the 
screws -4- (Torque: 1.5 Nm). 


- Remove the screws)-5- (Torque: 1.5 Nm). 


- Remove the screws -6- (Torque: 3 Nm). 

- Disengage front protector -2- from guide -1-. 

- Remove fastening screws -3- from front panel protector. 

- Remove the front protector. 

- Carefully remove front protector -3- forward. 

- Disconnect connectors from fog lights and external tempera- 
ture sensor - G17- . 

Installation: 


Install is performed in the reverse sequence, observing the fol- 
lowing: 


- Check clearance dimensions = Body Repairs; Rep. gr. 00; 
Technical data - Body clearance dimensions before tighten 
fastening screws. 


1.3 Front protector support - assembly overview 
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1 - Front protector support _ 


2 - Bolt 

Q 6units 

Q Torque: 35 Nm 
3 - Bolt 

Q 4units 

Q Torque: 8 Nm 


1.4 Fastening of the front license number 
holder - install 


= Drill with a 6-mm drill bit in the points marked in the front pro- 
tection. Protect adjacent areas with masking tape. 


RS-10170 
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- Use a square file to square theund holes into 7-mm square 
holes. Install the bushings.-4- (both sides). 


Le 
- Install the screws -2- in*both license plate fastening points. 
> 
1= Bushing - 301 953.470 2- 
2= screw - N 090 1184 


iS 


Correspondence: = Electronic Parts Catalogue“ETKA” . 
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wae" AG. Volk SWAGEN AG do, 
2 Rear bumpet (Fox / Crossfox) 
2:1 Rear protector - assembly overview 


1 - Nut 


Q2 units 
Q Torque: 6.5 Nm 
2- Rear protector 


Q Remove and install 
=cpage 111 


3 - Rear:wheel case protector 
Q > Remove and install 
=> page 263 
4-Bolt > 
Q Torque: 1.5 Nm 
5 - Bolt 
Q Torque? 
6 - Bolt , 
Q Torque: 6.5 Nm. 
7 - Pop rivet nut 
Q 6 units 


Q Install with the POP 
NUT rivet nut applicator 
- VAG 1765B- or POP 
NUT rivet nut applicator 
- EQ 7422-. 


8 - Sensor sealing 


9 - Parking sensor - G203 / 
G204 / G205 / G206- 


10 - Support for the Parking 
auxiliary sensor - G203 / 
G204 / G205 / G206- 


11 - Double-sided adhesive 
tape 

Q The adhesive tape adhesion area must be completely free of dirt. 

Q Under no circumstances should the self-adhesive surface of the tape be touched. 
12 - Adhesive area for the support of the Parking auxiliary sensor - G203 / G204 / G205 / G206- 
13 - Rear protector support 

Q Remove rear protector = page 113 . 
14 - License plate light harness, of parking aid sensors - G203 / G204 / G205 / G206- and fog light 
15 - Rear protector fitting support 

Q Remove rear protector = page 111. 
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2.2 Rear protector (Crossfox) - assembly overview 


41 - Nut 
Q 2units 
Q Torque: 6.5 Nm 


2- Cover 


Q Remove-and install 
= page"111 

4 - Remove spare wheel sup- 
pot ¢ 
5 - Rear wheel case protector 
emove and install 
= page 264 
6 - Bolt 

Q Torque: 1.5 Nm 
Bolt 
Torque: 6.5 Nm 
8 - Bolt 

& Torque: 6.5 Nm 
9 - Pap rivet nut 

Q units 


Q Install with the POP 
NUTorivet nut applicator 
- VAGA765B- or POP 
NUT rivét,nut applicator 
- EQ 74229, 


10 - Adhesive area for /Sup- 
port of the Parking auxiliary’, 
sonar - G203 / G204 / G205 / 


11 - Double-sided adhesive 
tape 

Q The adhesive tape adhesion area must be completely free of dirt. 

Q Under no circumstances should the self-adhesive surface of the tape be touched. 


12 - Support for the Parking auxiliary sensor - G203 / G204 / G205 / G206- 


| R63-10127 


13 - Sensor sealing 
14 - Parking sensor - G203 / G204 / G205 / G206- 


15 - Bolt 
Q Torque: 1.5 Nm 


16 - Spare wheel support 
Q Remove and install = page 278 


17 - Rear protector fitting support 
OQ Remove rear protector = page 111. 


2.3 Rear protector (Fox) - remove and install 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10 Nm - VAG 1783- 


Removal: 


- Remove screws -4- from wheel case protectors -3-. 


- Remove screws -5- and remove hexagonal nuts - 
to do that move the wheel case protector aside. 


- Remove the bolts -6-. 


- Carefully pull rear protector -2- and disengage from support 


- Disconnect the electrical harness -14- from the license plate 
light, from the parking aid sensors - G203 / G204 / G205 / 
G206- and from the fog light. 

Installation: 


Install is performed in the reverse sequence, observing the fol- 
lowing: 


- Connect the electrical harness -14- from the number plate 
light, from the parking aid sensors - G203 / G204 / G205 / 
G206- and from the fog light. 


- Carefully push rear protecton¢2Y andfitin the support -15-. 
- Manually fastensthé hexagonal nuts -1-. 
- Manually fasten screws -5- and -6-. 


- Align rear protector -6- and check clearances > Body Repairs; 
Rep.gr. 00 ; Technical data 


- Definitely fasten screws -6-, -5- -4- and hexagonal nuts -1-. 


24 Rear protector (Crossfox) - remove and 
install 


Special tools and workshop equipment required 
@ Torque wrench 2 to 10 Nm - VAG 1783- 


V.A.G 1783 


V.A.G 1783 


Woo-0990 
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Removal: 
— Remove screws -6- from wheel case protectors -5-. 


- Remove screws -7- and remove hexagonal nuts -1-; in order 
to do that move the wheel case protector aside. 


— Remove the bolts -8-. R 
- Move spare wheel support -16- to access the cover -2-. 
- Remove cover -2- and screws -15-. 

- Carefully pull rear protector -3- and disengage from support. 
- Disconnect electrical harness from license plate light, parking 
aid sensors - G203 / G204 / G205 / G206- , and fog light. 

Installation: 


Install is performed in the reverse sequence, observing the fol- 
lowing: 


- Connect electrical harness from license plate light, parking aid 
sensors - G203 / G204 / G205 / G206- , and fog light. 


- Carefully pull rear protector -3- and-engage into support. 
- Manually fasten the hexagonal nuts:-1-. 
- Manually fasten screws -7- , -8- , -6-"and -15-. 


- Align rear protector -3- and check the clearances = Body Re- 
pairs; Rep. gr. 00 ; Technical data 


- Tighten the screws -7-, -8-, -6-, -15-, and the hexagonal nuts 


Ap. 


- Install the cover -2-. 


2.5 Rear protector support (Fox) - remove 
and install 


Special tools and workshop equipment required 
@ Torque wrench 2 to 10 Nm - VAG 1783- 


e087 


V.A.G 1783 
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@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 


V.A.G 1331 


1 - Protector support 
2- Bolt 
Q 7 units 
Q Torque: 3 Nm 
3 - Rear protector support 
Q Remove rear protector 
=> page 111 
4 - Hexagonal nut 
Q 6 units 
Q Torque: 20 Nm 


2.6 Rear protector support (Crosstox) - re- 
move and install 2 s 


Special tools and workshop equipment required 
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@ Torque wrench 2 to 10 Nm - VAG 1783- 


V.A.G 1783 


@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 
V.A.G 1331 
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1 - Pop rivet nut 


Q To install, use the rive- 
ted nut applicator POP 
NUT - VAG 1765B- or 
riveted nut applicator 
POP NUT - EQ 7422- 


2 - Protector support 
3 - Bolt 

Q 6units 

Q Torque: 3 Nm 


4 - Hexagonal nut 
Q 3 units 
Q Torque: 20 Nm 


5 - Rear protector support 
Q Remove 


- Remove rear protector 
= page 112. 


- Remove spare wheel 
support internal lining. 


- Disconnect harness 
clamps from connectors 
of: spare wheel locking 
motor - V340- and spare 
wheel unlocking switch 
on support - E727-. 


- Remove nuts -4- and 
screws -6-. 
6 - Bolt 
Q 3 units 
Q Torque: 20 Nm 
7 - Hexagonal nut 
Q 5S units 
Q Torque: 20 Nm 
8 - Spare wheel support 
Q Remove and install = page 278 


Zt Fastening of the rear license plate - in- 
%, 
co) 
stall "Os 
- Use a 6-mm drill bit to drill the holes at the predefined points 49) 


of the rear protector. Protect adjacent areas with masking 
tape. 
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Use a square file to square the round holes into 7-mm square 
holes. Install the bushings -1- (both sides). 


Install the screws -2- in both license plate fastening points. 


1= Bushing - 301 953 170 2- 
2= screw - N 090 179 4- 
Correspondence: = Electronic Parts Catalogue“ETKA’” . 


RES-10175 


AG. Volkswagen Ag, 
Sng, 


‘ND Mia, 
eo? ip, eo 
®0, 
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3 Rear bumper (Spacefox / Suran) 
3.1 Rear bumper - assembly overview 
1 - Bolt 

Q 4units 


Q Torque: 6.5 Nm 
2 - Combined nut 

Q 4units 

Q Torque: 6.5 Nm 


3 - Rear protector 


4 - Rear protector iting sup- 


5 - Rear protector support 
Q Removerear protector . 
aosrng sensor - G203 / 
B208 1G205 & G206- 


alls ‘stem; 
p. witches, 

lights and external 
lamps; Parking aid sen- 
sor G203 / G204 / 
G205 / G206 - remove 
and instalt 

7 - Retro-reflecto! 


Q = Electrical 
Rep. gr. 94; 
lights, and external 
lamps; Retro-refle 
remove and install . 

8 - Bolt 

Q 2units 
Q Torque: 1.5 Nm 
9 - Plastic bushing 
Q 2units 
10 - Bolt 
Q 4units 
Q Torque: 6.5 Nm 
11 - Rear wheel case protector 
Q Remove and install > page 265 

12 - Bolt 

Q 8units 

Q Torque: 1.5 Nm 


RE3-10152 
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3.2 Rear protector - remove and install 


Removal: 


Remove the bolts -12- (8 parts). 
Remove the bolts -8- (2 parts). 


en AG. Volkswagen ag, 


Remove the bolts -10- (4 parts)..." Shay 


Remove the lining from theluggage compartment side cover . : 
Remove the bolts -1< (4 parts). 
Remove nuts -2-:(4 units). 


With the help of a second operator, pull the rear protector from 
both sides atthe same time, to disengage the fitting support 


Disengage protector -3- from rear support -5-. 


Disengage connector from harness of parking aid senders - 
G203 / G204 / G205 / G206- . 


The rear protector and parking aid senders - G203 / G204/ 
G205/G206- supplied by Parts and accessories have already 
a base primer coating, and needs just finishing paint. 


Paint the protector > Paint Manual - Paint repairs on plastic 
parts in case of replacement. 


Install the retro-reflector after painting the protector and install 
the parking aid sensors, - G203 / G204 / G205 / G206- . 


Installation is performed in thé’reverse sequence to the re- 0! ™ 
moval. 8104-4 vv 


Check clearance dimensions = Body Repairs; Rep. gr. 00 ; 
Technical data; Body clearance dimensions before applying 
torque to bolts. 


3.3 Rear bumper (Space Cross / Suran Cross) - assembly overview 
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1 - Bolt 

Q 4units 

Q Torque: 6.5 Nm 
2 - Combined nut 

Q 4units 

Q Torque: 6.5 Nm 
3 - Rear protector 

Q Remove and install 

=> page 121 

4 - Rear protector fitting sup- 
port 

Q Remove rear protector . 
5 - Rear protector support 

Q Remove rear protector . 
6 - Parking sensor - G203 / 
G204 / G205 / G206- 


Q = Electrical system; 
Rep. gr. 94; Switches, 
lights and external 
lamps; Parking aid sen- 
sor G203 / G204/ 
G205 / G206 - remove 
and install 


7 - Rear spoiler with identifica- 
tion 

8 - Rear spoiler 

9 - Tow hook cover 

10 - Retro-reflector 


Q = Electrical equipment, 
Rep. gr. 94 ; Switches} 
lights, and external 
lamps; Retro-reflector - 
remove and installa 


11 - Bolt @ 
Q 2units FS 
Q Torque: 1.5 Nm 
12 - Plastic bushing a 
Q 2units : 
13 - Bolt 
Q 4 units 3 
Q Torque: 6.5 Nm 
14 - Rear wheel case protector 
Q Remove and install= page 265 
3 
15 - Bolt 
Q 8units 
Q Torque: 1.5 Nm 
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3.4 Rear protector (Space Cross / Suran 


Cross) - remove and install 


Removal: 


Installation: 


@) Note 


Remove the bolts -15- (8 parts). 

Remove the bolts -11- (2 parts). 

Remove the bolts -13- (4 parts). 

Remove the lining from the luggage compartment side cover . 
Remove the bolts -1- (4 parts). 

Remove nuts -2- (4 units). 


With the help of a second operator, pull the rear protector from 
both sides at the same time, to disengage the fitting support 
-4-. 


Disengage protector -3- from rear support -5: 


Disengage connector from harness of.parkin, 
G203 / G204 / G205 / G206- 


The rear protector and parking aid senders - G203 / G204 / 
G205/G206- supplied by Parts and accessories have already 
a base primer coating, and need just finishing paint. 


Paint the protector > Paint Manual - Paint repairs on plastic 
parts in case of replacement. 


Install the:tetro-reflector after painting the protector and install 
the parking aid senders - G203 / G204 / G205/ G206- 


Installation.is performed in the reverse sequence to the re- 
moval. 


Check the clearance dimensions > Body Repairs; Rep. gr. 
00 ; Technical data; Body clearance dimensions before ap- 
plying torque'to bolts. 


3.5 Rear protector support - assembly overview 
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1 - Pop rivet nut MS 
Q 3units 


Q Install with the POP 
NUT rivet nut applicator 
- VAG 1765B- or POP 
NUT rivet nut applicator 
- EQ 7422-. 
2 - Rear protector support 
Q Remove rear protector . 
3 - Bolt 
Q 3 units 
Q Torque: 3.0 Nm 
4 - Rear protector fitting sup- 
port 
Q Remove rear protector . 
5 - Nut 
Q 6 units 
Q Torque: 20 Nm 


won AG. Volkswagen an 
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—_ Glaz 
1 Glasses glued with adhesive 
1.1 Tools 


Special tools and workshop 
equipment required 
VAG V74A V.AG 1344 


V.AG 1755 


$ 


V.AG 1628 V.AG 1939 


Wo4-0001 


Glued glass removal kit - VAG 1474B- 

Suction pads - V.A.G 1344- 

Anchoring tool - VAG 1351- and Handle - VAG1351/1- 
Glass removal kit - V.A.G 1755- 

Manual pressure gun - V.A.G 1628- 

Device with ratchet - VAG 1654A- 

Panel protection film - VAG 1474/8- 

Cartridge heater - V.A.G 1939- 


| i A i A a a 
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V.A.G 1561 A 


@ Electric window bond cutter - VAG 1561A- 
@ 15mm blade - VAG 1561/8- 

@ Pneumatic adhesive applicator - VAS 5237- 
@ Adjustment gauge - 3371- 


1.2 Auxiliary materials for Brazilian market 


@ Glass adhesion kit = Chemicals Manual; 
Rep. gr. 00 ; Chemicals 
Manual - List of author- 
ized products ', 3,4 


VAS 5237 
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@ Cutting wire 357 853 999 A 
# Glass adjustment shim 443 845 631 A2 
# Cleaning solution D009 401 04 3 


7) Exclusive option for the Brazilian market. The Kit includes (U-400 HV) 310 ml 
cartridge, primer (primer 5404 A), activator / glass cleaner (primer 5500). 


8) It must be removed two hours after assembling the windscreen. 


9) Observe the procedural indications in accordance with the manufacturer's pre- 
scriptions for packaging disposal 


10) Follow the minimum curing time = page 142 
1.3 Auxiliary materials for export market 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts: 
Catalogue ‘ETKA” P 


@ 1K-Glass adhesive DH009 1001, 2,34 6 


@ Activator pies 801 A1 or: 181 801 M1!, 
 Glass/body primer 009 200022",2,3 

# Cleaning solution D009 401 041.4 

@ Primer applicator D 009 500 25 

Adhesive remover D002 000 Ag’. 4 

# Cutting wire 357 853 999.A 

# Glass adjustment shim 443 845 631 A® 


11) Exclusive option for the export markets. 


12) Heat with the cartridge heater - V.A.G 1939- according to the manufacturer's 
instructions. y 


13) Small 110 mi cartridge, for sealing jobs, and/or when the double cartridge with 
300 mi is not enough. 


14) Observe the procedural indications in accordance with the manufacturer's 
prescriptions for packaging disposal " 


15) It must be removed two hours after assembling the windscreen. 


16) Follow minimum adhesive curing time = page 142 . 


1.4 Matching table 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


1, Glasses glued with adhesive 


125 


Fox 2010 > , Fox 2044" SpaceFox’204.1_> 


General bodyorépairs, exterior - Edition 01.2017. 


(@] Note. 


To helpsinderstanding, please find below a comparison table for 
materials used in the Brazilian and export markets 


Product Brazilian Market | Export Market 

Activator Primer 5500 D 181 801 A1 orD 
181 801 M1 

PW Adhesive U-400 HV DH 009 100 - 300 
ml 

Body primer Primer 5404 A D 009 200 02 

1.5 Stickers for engraving the VIS number 


on the windows (only for Brazil) - supply 


A WARNING 


These labels are valid only for the Brazilian market. 


The stickers for étching the VIS number on the windows upon, 
request. On the network portal, under “After sales”, “Sist. Services 
Info.” the circular number-98/09 from 16/06/2009 “Engraving the 
chassis number (VIS) on the Windows and labels'(VIS), wheel 
housing, B-column and front floor" can be found explaining how 
10 do it. 


1.6 Windscreen - Assembly overview 
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1 - Dimension a = 3 mm 
QO  Laterally 


2 - PUR adhesive bead 
Q Adhesive bead cross- 
section width: 
-6..0.7 mm- 
Q Adhesive bead cre c 
section hei pore aa 
-9...1 4amim- (including 
base adhesive layer on 
_ lass and glass flange) 
@ Minimum curing time 
= page 142 
3 - Dimension b = 2.5 mm 
Q On top 


G 4 - Self-adhesive spacer shim 
5 Q 3units 
Q self-adhesive spacer - 
5Z0 845 237- 
Q Glue on body before in- 
stalling the windscreen. 
5 - Windscreen 
Q Remove and install 
= page 127. 


Q Label request for en- 
graving the VIS number 
on windows (Brazil only) 
= page 126 


6 Glass adjustment shim 
Q,Replacement parts 
humber -443 845 631 A- 
O Remove after adhesive 


curing ~“%a).. Haig y wooek 
2 OF 


7 - PUR adhesive cord connection point 
Q PU adhesive application start and end. 


1.7 Windscreen - remove and install 
Removal: 


= Remove the pillar A linings = Body - Internal assembly works; 
Rep. gr. 70 ; Lining / insulation 

- Remove the sunshades = Body - Internal assembly works; 
Rep. gr. 68 ; Internal equipment 


- Remove the internal rear-view mirror = Body - Internal as- 
sembly works; Rep. gr. 68 ; Internal equipment 
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- Insert a protective film on dashboard - VAG 1474/8- -1- - 
V.A.G 1474/8- between windscreen and dashboard. 


- If needed, place the cutting wire -357 853 999.A- -2- with the 
aid of the tube (from the glass removal kit - V.A.G 1755- ) at 
the glass flange. 


- On areas with little clearance, you must distribute the cutting 
wire on the outside and press under the lip with a plastic 
wedge . 


- Pull the cutting wire -357 853 999.A- with the perforating tool 
- VAG 1474/2- (from the glued glass removal kit - VAG 
1474B- ) through the adhesive cord from inside the vehicle. 64-0022 


Wi ks 


Lead the perforating tool- VAG 1474/2- on the glass side as close 
as possible to the body glass flange through the adhesive cord 
so that the sealing lip is not damaged. 


- Fasten the cutting wire tip -357 853 999.A- to the device with 
ratchet - VAG 1654A- . 


- Pull the second cutting wire tip -357 853 999.A- inwards and 
place the handle (from the anchoring tool - VAG 1351-) to hold 
it. nat 


- Place the device with ratchet - VAG 1654A- in “position We 


- Transfer the device with ratchet - VAG 1654A+‘to “position II” 
as the adhesive gets cut. 


- ae the ane (scpareten), preas the paaee vor arts 
.A- against the glass with a plastic.wedge -' 1 - to 
obtain free passage on the glass flange and the dash panel. 


- Remove the glass with the suction:pads - V.A.G 1344- . 


Installation: 

Prepare the undamaged glass to be installed = page 139. 
Prepare the new glass to be installéd > page 139. 
Prepare the body flange for putting:the glass = page 140. 
Assembly instructions = page 1414 : 

Minimum adhesive curing time > page 142 . 


1.8 Side glasses (Fox -‘2-door) - assembly overview 
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1 - Glass internal packing 
QO Fitted to the fitting flange 


Q Incase of replacement, 
install with slight hits 
with a rubber hammer 

Q Install glass internal 
packing > page 130 


2 - Side window 


Q Remove side glass 
= page 129 
Q Install side glass 
= page 131 
Q Label request for en- 
graving the VIS number 
on windows (Brazil only) 
= page 126 
3 - Ceramic painting 
Q around glass from integs’ 
nal side RS 
4- PUR adhesive bead” 


Q Adhesive bead cross- 
section width: 
7.5..00.80;5 mm 


Q Adhesive bead cross- 
section height: 13...15 
mm (ineluding remain- 
ing material on glass 
and glass flange) 


Q_ Minimum curing time 
= page 142 


5 - Dimension a = 3 mm 

6- Dimension b=3mm 

7 - Dimensioh ¢ = 4.5 mm 
a Clearance dimension must be followed, as the distance is necessary for main. oot support fastening 

8 - Dimension 


=3mm 


1.9 Undamaged side glass (Fox - 2-door) - 
remove ©, 


- Remove linings > General Body repairs, interior; Rep. gr. 70.08 
Linings / insulations . Pe}, 


yum 
- Remove B-pillar linings = General body repairs, interior; Rep. 
gr. 70; Linings / insulations 


- Remove the C-pillar lining = General body repairs, interior; 
Rep. gr. 70 ; Linings/insulation 
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- Remove glass internal packing -1-. 


- Pull cutting wire - 357 853 999.A- with perforating tool - VAG 
1474/2- (of -V.A.G 1474.B- ) through adhesive card to vehicle 
interior. 


- On areas with little clearance, you must distribute the cutting 
wire -357 853 999.A- on the outside and press under the lip 
with a plastic wedge . 


- Place the cutting wire around the side glass. 


- Pull external cutting wire end with a handle VAG 1351/1 using 
adhesive cord through vehicle interior. 


- Fasten the other cutting wire edge in the device with ratchet - 
VAG 1654A- and cut glass adhesive. Change device with 
ratchet - VAG 1654A- position until complete adhesive cord 
cut. 


- During the cutting (separation), press the cutting wire end 
against the glass with the plastic wedge to obtain free passage 
on the glass flange. 


1.10 Damaged side glass (Fox:= 2-door) - re- 
move 


Removal of damaged side glass is carried out the same way as 

described for rear glass removal > page 135 . 

1.11 Side glass internal trim: (Fox - 2-door) - 
install 


When replacing packing, install the new part with a rubber ham- 
mer. 


For partially removed packing, it is necessary to press packing 
sides before assembly. 
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— Install side glass internal packing -1- with centered vulcanized 
splice -arrow A- in window cut flange -arrow B-, and open over 
flange uniformly. 


1.12 Side glass (Fox - 2-door) - install 


When placing the side glass, you must maintain a 4.5 mm clear- 
ance between the upper glass corner and the glass flange on the 
side panel. That distance is occasionally necessary for main roof 
support fastening. 


Prepare the undamaged glass to be installed > page 139 . 

Prepare the new glass to be installed = page 139 . 

Prepare the body flange for putting the glass = page 140. 

Assembly instructions = page 141. 

Minimum adhesive curing time = page 142 . 

1.13 Side glass (Spacefox / Suran) - assembly overview 
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1 - PUR adhesive bead 
Q Adhesive bead cross- 
section width: 8...9 mm 
Q Adhesive bead cross- 
section height: 9...11 
mm (including remain- 
ing material on glass 
and glass flange) 
Q > Minimum curing time 
=> page 142 
2 - Side window 
Q Remove non-damaged 
side window 
= page 133 
Q Remove damaged side 
glass > page 133 
Q Install side glass 
= page 133 


Q Label request for en- 
graving the VIS number 
on windows (Brazil only) 
= page 126 


a=3mm 


3 - PUR adhesive cord con- 
nection point 


Q PU adhesive application 
start and end. 


4 - External door trim 
5 - Self-adhesive spacer shim 
Q 4 units 


Q self-adhesive spacer - gg = 
5Z0 845 237- RE4-10100 


Q Glue on body before installing the glass. 
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Sa 


VAG 1474/2 


1.14 Undamaged side glass (Spacefox / Sur- 
an) - remove 


- Remove the C and D-pillar coverings = General body repairs, 
interior; Rep. gr. 70 ; Lining / insulation . 


R64-10102 


- Insert the perforating tool - VAG 1474/2- between the glass 
and the glass frame, perforating the adhesive cord. Insert the 
cutting wire - 357 853 999 A- in the hole,in the tool end, then 
pull the perforating tool - VAG 1474/2- and bring the wire to 
inside the vehicle. 


- Fasten the cutting wire in the inner anchoringstool - VAG 
tore and the outer end with the traction cable - VAG 


- Traction the cutting wire through the traction cable - VAG. 
1351/1- and successively change the position of anchoring 
tool - VAG 1351- until cutting the adhesive completely. 


VAG 1351—“ 


R64-10103 


1.15 Damaged side glass (Spacefox / Suran) 
- remove 


Removal of damaged side glass is carried out the same way as 
described for rear glass removal = page 138 . 


1.16 Side glass (Spacefox / Suran) - install 


When placing the side glass, you must maintain a 3 mm clearance 
between the upper glass corner and the glass flange on the side 
panel. 


Prepare the undamaged glass to be installed = page 139 . 
Prepare the new window to be installed = page 139. 
Prepare the body flange for putting the glass = page 140 
Assembly instructions = page 141 

Minimum adhesive curing time = page 142 
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1.17 Rear window (Fox) - assembly overview 


1 - Rear window 

Q Remove rear window 
= page 134 

Q Install rear window 
= page 136 

Q Label request for en- 
graving the VIS number 
on windows (Brazil only) 
=> page 126 


2 - Defogger terminal 
3 - Sealing 
Q For rear window wiper 
Q Observe assembly posi- 
tion: rabbet facing up- 
wards. 
4 - PUR adhesive bead 
Q Cord cross-section. -b- 
width: 6...7mm_¢ 
Q Cord cross-section -c- 
height: 9...11 mim (in- 
cluding remaining mate- 
rial on glass afd glass 
flange) é 
Q Minimum adhesive cur- 
ing time > page 142 
5 - Self-adhesive spacer shim 
Q 6units 4 
Q Self-adherent. 
Q Glue on body before in- 
stalling the glass. 
Q self-adhesive spacer - 
5Z0 845 237- © 


6 - Dimension a = 3 mm 


7 - Dimension b = 4 mm %, $ : 


8 - Dimension c = 3mm 


1.18 Undamaged rear window (Féx) - re- 
move 


- Remove the rear door lining = General body repairs, interior; 
Rep. gr. 70 ; Lining / insulation 

- Disconnect rear glass defogger connections and press contact 
terminals on the glass. 


— Remove the additional brake light > Electrical equipment; 
Rep. gr. 94 ; Switches, lights and external lamps 


- Remove the rear window wiper motor = Electrical system; 
Rep. gr. 92 ; Windscreen, rear window and headlight wiper 
and washer 


- If necessary, bend the handle (from - V.A.G 1474.B- ) a little 
downwards to avoid too much tension on the rear window. 
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- Slightly open the lid and join the handle to the adhesive cord 
(use the rear window side area). 


The handle must be guided as close as possible to the window. 


—- Pull one end of the cutting wire inwards (use pliers and safety 
gloves). 


- Place the cutting wire around the rear window. 


- Pull the external end of the cutting wire inwards and fasten the 
handle to hold it. 


- Mark the entire flange perimeter -1- with reinforced adhesive 
tape. 


- Fasten the ends of the cutting wire to the device with ratchet 
- VAG 1654A- . 


- Place the'device with ratchet in “position |’. 


- Transfer the device with ratchet accordingly and cut (separate) 
the glass; 


- During the:cutting, press the cutting wire against the glass with 
the plastic.wedge to obtain free passage on the glass flange. 


Fi64-0031 


1.19 Damaged rear window (Fox) - remove 


- Protect the body ahd the internal compartment from glass 
chips. 


- Eliminate the glass chips‘until removing the adhesive sealing 
material. 


- Disconnect glass defogger connections: 


- Mark -arrows- the entire flange perimeter and the lid border 
with reinforced adhesive tape. 


- Cut the adhesive (with glass remains) at the glass cut with a 
blade - VAG 1561/10- (with limiter roll). 


A DANGER! 


/t is mandatory to wear safety goggles and safety gloves. 
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1.20 Rear wind6w (Fox) - install: 

Prepare the undamaged glass to be installed = ae 139, 
Prepare the new glass to be installed = page 139 . 
Preparé the body flange for putting the glass = page 140. 
Assembly instructions = page 141 . 

Minimum curing time = page 142. 


1.21 Rear glass (Spacefox / Suran) - assembly overview 


1 - Rear window 
Q Remove non-damaged 
rear window 
= page 136 
OQ Remove damaged rear 
window = page 138 
Install rear window 
Label request for en- 
graving the VIS number 
on windows (Brazil only) 
= page 126 


a=3mm 


Q 
=) 


2 - Sealing 
Q For rear widow wiper 
Q Observe assembly’posi- 
tion: rabbet facing up- 
wards. 
3 - PUR adhesive bead 


Q_ Cord cross-section -b- 
width: 6...7 mm 


Q Cord cross-section -c- 
height: 9...11 mm (in- 
cluding remaining mate- 
rial on glass and glass 
flange) 


Q Minimum adhesive cur- 
ing time > page 142 
4 - Self-adhesive spacer shim 
Q 6 units 
Q Self-adherent 


Q Glue on rear lid before 
installing the glass. 


QO self-adhesive spacer - 
5Z0 845 237- 


1.22 Undamaged rear glass (Spacefox / Sur- 
an) - remove 


- Remove the rear door lining = General body repairs, interior; 
Rep. gr. 70 ; Lining / insulation 


- Disconnect rear glass defogger connections and press contact 
terminals on the glass. 


R64-10101 
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- Remove the additional brake light = Electrical equipment; 
Rep. gr. 94 ; Switches, lights and external lamps 


- Remove the rear window wiper motor = Electrical system; 
Rep. gr. 92 ; Windscreen, rear window and headlight wiper 
and washer 


D VAG 1474/2 


- Insert the perforating tool - VAG 1474/2- between the glass 
and the glass frame, perforating the adhesive cord. Insert the 
cutting wire - 357 853 999 A- in the hole in the tool end, then 
pull the perforating tool - VAG 1474/2- and bring the wire to 
inside the vehicle. = 


- Enelrele the entire glass with the cutting wire - 357 853 999 
re 5 
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—————— 


SS a 


VAG 1351/1 


VAG 1654A 


Mogg. 
- Fasten the cutting wire inside the ‘tile in in the anchoring tego 
sue ABSA hes and the outer end to the tra ction cable ~ 


- Place the device with ratchet - VAG 1654A- in “position |”, and 
traction the wire. 


- Transfer the device with ratchet - VAG 1654A- to “position II” 
as the adhesive gets cut. 


- During cutting, press the cutting wire -357 853 999.A- against 
the glass with the plastic wedge -VAG 1474/5- to obtain free 
passage on the glass flange. 


- Traction the cutting wire through the traction cable - VAG 
1351/1- and successively change the position of anchoring 
tool - VAG 1351- until cutting the adhesive completely. 


- Remove the glass with the suction pads - V.A.G 1344- . 

1.23 Damaged rear glass (Spacefox / Suran) 
- remove 

Prepare the undamaged glass to be installed = page 139 . 

Prepare the new glass to be installed = page 139 . 

Prepare the body flange for putting the glass = page 140 . 
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Assembly instructions = page 141. 
Minimum curing time = page 142 . 


1.24 Undamaged glass - prepare*for install 


A WARNING 


@ When handling chemicals follow.the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


(a) Note 


@ When reusing undamaged glass, reduce the adhesive cord 
layer to between 1 and 2mm of height and do not damage the 
primer and ceramic coats. 


@ The adhesive bead coat serves‘as a base for the new adhe- 
sive. 


@ Do not apply primer or cleaning solution to treat the adhesive 
surface. Keep the adhesion surface free from dirt and grease. 


Wet 07 


@ Exception. If the adhesion is not performed immediately after 
reducing the coat, then the adhesive cordi/ayer must be acti- 
vated with the activator activator - D 181 80PA71 ou D 181 801 
M1- with the applicator - D 009 500 25-.. 


@ The activator must not touch the painted surface, as it willre- 


sult in damage to the latter. The drying time is approximately 
10 minutes. 


1.25 New glass - prepare for install 


@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


- Install two suction pads - V.A.G 1344- for glass handling. 


- Clean the glass edge throughout about 20 mm of its perimeter 
with the cleaning solution -D 009 401 04-. 


- Rub the glass edge dry with a clean cloth. 


(a) Note 


For vehicles in the Brazilian market, use primers from the glass 
gluing kit. 


1, Glasses glued with adhesive 1 39 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


- Apply a thin layer of the activator - D 181 801 At / M1- with 
the applicator - D 009 500 25- -1- (felt sphere*with wire) on 
area -b- of the window only. 


@ a=area with ceramic paintwork. 
@ b=area for application of the activatorand primer. 


@ c=area for application of the PU adhesive. 


- The drying time of the activator - D 181 801 A1 / M1- is 10 
minutes. 


- Apply, on area -b-, the primer - D 009:200 02- with the appli- 
cator - D 009 500 25- -1- (felt sphere with wire) on area -b- of 
the window only. The drying time of the‘primer is 15 minutes. 


@ b=12+0.04in 


(a) Note 


@ After applying the primer, the surface cannot be touched tnder 
any circumstances. 


@ The area -c- is reserved for applying the adhesive bead. 


1.26 Body flange - prepare to install the win- 
dow 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


R64-10085 
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(a) Note 


° 


o 


1 


Cut body flange adhesive excess with?5-min Blade'=" VAG. 
1561/8-. Keep a small layer for adhesive cord anchoring. 


The adhesive bead layer.works as a base for the new adhesive 
bead. 


Do not apply primer or cleaning solution to the cut adhesive 
bead surface. Keep the gluing surface free from dirt and 
grease. 


The activatormust not contact the painting - otherwise, the 
painting willbe damaged. 


If the adhesion is not performed immediately after reducing the 
coat, then-the adhesive bead layer must be activated with the 
activator -D 181 801 A1/M1-. See the corresponding table 
= page 126. 


/f flange has been repainted, apply primer - D 009 200 02- with 
applicator D 009 500 25-. See the corresponding table 


= page 125. 


Glue the self-gluing buffer spacers - 5Z0 845 237- to the flange 
of the window frame. 


net. Assembly instructions 


A DANGER! 


The glass must be placed within 10 minutes, otherwise its ad- 
hesion will be compromised. 


‘an 
\ 
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@ Place the glass on the body frame using two suction pad grip- 
pers - V.A.G 1344-, align and press inwards the spacer or the 
side glass packing (side glass). 


@ Apply the adhesive throughout the contour and at a straight 
angle in relation to the window. 


@ The beginning and end of the application of the PU adhesive 
DA 009 100 (see correspondence table = page 125 ) must 
coincide with the lower centre of the glass. 


@ Windscreen clearance dimensions = page 126 . 
@ Side glass clearance dimensions (Fox) = page 128 . 


@ Side glass clearance dimensions (Spacefox / Suran) 
= page 131. 

@ Clearance dimensions for rear glass (Fox) > page 134. 

¢@ Clearance dimensions for rear glass (Spacefox / Suran) 
= page 136. 

¢ Fasten the windscreen during curing time with the windscreen 
shims -443 845 631 Aw 


¢ If there were originally installed warning tags (for example, for 
Airbag), they’must be re-installed. 


@ When placing the sealing packing for the rear window wiper 
motor shaft, follow the assembly position (Fox and Spacefox / 
Surah). The marking -arrow- points upwards. 


The activator cannot be applied over the defogger fillets. 


¢ “There are markings on the right and left sides of the rear win- 
dow for adhesive application. 


¢ Fasten the rear window with adhesive tape during the curing 
time. 


4 \|f adhesive cord is applied out of specified dimensions, it may 
spread over defogging filaments. In this condition, the adhe- 
sive must be removed. 


uy Note 


Check for water infiltration by hosing (without pressure) the 
&xternal surface of the vehicle. Carefully observe the inside of 
the, vehicle. 


@ Etchthe VIS number on the replacement windows (Brazil only 
= page,126 ), material to be used, > Chemical Material Man- 
ual; Repigr. 00 ; Chemical Material Manual - List ofauthorized 
products . 


1.28 Minimum adhesive drying time 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 
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(a) Note 


@ Inthe event windows are to be replaced, certain requirements 
must be fulfilled in order to abide by the operational safety 
norms, even in the event of accidents. 


The vehicle may be delivered to the client 3 hours after repair. 
Inform the client of the precautions to be taken during the total 
adhesive drying time. 


¢ The adhesive reacts with air humidity. The infiltration test ac- 
celerates the drying process of the adhesive. 


Type of glass |Vehicle | Window adhe- | Minimum | Total dry- 
sive drying | ing time 
time 
Windscreen |With and |DH 009 100 or} 3 hours | 72 hours 
without Kit for gluing 
airbag windows 


Side and tear 
windows 


During this time, the,vehicle must remain on a flat surface.and at 
room temperature (at léast 59 °F). 


A DANGER! 


The vehicle can only be delivered to the client after the mini- 
mum drying time because the safety requirements will only be 
fulfilled after this time. 


1.29 Paint damage - repair 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


Repaint following the procedures described in = Paint Manual - 
Paint repair in on steel plates and zinc-coated steel plates . 


If damages to paint occur in areas which are not visible from out- 
side, apply body primer - D 009 200 02- 


(a) Note 


@ Minimum drying time of 10 minutes 


@ Only if the damage is located in the area covered by the com- 
ponent, otherwise the part must be repainted. 
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1.30 Cleaning in case of resulting adhesive 
residues 


¢ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
CatalogueETKA” 


- We recommend, as cleaning product, the use of adhesive re- 
mover - B 002 000 A2- . Follow the safety rules during the 
application. 


A DANGER! 


When cleaning from the vehicle cabin, do not press inside out 
a glass that has just been placed (cured adhesive). 


- First, clean*the painted surface with a dry cloth. Eliminate dirt 
remains withthe adhesive remover - D 002 000 A2- 


- Clean the plastic coating: Let the polyurethane adhesive dry 
(approximately thour), then remove it. 


1.31 Data stickers 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 
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@ Pressure roll - 3356- 


(a) Note 


The following procedure describes the removal and installation of 
the airbag sticker; this procedure applies also to the removal of 
all other windscreen stickers. 


Remove 


(a) Note 


Heat the data sticker using the hot air blower - VAG 1416- prior 
to removal 


wage 8G. Volkswagen aq 


vc) 
- Detach the data sticker using a plastic spatula. oe 
ie 
- Clean the windscreen with the adhesive remover - P02 000 
- & 
Install & 
> 


- Align the data sticker -2- as per the respective dimensions and 
attach the sticker -2- to the windscreen ot. Use pressure roll 


a=50mm 
b=53mm 
c=47mm 
d=46mm 
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2 Door window glass 


2:1 Front door window glass (2-door) - assembly overview 


1 - Door window glass 
Q Label request for en- 
graving the VIS number 
on windows (Brazil only) 
= page 126 
Q Remove and install 
=> page 147 
2 - Door window external trim 
Q fitted onto flange 


3 - Door groove 
Q fitted onto flange 

4 - Door window internal trim 
Q fitted onto flange 


5 - Door 


6 - Window drive mechanism 
Q Remove and install 
= page 151 


7 - Power window drive mech- 
anism 


Q Remove and install 
= page 151 
8 - Washer 
Q 5S units 
9 - Pop rivet 
Q 5S units 
Q Replace 


Q_ Drill the rivet for disa: 
sembly 


10 - Pad 
Q Torque: 3.5 Nm 
Q 3 units Z 
Q replace whenever mechanism -6)-or -7- is removed. 

11 - Window drive motor Dy 
Q Remove and install = page 151 “ na, 40 


Ag, yor 
Da, een sn 
‘We spen 
WO1y ow 
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2:2 Front door window glass (4-door) - Assembly overview 


1 - Door window glass 
Q Remove and install 
= page 147. 
2 - External trim 
Q Remove and install 
= page 153 
3 - Chute 
Q Remove and install 
= page 153 
4 - Internal trim 
Q Remove and install 
= page 153 
5 - Door 
6 - Manual window drive mech- 
anism rl ae 


Q Remove and install ‘ 
= page 152°" 


7 - Power window drive mech- 
anism 


Q Remove and install 
page 151. 

8 - Washer = ; | 

Q Sunits \ | 

9» Pop Rivet \ \ ¥ 

5Q 5units Vy 


Q Drill rivet for disassem- | | c . /' } i 
bly 4 


{0 - Pad 


7 6 
R64-0039 


@ replace whenever mechanism -6 -or -7- is removed. 
11 “Window drive motor 
‘emove and install > page 151 


2.3 : ‘Front door window glass - remove a’ 
install, 


fp, 
Removal: Peja, 91044 


de 


on 
qyuooe™ 


- Remove the front door lining = General body repairs, interior; 
Rep. gr. 70 ; Lining / insulation 


- Partially remove the sealing membrane. 
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- Lower door window glass until the support is accessible on the 
window activation mechanism. 


- Unlock locks -1- manually. 


- Use a screwdriver to unlock the glass support in the glass ac- 
tivation mechanism support. Turn the screwdriver to unlock. 


- Disengage the activation mechanism glass support. 


- Lift the door window glass from behind, turn outside the door 
forward and, towards -arrow-, forwards. 


Installation: 


Installation is performed in the reverse sequence; in this case, 
observe the following: 


- After assembling the door window glass, you must check the 
operation of the window drive mechanism. 


2.4 Convenience system window drive 
mechanism (automatic window closing 
and opening mechanism) with force lim- 
iter (anti-crushing function) 

The front window drive mechanisms are additionally equipped 


with the automatic window closing and opening mechanism for 
the vehicles with convenience system. 


The automatic window opening and closing switches for the front 
window are located at the driver's door control. The switches for 
the passenger's door are equipped with a two-level function. 


If the respective switch is pushed or pulled up-to the first level, the 
front window opens or closes manually. 


If the switch is completely pushed or pulled up to'the second level, 
the window will open or close automatically. 


Additionally, on the passenger's door there is an additional switch 
for the passenger's door window. 


All power drive mechanisms are equipped with a force limitefan- 
ti-crushing device). The window closing is automatically interrup~ 
ted when an obstacle blocks the closing route. 


However, that is not valid for window closing determined from the 
outside, with the ignition key. In this case, there is no force limi- 
tation. 
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2.4.1 Operation of the window drive mecha- 
nism with the ignition turned on 

Opening: 

Switch on the driver's door 


- Press the switch up to the‘first level. The window glass is 
opened while the switch is pressed down or when the final 
position is reached. 


- Briefly press the switch down to the second level. The window 
glass opens automatically (automatic lowering). 


- If the switch is operated-again, the window glass will stop im- 
mediately. 


Switch on the passenger's ‘door 


- Press the lower switch surface. The window glass is opened 
while the switch is pressed down or when the final position is 
reached. 


Closing: 
Switch on the driver's door 


- Pull switch up to the first level. The Window glass is closed 
while the switch is pulled or when the final position is reached. 


- Briefly pull the switch up to the second level. The window glass 
closes automatically (automatic closing). 


- If the switch is operated again, the window glass will stop im- 
mediately. 


Switch on the passenger's door 


- Press the upper switch surface. The window glass is closed 
while the switch is pressed down or when the final position is 
reached. 


2.4.2 Operation of the window drive mecha- 
nism with the ignition turned off 


The window drive mechanisms can still be operated for approx. 
10 minutes after the ignition is turned off, while the driver's or the 
passenger's door is not opened. 


For window closing, there is no automatic closing function avail- 
able. 


If the driver's or the passenger's door window cannot be closed 
due to mobility problems or the presence of an obstacle to the 
closing (force limiter), the window glass immediately opens. 


In this case, the window glass can only be closed again if the 
ignition is turned on. 


The window glasses can still be opened or closed from the outside 
in vehicles with central locking. For this purpose, the key only 
needs to be pressed in the closing or opening position. 
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2.4.3 Actuation of automatic window closing 
and opening mechanism 


(a) Note 


After disconnecting / connecting the battery of the vehicle or after 
some actuations of the force limiter function, the automatic door 
window closing and opening mechanism will be disabled. 


For enabling this function, we should follow the procedure below: 


- Press the key until fully closing the window glass and keep it 
pressed for a few seconds. Repeat this operation for the other 
door window glass keys that have this function disabled. 


By pressing or pulling a button until the first level, the window 
opens or closes while the button is being activated. 


The door window glass opens automatically (automatic opening) 
or closes automatically (automatic closing) whenever pressing or 
pulling the key briefly. 


The glass will stop at the current position if the key is pressed 
while the door window glass opens or closes. 


After turning the ignition off, there is no one-touch opening and 


closing function, even when the key is still inserted in the ignition 
cylinder 


2.4.4 Force limiter function (anti-crushing de- 
vice) 


* Condition: Automatic window glass closing and openirig func- 
tion disabled. 


+ Ignition key inserted in the ignition cylinder and‘ignition on. 


- Close the door window glass with the window-drive switch 
(automatic closing). 


(a) Note 


The door window will stop and the glass will move backward some 
centimetres if the door window does not close due to an obstacle 
(force limiter was activated). 


* Ignition key inserted in the door lock cylinder or the remote 
control is actuated through the outer portion of the vehicle. 


- Turn the door lock cylinder with the ignition-key in the closing 
direction or actuating the remote control in the locking direc- 
tion. 


(@] Note 


When the force limiter is activated, the door window will stop on 
closing and move backward a few centimetres when hitting an 
obstacle. The alarm horn emits three sound warnings “Beeps” 
and the ‘Led’of the alarm system in the door locking pin frame 
remains steadily lit up. 
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2.5 Electrical window drive mechanism - re- 
move and install 
Removal: 


- Remove the front door lining = General body repairs, interior; 
Rep. gr. 70; Lining / insulation 


- Partially remove the sealing membrane. 


- Lower door window glass until the support is accessible on the 
window activation mechanism. 


- Unlock locks -1- manually. 


- Use a screwdriver to unlock the glass support in the glass ac- 
tivation mechanism support. Turn the screwdriver to unlock. 


- Disengage the activation mechanism glass support. 


- Drill pop rivets -1-, lift the window activation mechanism from 
the couplings -2- and remove downward out through the as- 
sembly opening. 

Installation: 


{neta is performed in the reverse sequence, observing the fol- 
lowing: 


- Replace mountings -arrows-. Fasten new mounting to a Tor- 
que of: 3.5:;Nm. 


- Fasten glass activation mechanism to door with pop rivets; do 
not forget washers in this case. 


- After assembling the door window glass, you must check the 
operation of the window drive mechanism. 


2.6 Window drive motor - remove and install 
Removal: 


— Remove window activation mechanism = page 151 . 


N64-0042 
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- Unscrew fastening screws,-atrows-. 
- Remove motor -1- from glass activation -2-. 


Installation: 


Installation is performed in the reverse sequence; in this case, 
observe the following: 


- Tighten fastening screws with: 
Torque: 3.52Nm 


- Before‘installing the window drive mechanism, you must 
check its operation. 


2.7 Front door window winder - remove and 
install 
Removal: 


- With the‘door window fully closed, move the crank spacer in 
the indicated direction. 


- Disengage'the crank and remove it. 


- Remove the door lining = General body repairs, interior; Rep. 
gr. 70 ; Lining Pinsulation . 


- Partially remove thé-sealing membrane. 


- Lower door window glass until the support is accessible on the 
window activation mechanism. 


- Unlock locks -1- manually. 


- Use a screwdriver to unlock the glass support in the glass ac- 
tivation mechanism support. Turn the screwdriver to unlock. 


- Disengage the activation mechanism glass support. 
- Push the door's window glass up, and lock it. 


- Drill pop rivets, lift the window activation mechanism from the 
couplings and remove the set downward out through the door 
opening. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval, considering the following: 


- Fasten door glass activation mechanism with pop rivets and 
do not forget washers. 
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- Position the crank at 45° in the indicated direction and fit the 
spacer. 


- After assembling the door window glass, check the operation 
of the window activation mechanism. Figure -arrow- points 
wheeling direction. 


Tara 0008 


2.8 Front door window channel - remove 
and install 

Removal: 

- Remove the door window = page 147 . 


- Carefully disengage and remove the channel. 


Installation: 
- Installation is performed in the reverse sequence tothe rex 
moval. 
2.9 Front door window internal trim - remove 
and install 
Removal: 


- Remove the door lining = General body repairs, interior; Rep. 
gr. 70; Lining / insulation’. 


- Remove the trim by disengaging it from the door. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


2.10 Front door window external trim - re- 
place 

Removal: 

- Disengage trim and remove it. 


Installation: 
- Installation is performed in thé, reverse sequence to the re- 
moval. 
2.11 Rear door window glass - assembly overview 
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Top 


1 - Door window glass 
Q Label request for en- 
graving the VIS number 
on windows (Brazil only) 
=> page 126 
Q Remove and install 
=> page 155 . 
2 - Door window fixed glass 
Q Remove = page 159. 


3 - Rear chute 
4 - Insert 
5 - Rear guide rail 


Q Remove and install 
= page 158 


6 - Bolt 
Q Torque: 5.5 Nm 
7 - Plug 
8 - Door 
9 - Window drive mechanism 


Q Remove and install 
= page 156. 


10 - Power window drive 
mechanism 


Q Remove and install 
= page 156. 


11 - Pop Rivet 

Q 5S units 

Q_ Drill the rivet for disas- - 

sembly 

12 - Washer 

Q 5S units 
13 - Pad 

Q Torque: 3.5 Nm 

Q 3 units 

Q Replace whenever mechanism -9 -or -10- is removed. 
14-Cap 
15 - Window drive motor 

Q Remove and install = page 156 


16 - Internal trim 

Q Remove and install = page 158 
17 - External trim 

Q Remove and install > page 159 
18 - Chute 

Q Remove and install > page 158 
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2.12 Rear door window glass - remove and 


install 


Removal: 


Installation: 


Remove the door lining = General body repairs, interior; Rep. 
gr. 70; Lining / insulation . 


Partially remove the sealing membrane, 


Lower door window glass until the.support is accessible on the 
window activation mechanisms” 


Unlock locks -1- manually 


Use a screwdriver to unlock the glass support in the glass ac- 
tivation mechanism sapport. Turn the screwdriver to unlock. 


Disengage the activation mechanism glass support. 
Remove upper screw from rear guide rail. 

Remove internaEpacking from door. 

Unlock grove upward in rear guide rail section. 


Move thread -1- by‘pushing it upward until its lock -arrow- is 
released. 


Remove thread. 


Then, lift door window glass.carefully removing it from the door 
internal side. 


Installation is performed in the reverse sequerice to the re- 
moval. 


2.13 Rear door window power activation 


mechanism - remove and install 


Removal: 


Remove the door lining = General body repairs, interior; Rep. 
gr. 70; Lining / insulation . 


Partially remove the sealing membrane. 
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- Lower door window glass until the support is accessible on the 
window activation mechanism. 


- Unlock locks -1- manually. 


- Use a screwdriver to unlock the glass support in the glass ac- 
tivation mechanism support. Turn the screwdriver to unlock. 


- Disengage the activation mechanism glass support. 

- Push the door's window glass up and immobilize it. 

- Drill “pop” rivets, lift the window activation mechanism from the 
couplings, and remove the set downward out through the door 
opening. 

Installation: 


- Installation is performed in the reverse sequence to the re- 
moval, considering the following: 


- Fasten door glass activation mechanism with “pop” rivets and am) 
do not forget washers. 


2.14 Rear door window drive motor - remove 
and install 


Removal: 

- Remove window powér activation mechanism = page 155 . 
- Unscrew fastening screws -arrows-. 

- Remove engine -1- from glass activation mechanism -2-. 


Installation: 


Install is pérformed in the reverse sequence, observing the fol- 
lowing: 


- Tighten the fastening bolts to a Torque of: 3.5 Nm. 


(i Note 


Before installing the window power activation mechanism, check 
its operation. 


2.15 Rear door window drive mechanism - 
remove and install 
Removal: 


- With the door*window fully closed, move the crank spacer in 
the indicated diréction. 


- Disengage the crank’and remove it. 


- Remove the door lining = Géheral body repairs, interior*Rep. 
gr. 70; Lining / insulation . : 


- Partially remove the sealing membrane. 
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- Lower door window glass until the support is accessible on the 
window activation mechanism. 


- Unlock locks -1- manually. 


- Use a screwdriver to unlock the glass support in the glass ac- 
tivation mechanism support. Turn the screwdriver to unlock. 


- Disengage the activation mechanism glass support. 
- Push the door's window glass up, and lock it, : 


- Drill pop rivets, lift the window activation mechanism from the’ 


couplings and remove the set.downward out through the door 
opening. 
Installation: 


- Installation is performed in the reverse sequence to the re- 
moval, consideririg the following: 


- Fasten door glass activation mechanism with “pop” rivets and 
do not forget washers. 

- Position the:crank at 45° in the indicated direction and fit the 
spacer. 


- After assembling the door window glass, check the operation 
of the window activation mechanism. Figure -arrow- points 
wheeling direction. 


2.16 Door window activation crank - remove 
and install 


Removal: 


- With the door window fully closed, move the crank spacer in 
the indicated direction. 


- Disengage the crank and remove it. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval, considering the following: 


Tra 0008 
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- Position the crank at 45° in the indicated direction and fit the 
spacer. 


- After assembling the door window glass, check the operation 
of the window activation mechanism. Figure -arrow- points 
wheeling direction. 


2.17 Rear door glass rear guide rail - remove 
and install 

Removal: 

- Remove rear door window glass = page 155. 

- Remove screws from rear guide rail “arrows”. 


- Move rear door glass upper chute away along with the fixed 
glass. 


- Remove rear guide rail, disengaging it from the door. 


Installation: 


- Installation is performed in thé reverse sequence to the re- 
moval. 


2.18 Rear door window channel - remove and 
install 

Removal: 

- Remove the-door window = page 155 . 

- Remove rear guide rail from rear door = page 158 

- Carefully disengage and remove groove along with rear door 
fixed glass. 

Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


2.19 Rear door window internal trim - remove 
and install 
Removal: 


— Remove the door lining = Genéra] body repairs, interior; Rep. 
gr. 70; Lining / insulation . 


- Remove the trim by disengaging it from the door. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


Tre n00e 
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2.20 Rear door window external trim - replace 
Removal: 
- Disengage trim and remove it. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


2.21 Rear door fixed glass - replace 
Removal: 
- Remove rear guide rail from rear door > page 158 


- Disengage rear door window glass along with chute. 


Installation: 
- Fit rear door window glass alongwith chute. 
- Install rear door rear guide rail page 158 . 
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6— Exterior e me 
1 Materials used and operational care 
required 
4:4 Auxiliary materials for Brazilian market 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


@ Glass adhesion kit = Chemicals Manual; 
Rep. gr. 00 ; Chemicals 
Manual - List of author- 
ized products - '), 2), 3) 


# Adhesive remover D 002 000 A2! 
* Activator for PP surfaces D181655R1!,4 
# Cutting wire 357 853 999.A 
# Silicone remover LSE 020 100 A3 ! 
# Cleaning solution D009 401 04! 


17) Observe the procedural indications in accordance with the manufacturer's 
prescriptions for packaging disposal 


18) Exclusive option for the Brazilian market, The Kit includes (U-400 HV) 310 ml 
cartridge, primer (primer 5404 A), activator / glass cleaner (primer 5500). 


19) Heat up according to manufacturer instructions Cartridge heater - VAG 1939- 


20) Used only in polypropylene components with no applied base ayer. Reapply 
in the application area in the event the layer has been damaged: 


21) Follow the minimum drying time = page 162. 
1:2 Auxiliary materials for export market 


A WARNING 


@ When handling chemicals follow thesafety instructions > 
Chemical Products Manual; Rep. gts 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


@ 1K Glass adhesive DH 009 100 - 300 ml or DH 
009 100 03-110 mi!,3,4 


@ Activator for PP surfaces 0D 181655R11,2,4 
@ Glass/painting primer D 009 200 024, 4 
@ Cutting wire 357 853 999.4 
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@ Silicone remover LSE 020 100 A3' 
@ Adhesive remover D 002 000 A2! 

@ Cleaning solution D 009 401 04! 

@ Primer applicator D 009 500 25 


22) Observe the procedural indications in accordance with the manufacturer's 
prescriptions for packaging disposal. 


23) Used only in polypropylene components with no applied base layer. Reapply 
in the application area in the event the layer has been damaged. 


24) Heat up according to manufacturer instructions Cartridge heater - VAG 1939- 
25) Follow the minimum drying time = page 162. 
1.3 Matching table 


A WARNING 


¢@ When handling ‘chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


a] Note 


To help understanding, please find below a comparison table for 
materials used in the Brazilian and export markets 


Export Market 
DH 009 100 - 300 


Brazilian Market 
U-400 HV 


PU 1K Adhesive 


D 009 200 02 


Body primer Primer 5404 A 


TA Paint damage - repair 


A WARNING 


¢@ Whén,handling chemicals follow the safety instructions = 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electroqia Parts 
Catalogue “ETKA® 20, , yy 


Repaint = Paint Manual - Paint repair in on steel plates and zinc- 
coated steel plates . 
For paint damages in non visible areas the following repair meth- 
od is recommended: 


- Paint twice (humid on humid) with paint primer - D 009 200 
02- . Use the primer applicator - D 009 500 25- - Minimum 
drying time for the primer is 10 minutes. 
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1.5 Cleaning in case of dirt residues result- 
ing from handling of polyurethane adhe- 
sive (PU) 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


- Apply the adhesive remover - D 002 000 A2- onto the affected 
surface. Follow the safety rules during the application. 


- First, clean the painted surface with a dry cloth. Eliminate dirt 
remains with the adhesive remover - D 002 000 A2- . 


1.6 Minimum adhesive drying:time. 


Minimum adhesive drying timesis the period from the installation: 
of the component until the,délivery of the vehicle to the customer. 
This time is 3 hours. Dyting this period, the vehicle must remain 
on a level surface and at room temperature (minimum 59° F). 


A WARNING 


The vehicle-can only be released after the minimum curing pe- 
riod has elapsed. 
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2 Spoiler 


24 Roof spoiler (Fox) - Assembly overview 


Special tools and workshop 
equipment required 
V.A.G 1474 A _ 


HR 


= 


XN L 
\ a ity i Sy 


V.A.G 1755 


V.A.G 1654/A 


@ Anchoring tool - VAG 1351- 


@ Glass removal tools - VAG 1474B- or Device with ratchet - 
VAG 1654A- 


@ Glass removal kit - VAG 1755- 
S @ Pneumatic adhesive applicator - VAS 5237- 
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2.44 Materials 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


# 2K- adhesive -DA 004 600 A2-' , 2 
@ Mixing tube -D 002 001- 

@ Activator -D 181 801 A1-. 

@ Primer -D 181 71.4°A1- 

@ Cleaning solution -D 009°401 04- 

@ Primer Applicator -D 009 500 25- 

@ Adhesive remover -B'002 000 A2- 

# Cutting wire +357 853 999 A- 


26) Respect the minimum drying time. {page 168 


27) The Adhesive pneumatic applicator -!VAS 5237- must be used with these 
materials. 


2.1.2 Spoiler - Assembly overview 
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1 - Spoiler 
Q Remove = page 165 


Q Install > page 166 


OQ Installation:istructions 


2- Primer application area on 
the body 
& Preparation 
&  zpage 167 
3- Adhesive 
Q Polyol + PUR pre-poly- 
mer 
= 4 - Primer /adhesive applica- 
tion area on spoiler 


Q Preparation 
= page 167 


2.1.3 Spoiler - remove 


A WARNING 


Do not use any metallic cutting wire for removing the spoiler; 
otherwise, the paintwork may be damaged. 


- Clean the spoiler support area so there is no damage to the 
paintwork when removing. 


- Protect the rear door and the roof painting around the spoiler. 
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Position the device with ratchet - VAG 1654A- as shown in the 
illustration and fasten one of the cutting wire ends. The other 
edge must be fixed on rear glass cleaner wiper blade shaft. 


- When cutting, introduce the cutting wire between the spoiler 
and the rear lid with a plastic wedge. 


- Keep traction on cutting wire until approximately half the ve- 
hicle. 


- Reposition device with ratchet - VAG 1654A- as shown in the 
picture, and begin cutting once again from other side. 


— Remove the spoiler. 


2.1.4 Spoiler - install 


ROG-0111 


@ maz 
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1 - Spoiler 
Q Material: ABS + PC 
Q Installation instructions 
= page 168 


2 - Pfimer application area on 
the body 
Q Preparing the body for 
= application of adhesive 
& = page 167 
# Repairing damage to 
paintwork = page 169 


® Note 


Minimum drying time - 


3 - Adhesive 


Q Polyol + PUR pre-poly- 
mer 
Q Minimum-adhesive cur- 
ing time = =ipgas 168 
4 - Primer /adhesive applica- 
tion area on spoiler 199] 
Q Adhesive cord must be: 


@ 3-mm large 


@ 5-mm height 


Q Cleaning the areas af- 
fected by the adhesive 
= page 169 


2:15: Preparing the body for application of ad- 
hesive 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 
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- Thoroughly clean the spoiler installation region. 


(a Note 


Old adhesive layer works as anchoring for the new cord. Adhesive 
application areas should be thoroughly free from dirt or oiliness. 


If spoiler is not installed immediately after cutting old adhesive 
layer -a-, then it shall be activated with activator - D 181 801 A1-. 


A WARNING 


The activator must not contact the painted surface. Otherwise, 
the painting will be damaged. 


@ If rear lid is replaced or repainted, apply primer for body - D 
009 200 02- using the applicator - D 009 500 25- 


2.1.6 Installation instructions 


A WARNING 


® When handling chemicals follow the.saféty. instructions S 
Chemical Products Manual; Rep, gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


- Prepare body for application of adhesive = page 167 


- Remove the adhesive remains with the adhesive remover - D 
002 000 A2- . 


- Moisten a cloth:with the silicone remover - LSE 020 100 A3- . 


- Clean thoroughly the adhesive application area with cloth 
soaked with solvent. 


- Apply Primer:thomogeneously with the applicator - D 009 500 
25-. 


@ The drying time is of approximately 10 minutes. 


- Apply adhesive‘under primer application -a- area on spoiler. 


A WARNING. 


The spoiler must be installed within 10 minutes after applying 
the primer. Otherwise, theadherence will be impaired. 


During the drying period, fastenthe spoiler with masking tape. 


21.7 Minimum adhesive drying time 


Minimum adhesive curing time is the period from the spoiler in- 
stallation to the delivery of the vehicle to the customer. This time 


66-0018 


766-0020 
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is 3 hours. During this period, the vehicle must remain on a leyel 
surface and at room temperature (minimum 59° F). 


(a) Note 


The vehicle can only be released after the. minimum curing period 
has elapsed. 


2.1.8 Repairing damage:to paintwork 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Matetials > Electronic Parts 
Catalogue ‘ETKA” 


Repaint following the procedures described in = Paint Manual - 
Paint repair in on steel plates and zinc-coated steel plates . 


If damages to paint occur in areas whichare not visible from out- 
side, apply body primer - D 009 200 02- 


(a) Note 


Minimum drying time is 10 minutes. 


2.1.9 Cleaning the areas affected by the ad- 
hesive 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


- The painted surfaces should be cleaned using a clean and dry 
cloth. Clean the other areas with the adhesive remover - D 002 
000 A2-. 


(a) Note 


The adhesive remover - D 002 000 A2- is the cleaning agent. All 
safety rules must be followed. 


2.2 Spoiler (Spacefox / Suran) - remove and 
install 


Special tools and workshop equipment required 


2. Spoiler 
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@ Manual pressure gun - VAG 1628- or Pneumatic Adhesive 
applicator for glued glasses - EQ 7434- 
VAG 1628 


# Cartridge heater - VAG 1939- or Cartridge heater - VAG 
1939A- 


V.A.G.1939 


W00-0537 


V.A.G 1351 


 Tractionzcable - VAG 1351/1- 


2.3 Assembly overview 
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1 - Adhesive bead 
Q The adhesive cord must 
be 9 *!mm wide and 6 
*1 mm high. 


Aq. Volkswagen Ag q, 
6. 


2- Spoiler vse" 
Q Remove EY pade 171 
2 Installss"bage 173 
3 - Bolt 
O.2 units 
a Torque: 3 Nm 
42Plug 


Sno 
BM 


2.4 Observations for the execution of the re- 
moval and installation of the spoiler 

Auxiliary materials Brazilian market = page 160 

Auxiliary materials for the export market > page 160 

Matching table = page 161 

Minimum adhesive curing time = page 161 


Cleaning in case of dirt residues resulting from handling of poly- 
urethane adhesive (PU) > page 162 


Paintwork damage - repair > page 161 
2.5 Remove 


A WARNING 


Do not use any metallic cutting wire for removing the spoiler; 
otherwise, the paintwork may be damaged. 


- Clean the spoiler support area so there is no damage to the 
paintwork when removing. 
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- Protect the paintwork of the rear lid and the roof around the 
spoiler with adhesive tape. 


VAG 1351/1 


- Remove plugs and bolts -1- fastening the spoiler. 


- Fasten the cutting wire - 357 853 999.A- to two traction cables 
- VAG 1351/1- . 


- Position the cutting wire between the spoiler and the door and, 
after that, traction the cutting wire through the traction cables 
- VAG 1351/1- . 


— Remove the spoiler. 
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2.6 Install 


2.6.1 Preparing the body for application of ad- 
hesive 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 

¢@ Assignment of Chemical Materials = Electronic Parts 

Catalogue ‘E TKA S90 AG. Volkswagen 4g loo 


ducing it to -1 mm-high, approximately. 
- Remove the paintwork protection masking tape. 


Carefully clean the support area of the spoiler -1- with adhe- 
sive remover - D 002 000 A2- and then apply cleaning solution 


- D009 401 04- 


-é 
o 
= 
S 
s 
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(a) Note 


@ The residual adhésive bead serves as the adherence base for 
the new bead. The gluing areas should be thoroughly free from 
dirt or oiliness.° 


@ For replacement lids/ apply primer - D 009 200 02- with appli- 
cator - D 009-500 25- -1- in the application area of the PU 
adhesive. The drying time of the primer is 10 minutes. 


@ See “Observations for operational execution” = page 171. 


2.6.2 Installation instructions 


A WARNING 


@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


The surfaces where the Primer is'to be applied on should be free 
from residues/dirt. 


- Remove the adhesive remains with the adhesive remover - D 
002 000 A2- . 


- Moisten a cloth with the silicone remover - LSE 020 100 A3- . 
Clean thoroughly the adhesive application area with cloth. 


(a) Note 


@ For replacement spoilers, apply primer - D 009 200 02- with 
an applicator - D 009 500 25- in the application area of the PU 
adhesive. The drying time of the primer is 10 minutes. 


@ See “Observations for operational execution" > page 1771. 


- Cut adhesive dispenser -1- nozzle. 
a=9*!mm 
b=6*!mm 


- Heat the DH 009 100 - 300 ml or DH 009 100 03 - 110 mi 
adhesive cartridge, with cartridge heater - VAG 1939- or car- 
tridge heater - VAG 1939A- . 


66-1012 
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“Goa. , 


$-Volkswag, 


VAG 1628 


REE-10322 


- Apply the adhesive with the application of primer with a manual 
pressure pistol - VAG 1628- or pneumatic adhesive applicator 
for glued windows - EQ 7434- . 


A WARNING 


Pay attention to the sizes of the adhesive thread. 


The roof spoiler must be installed, at the most, 10 minutes after 
applying the adhesive. Otherwise, the adherence will be im- 
paired. 


@ The openings must be at least 1 mm. 
@ During the curing period, fasten the spoiler with masking tape. 
- Position the roof spoiler with the help of an assistant. 
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(a) Note 


@ Cleaning in case of dirt residues resulting from handling of 
polyurethane adhesive (PU) = page 162 


@ Await the minimum drying time = page 162. 
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3 Roof Rack 


3.1 Roof rack (Crossfox) - Assembly overview 


1 - Roof rack 
Q Remove and install 
= page 177 


2 - Rack fastening support 
Q Replace = page 179 
3 - Nut 
Q Torque: 8 Nm 
4 - Roof 
5 - Bolt 
Q Torque: 20 Nm 


| R66-10194 


3.2 Roof rack (Crossfox) - remove and in- 
stall « 


Special tools and workshop equipment required 
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@ Torque wrench - 5 to SONm (1/2” drive) - VAG 1331- 
V.A.G 1331 


Removal: 


- Remove roof lining = General body repairs, interior; Rep. gr. 
70 ; Lining / insulation . 


- Remove nuts -3-. 
- Carefully remove the rack -1-. 


Installation: 
- Carefully place the rack -1= on the roof. 
- Install the nuts -3-. 


- Install the roof lining = Body - Internal assembly works; Rep. 
gr. 70 ; Lining / insulation . 


3.3 Roof rack fastening support (Crossfox) - Assembly overview 
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1 - Guide pin 
Q replacement part 
Q Centering/positioning of 
guide rings -2-and -7-. 
2 - Centering guide ring - conic 
Q_ Distributes load in rela- 
tiorfto roof curvature. 
3- Nut 
Q  réplacement part 
4 - Rack fastening support 
Q Adjust position in rela- 
tion to roof, pushing it to- 
wards the -arrow-. 
5 - Bolt 
Q Torque: 20 Nm 
6 - Roof 
7 - Centering, guide ring - con- 
cave 


Q Distributes load in rela- 
tion to roof curvature. 


R66-10195 


3.4 Roof rack fastening support (Crossfox) - 
replace 


Special tools and workshop equipment required 
@ Torque wrench - 5 to 50Nm (1/2” drive) - VAG 1331- 


V.A.G 1331 


Wo00-0427 
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Removal: 


- Remove roof lining = General body repairs, interior; Rep. gr. 
70 ; Lining / insulation . 


- Remove nuts -3-. 
- Carefully remove the rack -1-. 
- Remove the bolts -5-. 


- Remove the support -2-. 


Installation: 


rie 


The new support has a guide pin -1- to position guide rings -2- 
and -7-. 


- Place the support so the guide pin -1- adjust position of guide 
rings -2- and -7-. 


- Install screws 
rings -2- and - 


- Remove nuts -3=and guide pin -1-. 

- Carefully place the rack -1- on the roof. 

- Install the nuts -3-: 

- Install the roof lining: Body - Internal assembly works; Rep. 
gr. 70 ; Lining / insulation . 


- and push support -2- until immobilizing guide4c 


(Reesor 
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3.5 Roof rack (Spacefox / Suran) - remove 
and install 


Special tools and workshop equipment required 
@ Wedge - 3409- or scraper (5 parts) - VW 037- 
3409 


Torque wrench - 5 to 50 Nm(1/2”drive) - VAG 1331- 
V.A.G 1331 
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1 - Rear fastening cover 
Q Disengage using the 
wedge - 3409- . 
2 - Roof rack 


3 - Front fastening cover 
QO Disengage using the 
wedge - 3409- . 
4 - Spherical washer 
Q 2units 


5 - Nut 
Q 4units 
Q Torque: 20 Nm 


\o 
6 - Fastening clip ot 
Q Replace, as requited 


7 - Fitting pin 
Q Replace, as required 


Removal: 
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eS 
Ay yo 


: a 
- Remove front -3-and rear -1- fastening covers. 49 D9 oot 
M8I01y oy uel 


- Remove nuts -5- and washers -4-. 
- Carefully remove the rack -2-. 


Installation: 
- Place the rack under the roof. 


3. Roof Rack 1 83 
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oses, in part o, 


enone 


Ag p, - 
- oye 


9) 
"91044 


- Install spherical washers -4- and install nuts -5-. 
- Tighten evenly the securing bolts, first from front and then from 


rear fastening. 
Install front -3-and rear -1- fastening covers. 
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3.6 Roof rack fastening support (Spacefox / Suran) - Assembly overview 
1 - Nut 
Q 2units 


Q Torque: 20 Nm 


2 - Spherical washer 
Q 2units 


3 - Supporting plate with seal 
GQ PE Foam 


(a) Note 


The PE foam seal is espential to 
prevent leaking to insid4 the vehicle. 


4 - Washer 
5 - Bolt 
Q 2units 
Q Torque: 20 Nm 
6 - Fastening cover 
7 - Roof rack 


Q Remove and install 
= page 181 


8 - Roof rack fastening support 


FS 
< 
3.7 Roof rack fastening support (Spacefox / 
Suran) - replace 6 
J 3, 
Removal: £ 3 
- Remove the root tack = page 181. g 
- Remove rooflining = General body repairs, interior; Rep. gr. 8 
70 ; Lining / insulation . a 
a 8 
2 g 
4 > 
i S$ 
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G. Volk 
wasn agen AG. Volkswagen 4g, 
% 
Fox 2010 > Fox'3014 >» , SpaceFox 2011 > “arg ‘o 
General body reals, exterior - Edition 01.2017 S 


dog, 
“Soy 


- Remove secuting bolts -5- from support. 


oF 
np 
ite 


Installation: 


7) 


- Place the. support -8-, and install securing bolts -5- to support. 


(F) roe 


Check: inadvance the conditions of the PE foam in the supporting 
plate with seal -3- to avoid potential leaking. 


@ 


— Remove roof lining = General body repairs, interior; Rep. gr. 
70 ; Lining / insulation . 
a 


Og 


— Install the roof rack = page 181 . 
€ 
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4 Inscriptions 
Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


# Pressure roll - 3356- 


41 Volkswagen Badge - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assigniment.of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA”, 


Removal: 


(a) Note 


Before removing, heat the badge -2- using the hot air blower - 
VAG 1416- 
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Fox: 


pw 


Spacefox / Suran: 


Rb6-10378 


yun 
008? 
ayyovP 


- Clean the badge gluing area -1- on the rear lid with the adhe- 
sive remover - D 002 000 A2- . Rub the surface with a cloth 


until it is completely dry. Q 3 
@ & 
Installation: 3 = 
° & 
- Remove the liner from the double-sided tape, position the J 
badge -2- on the rear lid and attach it. = 


G, 
cy 


R56-10375 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


Removal: 


(@] Note 


Before removal, you must heat up the badge with the hot air 
blower - VAG 1416-. 


Detach the badge with a plastic scraper. 
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- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04- . Rub the sur- 
face with a cloth until it is completely dry. 

Installation: 


- Remove the double-sided tape liner and glue the badge as 
indicated. Use pressure roll - 3356- 


a=15mm 
b=35mm 


@ Wherrhandling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


#° Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


Removal: 


(a) Note 


Heat the badge using the hot air blower - VAG 1416- prior to re- 

moval 

- Detach the badge with a plastic scraper. 

- Clean the boot lid using the adhesive remover - D 002 000 
A2- , and apply the cleaning solution - D 009 401 04-. Rub the 
surface with a cloth until it is completely dry. 

Installation: 


=, Remove the double-sided tape liner and glue the badge as: 
indicated. Use the pressure roll - 3356- . 


a= 34mm 
b=95.2 mm, 
c=90mm 


ee] 
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4.4 Version lettering (Fox - iMotion) - re- 
place 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


Removal: 


ine 


Heat the badge using the hot air blower - VAG 1416- prior to re- 

moval 

- Detach the badge with a plastic scraper. 

- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is completely dry. 

Installation: 


- Remove the double-sided tape liner and glue.thé badge as 
indicated. Use the pressure roll - 3356- 


a= 98.2 mm 
b= 85.2 mm 
¢ = 27.45mm 


4.5 “Total Flex” badge - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Removal: 


(@] Note 


Before removal, you must heat up the badge with the hot air 
blower - VAG 1416-. 


- Detach the badge with a plastic scraper. 


[reecro207 
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- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04- . Rub the sur- 
face with a cloth until it is completely dry. 


Installation: 


- Remove the double-sided tape liner and glue the badge as 
indicated. Use the pressure roll - 3356- . 


a=6mm 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA* 


Removal: 


(@] Note 


Heat ne badge using the hot air blower - VAG 1416- prior to re- 
mova 


- Detach the badge witha plastic spatula. 


- Clean rear hatch using the-adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is corfpletely dry. 
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Installation: 


indicated. Use the pressure roll - 3356- 
a= 30.7 mm 


b=65.1mm 
b= 64.7 mm 


wade” 
ee 
4.7 “Spacefox / Suran” lettering on.réar lid - 


replace 


g 
tc 
A WARNING & 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. of. 0 


@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


Removal: 


(a Note 


Heat hi badge using the hot air blower VAG 1416- prior to re- 
moval 


- Clean rear hatch using the adhesive remover - D002 000 A2- , 
and apply the cleaning solution - D 009 40104-. Rub the sur- 


face with a cloth until it is completely dry. Cee 


Ye 
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Installation: 
- Remove badge liner and glue it as indicated. Use pressure roll 


- 3356- 
a=27.1mm 
b=53.3 mm 
c=91.3mm 
ROBOTS 
4.8 “1.6” lettering on,rear lid (Spacefox /’Sur; 
an) - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 


Chemical-Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Removal: 


(a) Note 


Heat the badge using the hot air blower - VAG 1416- prior to re- 
moval 


- Detach badge -1- using a plastic scraper. 


- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the’cleaning solution - D 009 401 04- . Rub the sur- 
face with a cloth, until it is completely dry. 
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Installation: 


- Remove badge liner and glue it as indicated. Use thespressure 
roll - 3356- . 


a=29.4mm 
b=64.3mm 
c= 80.8mm 


4.9 Version lettering (Spacefox / Surar |Im- 
otion) - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


Removal: 


(@] Note 


Heat the badge using the hot air blower - VAG 1416- prior to re- 
moval 


- Detach the badge -1- with a plastic scraper. 


- Clean rear hatch using the adhesive remover - D 002 000 A2-, 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is completely dry. 


R66-10316 
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Installation: 


- Remove the double-sided tape liner and glue the badge as 
indicated. Use the pressure roll - 3356- . 


a=27.2mm 
b= 56.9 mm 
c=91.2mm 


R66-10317 


4.10 Badge “Rock in Rio” (Gol Rock in Rio 
MY 12 >) - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of,Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


Special tools and workshop:equipment required 
@ Hot air blower - VAG 1416- 
V.A.G 1416 
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@ Pressure roll - 3356- 
3356 


Removal: 


xx 


Heat the badge using the hot air blower - VAG 1416- prior to re- 

moval 

- Detach the badge with a plastic spatula. 

- Clean rear hatch using the adhesive remover -‘D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04-:, Rub the sur- 
face with a cloth until it is completely dry. 

Installation: 


- Remove badge liner and glue it as indicated. Use the pressure. 
roll - 3356- . 


a=55.5mm 
b = 38.6mm 
¢=54mm 


(a) Note 


Operating temperature approx. 20°C. 


4.11 Badge “Rock in Rio” (Gol Rock in Rio 
MY 14 >) - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 


wo0-0202 


R66-10282 
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@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


Removal: 


(a) Note 


Heat the badge using the hot air blower - VAG 1416- prior to re- 
moval 
- Detach the badgé with a plastic spatula. 


- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04- . Rub the sur- 
face with a cloth until it is completely dry. 

Installation: 


- Remove badge liner andglue it as indicated. Use the pressure 
roll - 3356- . 


a=75.5mm 
b = 22.6 mm 


Ree-10397 
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4.12 “Brazilian Soccer Team” Badge (Fox 
Selegao MY?4'>) - remove ahd, install 


¢ Whensandling chemicals follow the safety instructions > 
Chetnical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Gatalogue ‘ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll +/3356- 


Removal: 


(@] Note 


Heat the badge using the hot air blower - VAG 1416- prior to re- 
moval 


- Detach the badge with a plastic spatula. 


- Clean rear hatch using the adhesive remover - D 002 000 A2-, 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is completely dry. 
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Installation: 


- Align the liner -1- with the gap lines and the end of the rear 
cover, and place the badge -2-. Use the pressure roll - 3356- . 


a=24.9mm 
b= 62.8 mm 


4.13 “Brazilian Flag”Badge (Fox Selegao MY 
14 >) - remove-and install 


A WARNING 


@ When handling chemicals'follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


RO5-10420 
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@ Pressure roll - 3356- 


Removal: 


xx 


Heat the badge using the hot air blower = VAG 1416- prior to re- 

moval 

- Detach the badge with a plastic spatula. 

- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04- . Rub the sur- 
face with a cloth until it is completely dry. 

Installation: 


- Align the liner -1- with the gap lines and the end of the rear 
cover, and place the badge -2-. Use the pressure roll - 3356- . 


a=12.7mm 
b = 43.1 mm 


RO6-10407 


4.14 Model lettering (Fox) - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 
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Removal: 


(a) Note 


Before removal, you must heat up the badge with the hot air 

blower - VAG 1416-. 

- Detach the badge with a plastic scraper. 

- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is completely dry. 

Installation: 


- Remove the double-sided tape liner and glue the badge as 
indicated. Use the pressure roll - 3356- . 


a=30.5mm 
b= 81.6 mm 
b=96.5 mm 


[Ree-t0189 


4.15 Model lettering (Crossfox) - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignmentof Chemical Materials = Electronic Parts 
CataloguegETKA” 


Removal: 


(a) Note. 


Before removal, you must heat up the badge with the hot air 
blower - VAG 1416-. 


- Detach the badge with a plastic scraper. 


- Clean reathatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is completely dry. 
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Installation: 


- Remove the double-sided tape liner and glue the badge as 
indicated. Use the pressure roll - 3356- . 


a=19.1mm 
b = 133.4 mm 
b=59.7 mm 


4.16 “Fox-shape” badge on door (Crossfox) - 
replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Removal: 


(a) Note 


Heat the badge using the hot air blower - VAG 1416- prior to re- 
moval 
- Detach badge -1- using a plastic scraper. 


- Clean doorwith adhesive remover - D 002 000 A2- and apply 
cleaning solution - D 009 401 04-. Rub the surface with a cloth 
until it is completely dry. 


Installation: 


- Remove badge liner and glue it as indicated. Use the pressure 
roll - 3356- . 


a=19mm 
b= 125.5 mm 
c= 140.7 mm 


[o6-10767 |] 


[ree-10768 |] 
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4.17 “Silverfox” (Fox BlackFox) lettering on 
rear lid - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


Removal: 


(nas 


Heat badge using the hot aj.blower« VAG /1416- prior to removal. 


- Detach badge”-1- using a plastic scraper. 

- Clean rear hatch using the adhesive remover - D 002 000 A2-, 
and apply the cleaning solution - D 009 401 04-. Rub the suts, 
face with a cloth until it is completely dry. 

Installation: 


~ Remove badge liner -1- from the logo and attach as indicated. 
Use a pressure roll - 3356- . 


a=30mm 
b=58mm 


448 “BlackFox” (Fox BlackFox) Badge on 
rear door - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


Removal: 


(a) Note 


Heat the badge using the hot air blower - VAG 1416- prior to re- 
moval 


- Detach badge -1- using a plastic scraper. 
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- Clean rear hatch using-the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is completely dry. 


Installation: 


- Remove badge liner -1- and glue it as indicated. Use the pres- 
sure roll - 3356- . 


a=30mm 
b=58mm 


a 3 R66-10274 


4.19 “VW Tag” (Rear window - Fox Selegao 
MY 14:>) - remove and install 


A WARNING 


@ When handling chemicals follow, the safety instructions > 
Chemical Products Manual; Rep:'9t).Q00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Removal: 


(a) Note 


Heat fe badge using the hot air blower - VAG 1416- prior to re- 
moval 


- Detach the badge with a plastic spatula. 
- Clean rear window with adhesive remover - D 002 000 A2- and 


apply cleaning solution - D 009 401 04- . Rub the surface with 
a cloth until it is completely dry. 
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Installation: ms 


- Align the liner eon the rear window edge line, and place 
the badge -2-,.Use the pressure roll - 3356- . 


a=16.8mm < 
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4.20 sore (Trend) - replace 
we 


nh 
@ When handling Sancae a lowthe safely instructions : 


Chemical Products Manual; Rep. gr. 01 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 
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1 - Side badge 

Q Self-adherent 

Q Heat badge using the 
hot air blower - VAG 
1416- prior to removal. 

OQ Remove badge liner 
and glue it as indicated. 
Use pressure roll - 
3356- . Operating tem- 
perature approx. 20°C. 


a=39.8mm 
b=18mm 


2 - Badge adhesion area 
Q Clean the area using ad- 

hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 
009 401 04-. Rub the 
surface with a cloth until 
it is completely dry. 


R66-10199 


4.21 Side lettering - “Silverfox”, side (Fox Sil- 
verfox) - replace 


@ When handling chemicals follow the-safety instructions > 
Chemical Products Manual; Rep. gr: 00 


¢@ Assignment of Chemical Materials = magronic Parts 
Catalogue “ETKA” 


Removal: 


(@] Note 


Before removal, you must heat up the badge with the,hot air 
blower - VAG 1416-. 


- Detach the badge with a plastic scraper. 
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- Clean the boot lid using the adhesive remover - D 002 000 
A2- , and apply the cleaning solution - D 009 401 04- . Scrub 
the surface with a cloth until it is completely dry. 


Installation: 


(a) Note 


The replacement part has a location mask. 
- Remove the liner and position the badge using the edge of the 


front door -b- and the lower crease -b- as a reference to posi- 
tion the mask. Glue it and press using a pressure roll - 3356- . 


(Et 


Operating temperature approx. 20°C 


4.22 Side badge - BlackFox version (Fox 
BlackFox) - replace 


A WARNING 


@ When handling chemicals followthe safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢# Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


Removal: 


(@) Note 


Before removal, you must heat up the badge with the hot air 
blower - VAG 1416-. 


- Detach the badge with a plastic scraper. 


- Clean rear hatch using the adhesive remover - D 002,000 A2- , 
and apply the cleaning solution - D 009 401 04- . Rubthe sur- 
face with a cloth until it is completely dry. 


Installation: 


(a) Note 


The replacement part has a location mask. 


- Remove the liner and position the badge using the edge of the 
front door -b- and the lower crease -b- as a reference to posi- 
tion the mask. Glue it and press it using a pressure roll - 3356- 


(a) Note 


Operating temperature approx. 20°C. 


Re6-10276 
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4.23 Side version lettering “ITREND?” - re- 
place 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


Removal: 


rie 


Before removal, you must heat up the badge with the hot air 
blower - VAG 1416-. 


- Detach the badge with a plastic scraper. 


- Clean rear hatch using the adhesive remover - D 002 000 A2- , 
and apply the cleaning solution - D 009 401 04-. Rub the sur- 
face with a cloth until it is completely dry. 


Installation: 


(a) Note 


The replacement part has a location mask. 


- Remove the liner and position the badge using the edge of the 
front door -b- and the lower crease -b- as a reference.to.posi- 
tion the mask. Glue it and press using a presstre roll - 3356- . 


(a Note 


Operating temperature approx. 20°C. 


4.24 Badge of the “Rock in Rio” version on 
the front bumper (Gol Rock in Rio MY 14 
>) - replace 


A WARNING 


@ When handling.chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Ghemical Materials > Electronic Parts 
Catalogue “ETKA” 


66-1027 
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Removal: 


(a) Note 


Before removal, you must heat up the badge with the hot air 

blower - VAG 1416-. 

- Detach the badge with a plastic scraper. 

- Clean the bumper with adhesive remover - D 002 000 A2- and 
apply cleaning solution - D 009 401 04-. Rub the surface with 
a cloth until it is completely dry. 

Installation: 


- Remove badge liner and glue it as indicated. Use the pressure 
roll - 3356- . 


a=38mm 
b=56.5 mm 


RO6-10304 


4.25 “CBF” Badge on the front bumper (Fox 
Selegao MY 14 >) - remove and install 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


Removal: 


(a) Note 


Before removal, you‘must heat up the badge with the hot air 
blower - VAG 1416- 


- Detach the badge with a plastic scraper. 


- Clean the front burhper with adhesive remover - D 002 000 
A2- and apply cleaning solution - D 009 401 04- . Rub the 
surface with a cloth until it is completely dry. 
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Installation: 


- Align the liner -1- with the front bumper edge line, and place 
the badge -2-. Use the pressure roll - 3356- . 


a=21.2mm 
b=25.8mm 


Roe-70309 


4.26 Decorative strip on the front and rear 
door (Fox Rock in Rio MY 12 >) - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep2gr. 00 


¢@ Assignment of Chemical Materials> Electronic Parts 
Catalogue ‘ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 
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@ Pressure roll - 3356- 


1 - Front door fixed window 
QO Self-adherent 


Q Before removing, you 
must heat up the lining < 
with the hot air blower -. 
VAG 1416- . 


Q > When installing: 


- Clean the adhesion 
area with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 
completely dry. 


in 


poses, in part or, 


ur 


a 


“HO ssaujsaxooarorer 


- Upon installation, heat 
previously the adhesion 
area for lining, with the 
Hot air blower - VAG 
1416-. 


- Remove the protective 
liner, position the plastic 
foil (mask) of the deco- 
rative stripe in relation to 
the door crease -3-, 
press carefully in order 
not to trap air bubbles 
under the stripe, and 
then, press strongly us- 
ing the pressure roll - 
3356- . Operating tem- 
perature approx. 20°C 


— Remove the positioning 
mask from the decora- 
tive stripe. 

2 - Door edge 

Q for positioning of deco- 

rative strip mask 
3 - Lower crease of the door 
QO for positioning of decorative strip mask 


4 - Upper crease of the door 
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4.27 Decorative strip on the front and rear 
door (Fox Rock in Rio MY 14 >) - replace 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


3356 
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1 - Front door fixed window 
Q  Self-adherent 
Q Removal: 


Q Before removing, you 
must heat up the lining 
with the hot air blower - 
VAG 1416- . 


Q Installation: 


- Clean the adhesion 
area with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 
completely dry. 


- Upon installation, heat 
previously the adhesion 
area, with the Hot air 
blower - VAG 1416-. 


- Remove the protective 
liner, position the plastic 
foil (mask) of the deco- 
rative stripe in relation to 
the door crease -3-, 
press carefully in order 
not to trap air bubbles 
under the stripe, and 
then, press strongly us- 
ing the pressure roll - 
3356- . Operating tem- 
perature approx. 20°C 


- Remove the positioning 
mask fromthe decora- 
tive stripe. 


2 - Door edge Reese 


QP for positioning of deco- 
rative strip mask 


8 - Lower crease of the door 
Q for positioning of decorative strip mask 


fe Upper crease of the door 


4.28 Decorative strip on the rear door (Fox 
Rock in Rio MY 12 >) - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
» Catalogue “ETKA” 


Special ‘tools and workshop equipment required 
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@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


wo0.0202 
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1 - Rear door decorative stripe 


Qa 
Qa 


Self-adherent 


Before removing, you 
must heat up the lining 
with the hot air blower - 
VAG 1416- . 


When installing: 


Clean the adhesion 
area with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is \ 
completely dry. en AG. Volkswag 


Upon installation’heat 
previously the‘adhesion 
area for lining, with the 
Hot air-blower - VAG 
141 >: 


Remove the covering 
liner, position the plastic 
| (mask) of the cover- 
sing in relation to the door 


< crease -2-, press care- 


£ 
é 


a 


g 
3 
3 


fully in order not to trap 
air bubbles into the cov- 
ering, and then, press 
strongly by using the 
pressure roll - 3356- . 
eperating temperature 
approx. 20°C 


©, Remove the positioning 


2- Frontidoor edge 


a 


a 
4-U 


3 - Lower creaséof the door 


“mask from the decora- 
‘tive stripe. 


for positioning of deco- 
rative strip mask 


for positioning’of decorative strip mask er 
pper crease of the dobre)... pont” 
ld c 


4.29 Decorative strip on the rear door (Fox 


* 


* 


Rock in Rio MY 14 >) - replace 


When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


Special tools and workshop equipment required 
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@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


00-0202 
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1 - Rear door decorative stripe 
Q Self-adherent 
Q Removal: 


Q Before removing, you 
must heat up the lining 
with the hot air blower - 
VAG 1416- . 


Installation: 


- Clean the adhesion 
area with the cleaning 
solution - D 009 401 


completely dry. 


Upon installation, heat 
previously the adhésion 
area, with the Hot air 
blower - VAG 141 


- Remove the covering 
liner, position the plastic 
foil (mask) of the coVer- 
ing in relation to the door 
crease -2-, press caré-, 
fully in order not to trap: 
air bubbles into the cov- 
ering, and then, press 
strongly by using the 
pressure roll - 3356- . 
Operating temperature 
approx. 20°C. 


Remove the positioning 
mask from the decora- 
tive stripe. 


2 - Rear door edge Ree0seS 


Q for positioning of deco- 
rative strip mask 


3 - Lower crease of the door 
Q for positioning of decorative strip mask 


4 - Upper crease of the door 


4.30 Decorative stripe on bumper rear pro- 
tector (Fox) - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 
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@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


Wwo0.0202 
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1 - Upper decorative strip 
Q Self-adherent 
Q Removal: 


Q Before removing, you 
must heat up the lining 
with the hot air blower - 
VAG 1416- . 


- Detach rear protector 
decorative stripe -1- 
with a plastic spatula. 


- Clean rear protector 
with adhesive remover - 
D002 000 A2- and apply 
cleaning solution - D 
009 401 04-. Rub the 
surface with a cloth until 
it is completely dry. 


Q Installation: 


- Remove the decorative 
strip liner and glue it as 
indicated. Use pressure 
roll - 3356- 


2 - Lower decorative strip 
Q Self-adherent 
G Removal: 


Q Remove rearview mir- 
rors (both sides) or the 
fog light (left side) = 
Electrical equipment; 
Rep. gr. 94; External 
lamps, lights and 
switches . 


Q Before removing, you 
must heat up the lining 


with the hot air blower - gr R66-10395 


VAG 1416- . 
- Detach rear protector decorative stripe -2- with a plastic spatula. 


- Clean rear protector with adhesive remover - D 002 000 A2- and apply cleaning’solution - D 009 401 
04- . Rub the surface with a cloth until it is completely dry. 


Q Installation: 


- Remove the décorative strip liner and glue it as indicated. Use pressure roll - 3356- 


4.31 Sidebadge (Crossfox) - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 
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1 - Rear passenger door badge 
gluing area 
Q Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 
009 401 04-. 


2 - Rear door badge 
Q  Self-adherent 


Q Rear bumper central 
protection 


Q Heat badge using the 
hot air blower - VAG 
1416- prior to removal. 


Q Remove badge liner, 
place the badge plastic 
foil in relation to the door 
crease -a-, carefully 
press in order not to trap 
air bubbles into the 
badge, then press it 
strongly using the pres- 
sure roll - 3356- . Oper- 
ating temperature ap- 
prox. 20°C. 


a=1mm from curvature radius 


3 - Front door badge 
Q Self-adherent 


Q Heat badge using the 
hot air blower - VAG 
1416- prior to removal. 


Q Remove badge liner, 
place the badge plastic 
foil in relation to the door R66-10205 
crease -b-, carefully 
press in order not to trap 
air bubbles into the badge, then press it strongly using the pressure roll - 3356- . Operating temperature 
approx. 20°C. 


b = 1mm from curvature radius 


4 - Front door badge gluing area 
Q Clean the area using adhesive remover - D 002 000 A2- , then apply the cleaning solution - D 009401 


4.32 Badge of the “Rock in Rio” version on 
the ashtray (Gol Rock in Rio MY 14 >) - 
replace 

Removal: 


(@] Note 


Before removal, you must carefully heatup the badge with the hot 
air blower - VAG 1416-. < 


- Detach the badge with a plastic scraper. 
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- Clean the ashtray with adhesive remover - D 002 000 A2- and 
apply cleaning solution - D 009 401 04- . Scrub the surface 
with a cloth until it is completely dry. 


Installation: 

— Remove badge liner and glue it as indicated. Use pressure roll 
- 3356- 

a=3.5mm 

b=3.4mm 

c= 18.6 mm 


R66-10306 
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5 Side footboard (Crossfox) 
Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


5.1 Rear side panel trim (Crossfox and 
Space Cross / Suran Cross) - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 
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1 - Rear side panel trim 
Q Self-adherent 


Q Before removing, you 
must heat up the lining 
with the hot air blower - 
VAG 1416-. 


Q Clean the area using ad-"| 
hesive remover - D 002 
000 A2- , then apa the 
cleaning solution= 
009 401 04- . 


Q Remove the adhesive 
tape liner, position the 
trim. Operating temper- 
ature approx. 20°C. 


2 - Double-sided adhesive 
tape 
Q_ The adhesive tape ad- 
hesion area must be 
completely free of dirt. 
Q Under no cifcumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 


3 - Rear bumper protector 


4 - Remove bumper rear pro- 
tector 


5 - Side footboard rear lining 


R66-10193 
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5.2 Front wing trim (Crossfox and Space Cross / Suran Cross) - replace 


1 - Front wing trim 
Q Self-adherent 


Q Before removing, you 
must heat up the.trim 
with the hot air blower - 
VAG 1416- . 


Q Clean the area using ad- 
hesive remover - D 002 
000 A2- ,. then apply the 
cleaning-solution - D 
009 401:04- . 


Q Remove the adhesive 
tape liner, position the 
trim. Operating temper- 
ature approx. 20°C. 


2 - Double-sided adhesive 
tape : 

Q The adhesive tape ad- 
hesion area must be 
completely free of dirt. 

Q_ Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched, 


3 - Side footboard (lining), 


|_R66-10204 
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5.3 Side footboard (CrossFox and Space Cross / Suran Cross)- Assembly 
overview 


1 - Side footboard 


Q_ Side footboard and lin- 
ing are removed togeth- 
er 


Q Remove and install 
= page 225 
2- Bolt 
Q Torque: 6 Nm 
3 - Pop rivet nut 
Q To install, use the POP 
NUT rivet nut applicator 
- VAG 1765B- or POP 
NUT rivet nut applicator 
- EQ 7422- 
4-Nut 
Q Torque: 6 Nm 


5 - Bolt 


6 - Double-sided adhesive 
tape 


Q The adhesive tape ad- 
hesion area must be 
completely free of dirt Aj 


Q Under no cirelimstan- 
ces should the self-ad- 
hesivé surface of the 
tape be touched. 


7 - Bushing 
8 ~:Fastening pin 
9 Front wing trim 
10 - Bolt 
Q Torque: 6 Nm 
11 - Bushing 
12 - Bolt 
Q Torque: 1.5 Nm 


25.4 Side footboard (CrossFox and Space 
Cross / Suran Cross) - Assembly over- 
view - continued 


iN WARNING 


¢@ Wherhandling chemicals follow the safety (EE — 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials 2 Flectrénic Parts 
Catalogue “ETKA” 
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1 - Pop rivet nut 


Q To install, use the POP 
NUT rivet nut applicator 
- VAG 1765B- or POP 
NUT rivet nut applicator 
Q 7422- 


2 - Bolt 
Q Torque: 6 Nm 
3 - Lock pin woe 
4 - Footboard lining 
Q Self-adhésive and fas- 
tened by screws -4-. 
Q If. f6otboard is removed, 
lining must be replaced. 


Q sBefore removing, you 
> must heat up the lining 
with the hot air blower - 
VAG 1416- 

Q Clean the area where 
lining shall be glued with 
adhesive remover - D 
002 000 A2-, then apply 
the cleaning solution - D 
009 401 04-. 

Operating temperature 
approx. 20°C. 


5 - Bolt 
Q Torque: 1.5 Nm 


6 - Double-sided adhesive 
tape > 


Qa The adhesive tape ad- 
hesion area must be 
completely sree of dirt. R66-10107 


Q Under no circutAstan- 
ces should the self-adhesive surface of the tape be touched. 


7 - Bushing 
8 - Bushing 


5.5 Side footboard (Crossfox) - replace 


5.5.1 Removal 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


- Remove footboard rear lining = page 231 . 
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- Remove side footboard upper lining = page 232 . 


- Remove nuts -4- and screws -10-, An assistant must keep the 
footboard suspended until its removal. 
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| R66-10197 


% 
- Remove the bolts/-5.. 
- Remove the bolt -2-. 


Pe}9, of" 
Ody ov 


- Detach footboard trim -4- by heating it up with the hot air blow- 
er - VAG 1416-. 


5.5.2 Installation 
- Clean the area where the footboard lining shall be glued on 


body with adhesive remover - D 002 000 A2-, then apply 
cleaning solution - D 009 401 04-. 
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[ R66-10197 


- Position footboard and install scr 
- Install the screws -5-. 
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R66-10196 


- Install nuts -4- and screws -8-. 


- Heat toro upper lining -3- with the hot air blower - VAG 6 
1416- = 3 


- ior footboard upper lining against body with a pressure roll 
- 3356-4 


= Install footboard rear lining = page 231 . 
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5.6 Side footboard rear lining (CrossFox and Space Cross / Suran Cross) - 
assembly overview 


1 - Side footboard rear lining 
Q Replace = page 231 
2-Nut 
Q Torque: 6 Nm 
3 - Double-sided adhesive 
tape 
Q The adhesive tape ad- 


hesion area must be 
completely free of dirt. 


Q > Under no circumstar=” 
ces should the self-ad- 
hesive surface:6f the 
tape be touched. 


4 - Fastening clip 
5 - Pressure clamp 
6 - Lock pin © 
7-Bolt © 
Q Torque: 3Nm 
8-Stud | 
9 - Lining support 
Q  rivetéd to lining 
10 - Rear side panel trim 


[ R66-10198 


5.7 Rear footboard lining (Crossfox and 
Space Cross / Suran Cross) - replace 
Removal: 


- Remove screw -7- and nut -2-. 
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Installation: 


Detach side footboard rear lining -1- by heating it up with the 
hot air blower - VAG 1416- . 


Clean the area where footboard rear lining shall be glued on 
body with adhesive remover - D 002 000 A2- and then apply 
the cleaning solution - D 009 401 04- . 


Heat up the footboard rear lining -1- with the hot air blower - 
VAG 1416- . 


Place rear lining and install screw -7- and nut -2-. 


Press footboard rear lining against body with a pressure roll - 
3356- . 


1008 


5.8 Upper footboard lining (Crossfox and Space Cross / Suran Cross) - replace 


1- 


2- 


Q Before removing, you 


Q Clean the area where 


Q Operating temperature 


Q Replace = page 226 


ais 
tape < 
Q The adhesive tape ad- 


O Under no circumstan- 


Side footboard upper lining 


must heat up the lining 
with the hot air blower - 
VAG 1416-. 


lining shall be glued with 
adhesive remover - D 
002 000 A2- , then apply 
the cleaning solution - 
009 401 04-. yon 


approx. 20°C; 


Side footboard 


Double-sided adhesive 


“hesion area must be 
completely free of dirt. 


ces should the self-ad- 
2 hesive surface of the 
tape be touched. 


Z/R66-10206 
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<2 - Bolt 


“4 - Command fastening sup- 


6 External rear-view mirror eo, 


6.48 External rear-view mirror - assembly overview 
4 - Internal control 


Q 3units 

Q Torque: 2.5 Nm 
3 - Nut 

O 1 unit 

Q Torque: 2.0 Nm 


port 
‘2.0 version with manual 
command 
5 - Bushing 
6 - Mirror glass 
Q. fittectin for both versions 


(manuatand electric 
command)... 


Remove and instalPio., 
= page 235 
7 - Bushing 
8 - Harness connector for elec- 
tric rear-view mirror 
9 - Pop rivet 
Q 2units 
Q version with manual 
command 
10 - Clip 
11 - Mirror fastening cover 
Q version with manual \ 
command R66-10179 
12 - Operating button 
Q version with manual command 
Q fitted in to command activation rod 


13 - Bolt 


14 - Mirror fastening cover 

Q version with electric command 
15 - Direction indicator light 

Q remove mirror covering -18- to access the fastening. 
16 - Bolt 

Q 2units 

Q Torque: 1.5 Nm 
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17 - Direction indicator light harness connector 
18 - Mirror covering 

19 - Clip 

20 - Finishing cover 

21 - Bushing 


6.2 Exterior rear-viewsmirror:-,remove and 
install 
Removal: 


- Remove the door lining = General body repairs, interior; Rep. 
gr. 70 Lining / insulation 


- Remove cover cap (with manual command) -14- or (with elec- 
tric. command) -17-. 


¢ Fof version with manual command, remove activation button 
-42- and remove nut -11-. 


@ For version with electric command, disconnect connector -8-. 
- Remove screws -2-and remove the external rear-view mirror. 


Installation: 


- dnstallation is performed in the reverse sequence to the re- 
moval. 


6.3 Mirror covering - remove 
Special tools and workshop equipment required 
@ Wedge - 3409- 


3409 
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Removal: 


- Insert wedge - 3409- between the rear-view mirror case and 
cover and initially unlock the retainer lock -1-; then unlock the 
retainer locks -2-. 


A Caution 


The cover is made of PA6 + 30 % and the mirror frame,is made 
of ASA (Styrol Acryinitril modified by Acrilester). Therefore, 
they are.sénsitive to locking pawl breakages. 


Installation: 


= Press the covering and first fit it to the upper section of the 
case, and then to the lower section. 


[ ee-10180 | 


6.4 Mirror glass - remove and install 
Special tools and workshop equipment required 
@ Removal lever - 80-200- 


Removal: 


- Place mirror glass -2- facing the mirror case interior. Insert a 
removal lever - 80-200- through the opening between mirror 
glass and case. 


- Carefully move removal lever - 80-200- towards the -arrow- 
and disengage mirror glass. 


(a) Note 


Protect mirror case with masking tape. 


Installation: 


- Press mirror glass center to fit it. 


A DANGER! 


Press only onto the glass centre. Always wear safety gloves. 
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7 Side trims 


ru Side trims (Fox - 2-door) - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


Side trims: 


wo00-0202 
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1 - Trim adhesion area 


2 - Rear side lining 


Qa 


Qa 
Qa 


ressure roll - 3356- . 
a Note 


c= 


Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 
009 401 04- . 


Self-adherent 
Remove 


Unglue the trim with the 
hot air blower - VAG 
1416- , for easing the re- 
moval. 

Remove all dirt and oili- 
ness. 

Remove adhesive resi- 
dues with the adhesive: 
remover - D 002 000 A2- 
and apply the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 


fompletely dry. 


Heat up trim and surface 
with hot air blower -VAG 
1416- to make installa- 
tion easier. 

Remove the liner from 
the double-sided adhe- 
sive tape, position the 
trim and press with the 


Operating temperature R66-10219 
A J 


4.3mm 


d= 398 mm 


f= 
= 8.2mm 


g 
h 


7.4mm 


= 2.0mm 


- Front door trim 


Q 
Q 


Self-adherent 

Remove 

Unglue the trim with the hot air blower - VAG 1416- , for easing the removal. 

Remove all dirt and oiliness. 

Remove adhesive residues with adhesive remover - D 002 000 A2- and apply cleaning solution - D 009 
Hol gt . Rub the surface with a cloth until it is completely dry. 


Heat up trim and surface with hot air blower - VAG 1416- to make installation easier. 
Remove the liner from the double-sided adhesive tape, position the trim and press with the pressure roll 
- 3356- . 


Note 


Operating temperature approx. 20° 
Cc. 
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a=177mm 
b=5.4mm 


+ 

+ 

@ c=43mm 
@ e=7.3mm 
@ j=25mm 
4 


- Double-sided adhesive tape 
Q The adhesive tape adhesion area must be completely free of dirt. 
Q Under no circumstances should the self-adhesive surface of the tape be touched. 


5 - Trim adhesion area 


Q Clean the area using adhesive rémover - D 002 000 A2- , then apply the cleaning solution - D 009 401 
04-. 


7.2 Side trims - replace 


A WARNING 


¢ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢ Assignment of Chemical Materials > Electronic Parts: 
Catalogue “ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


wo0-0202 


Side trims: 
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1 - Trim adhesion area 


Q Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 
009 401 04- . 


2 - Rear door trim 
Q  Self-adherent 
Q Remove 


-  Unglue the trim with the 
hot air blower - VAG 
1416- , for easing the re- 
moval. 

- Remove all dirt and oili- 
ness. 

- Remove adhesive resi- 
dues with the adhesive 
remover - D 002 000 A2- 
and apply the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 


cx fagtey a 


- Heatup trim and surface 
with hot air blower - VAG 
1416- to make installa- 
tion easier. 

- Remove the liner from 
the double-sided adhe- 
sive tape, position the 
trim and press with the 


ressure roll - 3356- . 
a Note 


Operating temperature, R66-10220 
C. im. 


@ e=2.0mm 
@ £=594.59nm 
* g=7.0mm 
@ h=8.2mm 
@ j=1.7mm 
3 - Double-sided adhesive tape 
Q The adhesive tape adhesion area must be completely free of dirt. 
Q Under no circumstances should the self-adhesive surface of the tape be touched. 
4<Front door trim 
QO Self-adherent 
©) Remove 


=  Unglue the trim with the hot air blower - VAG 1416- , for easing the removal. 

5, Remove all dirt and oiliness. 

—~ Remove adhesive residues with adhesive remover - D 002 000 A2- and apply cleaning solution - D 009 
a 40104 . Rub the surface with a cloth until it is completely dry. 


- Heat up trim and surface with hot air blower - VAG 1416- to make installation easier. 
Remove the liner from the double-sided adhesive tape, position the trim and press with the pressure roll 
- 3356). s 
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(a) Note 


Operating temperature approx. 20° 
Cc. 


a=177mm 
b=5.4mm 


o 

o 

@ c=43mm 
@ d=6.9mm 
# m=3.3mm 
5 


- Trim adhesion area 
Q Clean the area using adhesive remover - D 002 000 A2- , then apply the cleaning solution - D 009 401 


7.3 Side trims (Fox Prime) - replace 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


wo0-0202 


Side trims: 


240 Rep. or.66- Exterior equipment 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


1 - Front door trim gluing area 


=) 


2 - Front rear door / side panel 
trim gluing area 


Qa 


3 - Front door trim 


Qa 
=) 
=) 
a 
Qa 
Qa 


Clean the adhesion 
area with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 
completely dry. 


Clean the adhesion 
area with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 
completely dry. 


Self-adherent 


Dimension “a” = 100 
mm 


Dimension “b"= 7.1 mm 
Dimension “c”= 8.15 
mm 

Dimension “g'**3.5 mm 
Remoye* 


Unglue the trim with the 
Hot air blower - VAG 
1416-, for easing the re- 
moval. 


Remove all dirt and oili- 
ness. 


Remove adhesive resi- 
due with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is completely dry. 


R66-10245 


Install 


Heat up previously the trim and the adhesion area with the hot air blower - VAG 1416- , to facilitate the 
installation. 


Remove the liner from the double-sided adhesive tape, position‘the trim and press with the pressure roll 
- 3356-. 


(a) Note 


Operating temperature approx. 20° 
C 


4 - Rear door / side;panel trim 


ooooood 


Self-adherent 
Dimension “a” = 100 mm 
Dimension “ 
Dimension “ 
Dimension ‘f’ 
Dimension “h’: 
Remove 


Unglue the trim with the hot air blower - VAG 1416- , for easing the removal. 
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Remove adhesive residue with the cleaning solution - D 009 401 04- . Rub the surface with a cloth until 
it is completely dry. 


Q Install 


- Heat up previously the trim and the adhesion area with the hot air blower - VAG 1416- , to facilitate the 
installation. 


- Remove the liner from the double-sided adhesive tape, position the trim and press with the pressure roll 
- 3356- . 


(a) Note 


Operating temperature approx. 20° 
Cc. 


5 - Double-sided adhesive tape 
Q The adhesive tape adhesion area must be completely free of dirt. 
Q Under no circumstances should the self-adhesive surface of the tape be touched. 


7.4 Side trims - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 


Chemical Products Martual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


Side trims: 
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1 - Front door trim gluing area 


=) 


2 - Front rear door / side panel 
trim gluing area 


Qa 


3 - Front door trim 


oooo oa 


General body-repairs)exterior- Edition 01.2017 


Clean the adhesion 
area with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 
completely dry. 


Clean the adhesion 
area with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 
completely dry. 


Self-adherent 


Dimension “a” = 100 
mm 


Dimension “b"= 7.1 mm 


Dimension “ 1mm 
Dimension “f'= 2.0 mm 
Remove 


Unglue the trim with the 
hot air blower - VAG 
1416-, for easing the re- 
moval. 


Remove all dirt and oili- 
ness. 


Remove adhesive resi- 
due with the cleaning 
solution - D 009 401 
04- . Rub the surface 
with a cloth until it is 
completely dry. 


R66-10246 


Install 


Heat up previously the trim and the adhesion area with the hot air blower - VAG 1416- , to facilitate the 
installation. 


Remove the liner from the double-sided adhesive tape, position the trim and press with the pressure roll 
- 3356-. 


(a) Note 


Operating temperature approx. 20° 
Cc. 


4 - Rear door / side panel trim 


oooood 


Self-adherent 
Dimension “a” = 100 mm 


Dimension “d’= 8.2 mm 
Dimension “ .2mm. 
Dimension “g”= 2.5 mm. 


Remove 
Unglue the trim with the hot air blower - VAG 1416- , for easing the removal. 
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Remove adhesive residue with the cleaning solution - D 009 401 04- . Rub the surface with a cloth until 
it is completely dry. 


Q Install 


- Heat up previously the trim and the adhesion area with the hot air blower - VAG 1416- , to facilitate the 
installation. 


- Remove the liner from the double-sided adhesive tape, position the trim and press with the pressure roll 
- 3356- . 


(a) Note 


Operating temperature approx. 20° 
Cc. 


5 - Double-sided adhesive tape 
Q The adhesive tape adhesion area must*be completely free of dirt. 
Q Under no circumstances should thé self-adhesive surface of the tape be touched. 


7.5 Door trims (Space Cross / Suran Cross) 
- Assembly overview 

Special tools and workshop equipment required 

@ Pressure roll - 3356- 


@ Traction cable - VAG 1351/1- 


V.A.G. 1351/1 


244 Rep. o.66- Exterior equipment 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


@ Pneumatic Adhesive Applicator - VAG 1761/1- or Adhesive 
applicator for glued glass - VAG 1628- 


1 - Rear door trim 


a) 
a) 
a) 
a) 
i) 
a) 
a 


Qa 


2 - Front door trim 


o 


a) 
a 
a) 


a 


3 - Double-sided adhesive 


tape 
a 


a 


(a) Note 


V.A.G 1761/1 


Self-adherent 


Replace = page 25% 


Dimension “a” = 100 
mm € 
Dimension “d"= 29:3 
mm 3 


Dimension “e"= 30 
mm 
Dimension “ 
Dimension “g"= 8,9 + 
0,7 mm 

Dimension “h’= 2.2 mm 


2% 
i) 


Self-adherent 


Replace = page 246 
Dimension “a” = 100 
mm 
Dimension “b"= 22.1 
mm 
Dimension “c"= 28.1 
mm 


The adhesive tape ad- 
hesion area must be 
completely free of dirt. 


Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 


Operating temperature approx. 20° 
C. 


4- PU adhesive bead 


Qa 
a 
Q 
Qa 


j'=7mm 
“m’=8mm 
“n"=9mm 


Respect the minimum drying time. = page 162 
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Q Matching table = page 161 


7.6 Front door trim (Space Cross / Suran 
Cross) - replace 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


Traction cable - VAG 1351/1- 
V.A.G. 1351/1 


@ Pneumatic Adhesive Applicator - VAG 1761/1- or Adhesive 
applicator for glued glass - VAG 1628- 
V.A.G 1761/1 


woo-1032 
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7.6.1 Observations for operational execution 
Auxiliary materials Brazilian market = page 160 

Auxiliary materials for the export market > page 160 

Matching table = page 161 

Minimum adhesive curing time > page 162 


Cleaning in case of dirt residues resulting from handling of poly- 
urethane adhesive (PU) = page 162 


Paintwork damage - repair > page 161 
7.6.2 Removal 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


- Protect the paint with adhesive tape. 


- Before removing, you must heat up the trim with the hot air 
blower - VAG 1416- . 
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VAG 1351/1 


a, 


$85 INPATt OF in yp, 
0, 


purpo: 
orci 
en 


oot 


ra) 
wp, oe 
- Place the cutting wiré%,357 853 999.A- between the door'and 
trim. Pete H014 yuan 
Use two traction cables - VAG 1351/1- to pull the cutting wire 
to section the adhesive bead. 


Cut the residual adhesive on the vehicle, reducing it to its min- 
imum thickness. 


Remove all dirt and oiliness. 


Remove adhesive residue with the cleaning solution - D 009 
401 04-. Rub the surface with a cloth until it is completely dry. 


7.6.3 Installation 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 
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- Cut adhesive dispenser -1- nozzle. 

1- Cut the nozzle to a 7-mm profile “a” 
2- Cut the nozzle to a 8-mm profile “b” 
3- Cut the nozzle to a 9-mm profile “c” 


- Apply silicone remover - LSE 020 100 A3- onto the trim PU- 
adhesive application areas, and then apply cleaning solution 
- D009 401 04-. 


\AG. Volksway 


VAG 1628 


R66-10325 


a=7mm 


b=8mm 
c= 9mm 


—- Apply on areas that will be applied with PU adhesive, poly- 
propylene surface activator - D 181 655 R1- with the applicator 
- D 009 500 25- -4-. 


7. Side trims 249 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 
(a) Note 


The activator performs the adhesion of PU adhesive. Wait 15 mi- 
nutes until curing. 


- Heat the DH 009 100 - 300 ml or DH 009 100 03 - 110 mI 
adhesive cartridge, according to the instructions of the car- 
tridge heater - VAG 1939- before placing it in the applicator. 


ies 


See “Observations for operational execution” > page 247 


oo 
9 De. 


VAG 1628 


a=7mm 
b=8mm 
c=9mm 


- Apply 5 cords onto the upper section and 5 cords onto the 
lower section with 25 mm length and indicated -1- , near the 
rear door, 50 mm, using the Pneumatic adhesive applicator - 
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VAG 1761/1- or adhesive applicator for glued windows, VWAG 
1628- . 


(a) Note 


The time between the beginning of the application of the adhesive 
and the placement of the trim should not exceed 15 minutes. 


- Heat up the adhesion area with the hot air blower - VAG 1416- 
to facilitate the installation. 


- Remove adhesive tape liner, place lining and firmly press it 
with a pressure roll - 3356- . Wait for a minimum drying time 


= page 162. 
7.7 Rear door trim (Space Cross / Suran 


Cross and Crossfox 2013) - replace 
Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 
V.A.G 1416 


@ Pressure roll - 3356- 
3356 


wo0-0202 


@ Traction cable - VAG 1351/1- 
V.A.G. 1351/1 
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# Pneumatic Adhesive Applicator - VAG 1761/1- or Adhesive 
applicator for glued glass - VAG 1628- 
V.A.G 1761/1 


7.7.1 Observations for operational execution 
Auxiliary materials Brazilian market > page 160 

Auxiliary materials for the export market =,page 160 

Matching table > page 164)0\" _ “ 

Minimum adhesive curing time > page 162 


Cleaning in case‘of dirt residues resulting from handling of poly- 
urethane adhesive (PU) = page 162 


Paintwork damage - repair > page 161 
7.7.2 Removal 


A WARNING 


@ When handling chemicals follow the safety instructions > 
‘Chemical Products Manual; Rep. gr. 00 


# “Assignment of Chemical Materials > Electronic Parts 
‘Catalogue “ETKA” 


- Protect the paint with adhesive tape. 


- Before removing, you must heat up the trim with the hot air 
blower - VAG 1416-. 


Ww00-1032 
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= 1351/1 


R66-10326 


Place the cutting wire - 357 853 999.A- between the door and 
trim. 


Use two traction cables - VAG 1351/1- to pull the cutting wire 
to section the adhesive bead. 


Cut the residual adhesive on the vehicle, reducing it to its min- 
imum thickness. 


Remove all dirt and oiliness- 


Remove adhesive residue with the cleaning solution - D 009 
401 04-. Rub the surface with a cloth until it is completely dry. 
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7.7.3 Installation 


- Cut adhesive dispenser -1- nozzle. 


1- Cut the nozzle to a 7-mm profile “a” 
2- Cut the nozzle to a 8-mm profile “b” 
3- Cut the nozzle to a 9-mm profile “c” 


- Apply silicone remover - LSE 020 100 A3- onto the trim PU- 
adhesive application areas, and nd then ARRW.§ ean solution 
- D 009 401 04-. Bs 


VAG 1628 


a=7mm 
b=8mm 
c=9mm 


— Apply on areas that will be applied with PU adhesive, poly- 
propylene surface activator - D 181 655 R1- with the applicator 
- D 009 500 25- -4-. 


{ Re6-10202 | 


RE66-10325 
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(a) Note 


The activator performs the adhesion of PU adhesive. Wait 15 mi- 
nutes until curing. 


- Heat the DH 009 100 - 300 mI or DH 009 100 03 - 110 ml 
adhesive cartridge, according to the instructions of the car- 
tridge heater - VAG 1939- before placing it in the applicator. 


(a) Note 


See “Observations for operational execution” > page 252 


b 
‘Te 


4. Volkswagen Ag ¢ 


VAG 1628 


10 gy vor” 

- Apply 3 cords onto the upper section and 3 cords onto the 
lower section with 25 mm length and indicated -1- , near the 
rear side panel, 50 mm, using the Pneumatic adhesive appli- 
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cator - VAG 1761/1- or adhesive applicator for glued windows 
- VAG 1628- . 


(a) Note 


The time betweenthe beginning of the application of the adhesive 
and the placement of the trim should not exceed 15 minutes. 


- Heat up the adhesion area with the hot air blower - VAG 1416- 
to facilitate the installation. 


- Remo¥e adhesive tape liner, place lining and firmly press it 
with @ pressure roll - 3356- . Wait for a minimum drying time 


=> page 162. 
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wagon hG-Volkswagen agg. 
s eng 


8 Front grid wow * Oen 
o* any, 
* oy 
8.1 Front bonnet - remove ahd install %, 
£ % 

1 - Bushing 

Q 4units 

Q Replace, as required 
2- Bolt 

Q 4units 


Q Torque: 1.5 Nm 


3 - Hand support area for grid 
removal 


4 - Front grid with badge 


[ R66-10181 | 


Removal: 


8.Frontarid 2OT 
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R66-10181 


0, 
- Remove the bolts -4-. 49 D6, 


- With hands placed in area -3-, disengage bumper front pro- 
tector grid. 


A Caution 


Use of safety gloves is recommended because of the front 
gtid's pointed edges. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


8.2 Front grid (Bluemotion) - remove and in- 
stall 


Special tools and workshop equipment required 


258 Rep. o7.66 - Exterior equipment 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


@ Wedge - 3409- 


1 - Bushing 
Q 4units 


2- Bolt 
Q 4units 
Q Torque: 1.5 Nm 
3 - Hand support area for grid 
removal 
4- Front grid 
5 - Front badge 
Q Inserted into the grill 
6 - “Bluemotion” Badge 


Q The lettering adhesion 
area must be complete- 
ly free of dirt 

Q Under no circumstan- 
ces should the self-ad- 
hesive surface be 
touched. 


7 - Locking tab 


Removal: 
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- Remove the bolts -2-. 


- With the nylon wedge, - 3409- unlock the tab -7- and discon- 
nect the front bumper protector grid. = 


5 
A Caution ¢ 


Use of safety gloves is recommended because of the front 
grid’s pointed edges. z 


% 
Installation: % 
®, 


- Installation is performed in the reverse sequence to the re- 
moval. e 
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8.3 Radiator grille (Crossfox and Space Cross / Suran Cross) - remove and 
install gen AG. VOIKSWAEN AG gs, 


yo N2 
ws 


1 - Bushing 
Q 4units 


4- Front grid vit 
5 - Lower fastening tab 


| R66-10203 


Removal: 
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| R66-10203 


Remove the bolts -3-. 


Press the front grid with your hands to disengage tab -5- from 
bumper front protector. 


A Caution 


4 Use of safety gloves is recommended because of the front 
|. grids pointed edges. 


Installation: 


- ‘installation is performed in the reverse sequence to the re- 
moval. 
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9 Wheel arch protector 


9.1 Front wheel arch protector - remove and install 


1 - Wheel arch protector 

Q Remove: 

— Remove the wheels” 
Tightening torque’for 
the wheel screws > 
Chassis; Rep. gr. 44; 
Wheels, tires, vehicle di- 
mensions 


- Remové screws -2- and 
wheelarch protector. 

2- Bolt 

Q 13 units 

Q Torque: 1.5 Nm 
3 - Speed hut 

Q 3units 
4 - Bushing 

Q 8 units. 

Q Replace; as required 


9. Wheel arch protector 263, 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


9.2 Rear wheel arch protector (Fox) - remove and install 


1 - Wheel arch protector 

Q Remove: 

- Remove the wheel. | 
Tightening torque fore 
the wheel screws;> 
Chassis; Rep..gr. 44 ; 
Wheels, tiressVehicle di- 
mensions. 


- Remove’screws -3- and 
wheel arch protector. 
2 - Speed nut 
Q 3units 
3 - Bolt 
Q 8 units 
Q Torque: 1.5 Nm 
4 - Bushing 
Q 2 units 
Q Replace, as required 
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9.3 Rear wheel arch protector (Spacefox / Suran) - remove and iffstall 


1 - Rear wheel case protector 

Q Remove: 

- Remove the wheel. 
Tightening torque for 
the wheel screws = 
Chassis; Rep. gr. 44; 
Wheels, tires, vehicle di- 
mensions 


- Remove screws -3- and 
wheel arch protector. 

2.- Bushing 

Q 7 units 

Q Replace, as required 
3 - Bolt 

Q 11 units 

Q Torque: 1.5 Nm 
4 - Speed nut 

Q 4units 


9. Wheel arch protector 265 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


10 External linings 


10.1 Lower windscreen covering - Assembly overview 


1 - Windscreen lower trim 
Q Remove and install 
= page 266 
2 - Sealing trim 
Q fitted to water reservoir 
flange 
3-Cap 
Q on water case cover. 


4 - Windscreen 
5 - Fitting trim 
10.2 WindscreehJower trim - remove and in- 
stall 
x 
Removal: “hey jor’ 


Og, ) 
- Remove the windscreen wiper arms > Eldétrical system; Rep.uoee™ 
gr. 92 ; Windscreen wiper 


- Remove the sealing trim -2- at full length. 


- Witha plastic wedge (for instance, that of -V.A.G 1755- ), press 
windscreen lower lining -3- tabs -1- forward from left and right 
between hinge and front lid. 
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- Carefully pull windscreen lower lining upward -1- from right 
-arrow A- out of fitting trim -5- on the windscreen -4-. 


Installation: 


- To better fasten the lower windscreen lining -1- to the fitting 
trim -5-, apply a neutral soap solution. 


- Place windscreen lower lining -1- on the windscreen -5- fitting 
trim -4- and, starting from centre section -arrow B-, fit the 
windscreen lower lining to support -5- by slightly pressing it. 


- With aplastic wedge (for instance, that of -V.A.G 1755- ), plac 
windscreen lower lining -3- covers -1- on installation position 
at left and right between hinge and front lid. oo” 
s 


anon? 


- Press sealing packing over lower lining -2-. 


— Install the windscreen wiper arms = Electrical’system; Rep. 
gr. 92 ; Windscreen wiper . 


10.3 Floor lower lining - assembly overview 


1 - Lining 
2- Clamping washer 
Q Torque: 1.5 Nm 
Q  Fastened to body threa- 
ded pin 
Q On assembly it must be 
fastened, not pressed 
3 - Plastic nut 
Q Torque: 1.5 Nm 
Q  Fastened to lining 
through tabs 
Q  Fastened to body threa- 
ded pin 
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10.4 Lower longitudinal member external lin- 
ing - replace 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


@ Assignment of Chemical Materials > Electronic Parts 
Catalogue “ETKA” 


(a) Note 


For versions: Space Cross / Suran Cross, Fox Rock in Rio etc., 
the following procedures are valid. 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


wo0-0202 
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1 - Lower longitudinal member 
external lining (Crossfox) 


Q Self-adherent gon 


Q Glued underthe exter- 
nal lining.of the lower 
member 
Q  Clean'the external lining 
of the lower member 
cleaning solution - 
D009 401 04-. 


QO cRemove adhesive tape 
iner, place lining and 

< firmly press it witha 

5 pressure roll - 3356- . 

S Operating temperature 

= approx. 20°C. 


a=46.5 mm 


Swe 


b=45mm 


2 - Lower longitudinal member 
external lining 

Q Self-adherent 
Q Béfore removing, you 


must.heat up the lining 
with the hot air blower - 
VAG 1 3 


1e, 
Remove the adhesive 
tape liner, place;the lin- 
ing (aligned with the,,, 
curve on side panel ~~ 
-arrow-) and press it 

strongly pressure roll - 
3356- . Operating tem- 
perature approx. 20°C. 


8} 


3 - Front door external lining 
assembly area 


a glean the area using adhesive remover - D 002 000 A2- , then apply the cleaning solution - D 009 401 


10.5 Pillar and door external lining - replace 


A WARNING 


@ When handling chemicals follow the safety instructions > 


Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA” 


Special tools and workshop equipment required 
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@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


wo0.0202 
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1 - Front door external lining 
assembly area 


Q Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - 

009 401 04- . 


2 - Rear door external lining 
assembly area (rear section) 
Q > Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 
009 401 04- . 


3 - Rear door external lining 
assembly area (front section) 


Q Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 
009 401 04- . 


4 - Rear door external lining 
(rear section) 


Q Self-adherent 


Q Before removing, you 
must heat up the lining 
with the hot air blower - 
VAG 1416- . 


Q Remove adhesive tape 
liner, place lining and 
firmly press it with hat NN 
pressure roll - 3356- 
Operating temperature 
approx. 20°C. 


§ - Pillar B exteinal lining as- " R66-10185 
sembly area < 


a Cleat ‘the area using adhesive remover - D 002 000 A2-, then apply the cleaning solution - D 009 401 


6 - Central pillar external lining 
Q Self-adherent : 
Q Before removing, you must heat up the lining with the hot air blower - VAG 4416- . 


GQ Remove adhesive tape liner, place lining and firmly press it with a pregette roll - 3356- . Operating 
{emperature approx. 20°C. 3 


7T- Reat door external lining 
Q Self-adherent 
re removing, you must heat up the lining with the hot air blower - VAG=1416- . 


Q Remove adhesive tape liner, place lining and firmly press it with a pressure roll - 3356- . Operating 
temperature approx. 20°C. 


8 - Front door external lining 
G2 Self-adferent 
Q Before remtioving, you must heat up the lining with the hot air blowér - VAG 1416- . 


Q Remove adhésive tape liner, place lining and firmly press it yar a pressure roll - 3356- . Operating 
temperature approx. : eu C. 
hop, ay. worPl 

81014 Quer” 
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11 Spoiler grids and bumper protector 
trims 

11.1 Front protector grilles - assembly over- 
view 


Special tools and workshop equipment required 
@ Wedge - 3409- 


1 - Front protector 
Q Remove and install” 
=page 106 
2 - Left front protectorgrid 


Q fastened to front protec- 
tor by fastening tabs. 
Q > Unlock grille with a 
wedge - 3409- . 
3 - Front protectot's central 
grid F 
Q fastened tofront protec- 
tor by fastening tabs. 
Q remove the front protec- 
tor to access’the tabs. 


Q carefully disengage the 
securing tabs ftom the 
centre grille. 


4 - Right front protector'sside 
grid ©. 
QO fastened to front protec®; 


tor by fastening tabs. 


Q > Unlock grille with a 
wedge - 3409- . 


R66-10190 
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11.2 Grilles, front protector trim, spoiler 
(Crossfox and Space Cross / Suran 
Cross) - assembly overview 


A WARNING 


@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronic Parts 
Catalogue ‘ETKA” 


Special tools and workshop equipment required 
@ Hot air blower - VAG 1416- 


@ Pressure roll - 3356- 


Wwo0.0202 


@ Wedge - 3409- 
3409 


Woo.0016 
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1 - Double-sided adhesive 
tape 
QO The adhesive tape ad- 
hesion area must be 
completely free of dirt. 
Q_ Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 


2 - Front protector 
Q Remove and install 
= page 106 
3 - Front protector trim 
Q Self-adherent 


Q Remove circlips -4- and 
the screw -6-. 


Q Before removing, you 
must heat up the lining 
with the hot air blower - 
VAG 1416-. 


Q Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 
009 407 04-. 


Q_ Remove the adhesive 
tape liner, position the 
trim. Operating temper- 
ature approx. 20°C. 

4- Circlip 
5 - Speed nut 
6 - Bolt 

Q Torque: 1.5 Nm R66-10191 
7 - Left front protector grid 

Q fastened to front protector by fastening tabs. 

Q_ Unlock grille with a Wedge - 3409- . 
8 - Bolt 

Q Torque: 1.5 Nm 
9 - Front spoiler 

Q Remove 


- Remove the front bumper protection. 


- Remove screws -8- and disengage the lini 


-  Disengage and remove the spoiler. 
Q Install 
- Installation is performed in the reverse sequence to the removal. 


10 - Fitting tab 

11 - Front protector's central grid Key d 
QO fastened to front protector by fastening tabs. 2 z, - 
Q the side grilles must be removed. q i 
QO remove the front protector to access the tabs. 
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Q carefully disengage the securing tabs from the centre grille. 


11.3 Rear protector trim, spoiler (Crossfox) - 
assembly overview 


A WARNING 


@ When handling chemicals follow the safety instructions > 


Chemical Products ManualsRép. gr. 00 


¢ Assignment of Chemical Materials > Electronic Parts 
Catalogue ‘ETKA’” 


1 - Rear protector trim 
Q Self-adherent 


Q Remove circlips -4- and 
the screw -6-. 


Q Before removing, you 
must heat up the lining 
withithe hot air blower - 
VAG 1416- . 

Q Clean the area using ad- 
hesive remover - D 002 
000 A2- , then apply the 
cleaning solution - D 

401 04-. 

G Remove the adhesive 
tape linér, position the 
trim. Operating temper- 
ature approx. 20°C. 


2 - Rear wheel casé-protector 
3 - Circlip Dy, 
4 - Double-sided adhesive 
tape 
Q The adhesive tape ad- 
hesion area must be 
completely free of dirt. 
Q Under no circumstan- 
ces should the self-ad- 
hesive surface of the 
tape be touched. 


5 - Rear spoiler 
GQ Remove 


- Remove the rear bump- 
er protection. 


- Remove screws -2- and 
screw -4-. 


- Disengage and remove the spoiler. 
Q Install 
- Installation is performed in the reverse sequence to the removal. 
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6 - Bolt 
7 - Fitting tab 
8 - Rear protector extension 
Q for spare wheel support. 


11.4 Rear protector trim, spoiler (Space 
Cross / Suran Cross) - assembly over- 
view gen AG. Volkswagen 4g, 


A WARNING 


¢@ When handling chemicals follow the safety instructions > 
Chemical Products Manual; Rep. gr. 00 


¢@ Assignment of Chemical Materials = Electronig Parts 
Catalogue “ETKA” 


1 - Rear protector 
Q_ Remove and install 
=> page 121 
2 - Version identification cover 
Q Remove 


- Remove rear bumper 
protector. 


- Remove rear protector 
trim. 


- Remove the spoiler. 


- Disengage cover fas- 
tening tabs and remove 
the cover. 


Q Install 


- Installation is performed 
in the reverse sequence 
to the removal. 


3 - Rear spoiler 
Q Remove 


- Remove the rear bump- 
er protection. 


-  Disengage spoiler fas- 
tening tabs and remove 
the spoiler. 


Q Install 


- Installation is performed 
in the reverse sequence 
to the removal. 


RES-10328 


4 - Tow hook cover 


5 - Rear protector trim 
QO The adhesive tape adhesion area must be completely free of dirt. 
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Q Under no circumstances should the self-adhesive surface of the tape be touched. 
Q Remove: 
GQ Remove circlips -4- and the screw -6-. 
Q Before removing, you must heat up the lining with the hot air blower - VAG 1416- . 
Q Clean the area using adhesive remover - D 002 000 A2- , then apply the cleaning solution - D 009 401 
04-. 
GQ Remove the adhesive tape liner, position the trim. Operating temperature approx. 20°C. 
6 - Circlip 
Q 3units 
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12 Spare wheel support (CrossFox) 
12.1 Spare wheel support= remove and in- 
stall 


Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (1/2"-drive) - VAG 1331- 
V.A.G 1331 


Removal: 
- Remove the spare wheel. 


- Remove the internal lining of spare wheel support 
= page 278 . 


- Remove spare wheel support internal lining = page 279 . 
- Remove the rear bumper protection = page 111. 
- Remove fastenings -1- of spare wheel support bearing. 


- Detach connector -3- from the switch on the spare wheel un- 
locking support bracket - E727- harness. 


- With the help of an assistant, remove the mounting bracket 
bolts -2- (Torque: 35 Nm). 


Installation: 


(El tm 


Tighten the screws -2-. 


- Installation is performed in the reverse sequence to the re- 
moval. 


$s} 
E008, 


12.2 Spare wheel support internal lining - re- 
move and install 


Special tools and workshop equipment required 
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@ Torque wrench 2to 10 Nm - VAG 1783- 
V.A.G 1783 


Removal: 

- Remove the spare wheel. 

- Remove the screws -1- (Torque: 2 Nm). 

- Remove the screws -2- (Torque: 3 Nm). 

- Remove'the lining -3- from the spare wheel mounting -4-. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


12.3 Spare wheel support external lining - re- 
move and install 


Special tools and workshop equipment required 
@ Torque wrench 2 to 10 Nm - VAG 1783- 


V.A.G 1783 


Removal: 


— Remove spare wheel. 


12, Spare wheal support (CrossFox) 279 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


- Remove the internal lining of spare wheel support 
= page 278. 
- Remove the screws -1- (Torque: 2 Nm). 


- Remove the screws -2- (Torque: 3 Nm). 
- Remove the lining -4- from the spare wheel mounting -3-. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


oo. 10n10 


12.4 Knob internal lining - remove and install 
Special tools and workshop equipment required 
@ Torque wrench 2 to 10 Nm - VAG 1783- 

V.A.G 1783 


Removal: 

— Remove the spare wheel. 

- Remove knob external lining = page 281 . 
- Remove the screws -1- (Torque: 2 Nm). 
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- Loosen screw -4- and disengage the Spare wheel release 
switch - E727- -5- from lining -3-. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


Roe10n12 


12.5 Puller external lining - remove and install 
Special tools and workshop equipment required 
@ Torque wrench 2 to 10 Nm - VAG 1783- 

V.A.G 1783 


Removal: 

— Remove the spare wheel. 

- Remove the screws -3- (Torque: 2 Nm). 

- Remove the lining -1- from the spare wheel mounting -4-. 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 
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12.6 Spare wheel support shock absorber - 
remove and install 


Removal: 
- Remove spare wheel support. 
- Place a small screwdriver underneath the spring clip -1-. 


- Raise the clip -1- enough to allow the clip to move over the ball 
joint housing -towards the arrow-. 


Pull spare wheel support shock absorber -2- from spherical 
pins. 


After removing shock absorber -2-, immediately move the clamp 
-1- backwards. 


A WARNING 


Be careful when installing the shock absorber. The spring 


clamp cannot be completely disengaged from ball joint hous- 
ing; otherwise, it will be damaged. The shock absorber can 
disengage from the spherical pins and result into a serious ac- 
cident. 


Installation: 


- Press shock absorber body against the rod towards 
-arrow A-. 


(a) Note 


Use safety gloves. 


- When distending the shock absorber rod, place it -arrow B-. 
When reaching the spherical pin -1- , press shock absorber to. 
fit the shock absorber's eyelet. 


12.7 Spare wheel support shock absorber - 
replace 


- Remove the shock absorber = page 282 . 


[ Rea-tozia | 
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- Fasten the gas shock absorber to the vise, in area 
-x = 50 mm-. 


A WARNING 


The shock absorber must be fastened in this area. Otherwise, 
accidents may occur! 


- Inthis area, carefully saw the spare wheel support shock ab- 
sorber cylinder in order for oil to drain out. 


@ Note 


While cutting, wear safety gogglashe 


@ The area where cuttings processed must be co! Pan, witha 
cloth. 


Both the oil and the cloth must be duly discarded. 


- Install thesnew shock absorber. 


12.8 Spare wheel lock motor -V340- - remove 
and install 

Removal: 

- Remove spare wheel. 


- Remove the internal lining of spare wheel support 
> lage 278 . 


- Remove spare wheel support internal lining = page 279 . 
- Remove rear bumper protector. 


- Remove bolts -6- from the spare wheel lock motor - V340- 
-3- and, pull it in the direction of the -arrow-. 


- Disconnect the connector -5- from spare wheel lock motor - 
V340- -3-7 


- Disconnect the connector -4- from freewheel locking control 
lamp switch - F408- . 


- Remove the bolts -7% 


- Remove latch along with the:support and spare wheel lock 
motor - V340- . 


- Remove latch by disengaging it from -1- motor operating rod 


Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


pee! 


Vs50080 


12, Spare wheal support (CrossFox) 2O3 


Fox 2010 > , Fox 2014 > , SpaceFox 2011 > 
General body repairs, exterior - Edition 01.2017 


12.9 Spare wheel latch buffer - remove and 
install 


Removal: 


- Remove screws -1- and remove! the buffer -2-. 


Removal: 


- Installation is performed in the reverse sequence to the re- 
moval. 


- Adjust the striker > page 284 . 


[[res.1021 |] 
12.10 Spare wheel latch buffer - adjust 
Special tools and workshop equipment required 


@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 
V.A.G 1331 


Adjust: 
- Loosen the bolts -1-. 
- Position buffer -2- and tighten the screws -1- temporarily. 


- Close the spare wheel support buffer and check for correct 
striker locking. 


- Final tighten the screws -1- (Torque: 8 Nm). 


[ Re6-10216 | 


12.44 Spare wheel support latch - remove and 
install 


Special tools and workshop equipment required 
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@ Torque wrench - 5 to 50 Nm (1/2” drive) - VAG 1331- 


Removal: 
- Remove spare wheel. 


- Remove the internal lining of spare wheel support 
= page 278. 


- Remove spare wheel suppoft internal lining = page 279 . 
- Remove rear bumper protector. 
- Remove the bolts -8-. 


- Remove bolts -6- from the spare wheel lock motor - V340- 
-3- and pull it in the direction of the -arrow-. 


- Disconnect the connectof -5- from spare wheel lock motor - 
V340- -3-. 


- Disconnect the connector+4- from freewheel locking control 
lamp switch - F108- . 


- Remove the bolts -7-. 


- Remove latch along with the Support and spare wheel lock 
motor - V340- . 


- Remove the latch. 


Installation: 


- Installation is performed in the reverse sequénce to the re- 
moval. , 


- Adjust the latch = page 285 . 


12.12 Spare wheel support latch - adjust 
Special tools and workshop equipment required 
@ Torque wrench - 5 to S50 Nm (1/2” drive) - VAG 1331- 


V.A.G 1331 


ree? 


V.A.G 1331 


—— 


Wo0-0427, 
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Adjust: 
- Loosen the bolts -1-. 


- Position latch -2- and tighten the screws -1- temporarily. 


- Close the spare wheel support buffer and check for correct 
latch locking. agen AG: 


Final tighten the screws -1- (Torque: 8 Nm). 


[eee-10218 | 


12.13 Spare wheel support bearing - remove 
and install 


Special tools and workshop equipment required 
@ Torque wrench - 5 to 50 Nm (4/2” drive) - VAG 1331- 
V.A.G 1331 


—— 


Removal: 
- Remove the spare wheel. 


- Remove the internal lining of spare wheel support 
= page 278. 


- Remove spare wheel support internal lining = page 279 . 
- Remove the rear bumper protection = page 112. 
- Remove rear protector support = page 114. 


- Detach connector -2- from the switch on the spare wheel un- 
locking support bracket - E727- harness. 


- Disconnect connector -1- from harness of the spare wheel un- 
locking support switch - F330- . 


- With the help of an assistant, remove the bearing nuts -4- 
(Torque: 20 Nm). 
Installation: 


- Installation is performed in the reverse sequence to the re- 
moval. 


- Adjust the latch = page 285 . 
- Adjust the striker > page 284 . 
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13 


48.4 Assembly overview 


&  1-Roof rack 
Q Remove and install 
= page 177 


2 - Rear spoiler 


Q Remove and install 
= page 275 


3 - Spare wheel support 


G Remove and install 
= page 278 


4 - Rear bumper trim 

Q Replace = page 275 
5 - Rear side panel trim 

Q Replace = page 222 

% 6 - Side footboard rear lining 

“22 Replace = page 231 
7- Side footboard upper lining 

Q Replace = page 232 

‘TDe, 

8 - Side footboard"! 

Q Replace = page 226 


9 - Side footboard rear lining 


Q Fastened to side foot- 
board => page 231 


10 - Front wing trim 

Q Replace = page 224 
11 - Front bumper trim 

Q Replace = page 273 
12 - Front spoiler 


Q Remove and install 
= page 273 


13 - Pillar and door external lining 
Q Replace = page 269 


| R66-10189 
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14.1 Assembly overview 


& 
= 


1 - Roof rack 


Q Remove and install 
= page 181 


2 - Rear spoiler 


Q Remove and install 
= page 276 


3 - Spoiler 


Q Remove and install 
= page 169 


4 - Rear bumper trim 
Q Replace = page 276 
5 - Rear side panel trim 
Q Replace = page 222 
6 - Side footboard rear lining 
Q Replace = page 231 
7 - Rear doors external lining 
Q Replace = page 269 
8 - Rear doors external lining 
Q Replace = page 269 
9 - Front doors external lining 
Q Replace = page 269 
10 - Side footboard 
Q Replace = page 226 
11 - Rear door trim 
Q Replace = page 251 
12 - Front door trim 
Q Replace = page 246 
13 - Side footboard upper lin- 
in 
a Replace = page 232 
14 - Side footboard front lining 
Q Replace = page 225 
15 - Front wing trim 
Q Replace = page 224 
16 - Front bumper trim 
Q Replace = page 273 
17 - Front protector's side grille 
Q Remove and install = page 273 
18 - Front protector's central grille 
Q Remove and install = page 273 


oe 
. 
ow 
ot 
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19 - Front spoiler 
Q Replace = page 273 


14, Space Cross / Suran Cross components 289 


